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			 Related Part Number
	
					PART	Description	Maker
	M39006 M39006_09 M39006_21 M39006_22 M39006_25 M39	Wet Tantalum Capacitors, Military Established Reliability, MIL-PRF-39006 Qualified Styles CLR65, 69, 79, 81, 90, 91 液体钽电容器，军事所建立的可靠性，军用，重复频 39006合格样式CLR65991901
Wet Tantalum Capacitors, Military Established Reliability, MIL-PRF-39006 Qualified Styles CLR65, 69, 79, 81, 90, 91 液体钽电容器，军事所建立的可靠性，军用，重复频 39006合格样式CLR659791901
Wet Tantalum Capacitors / Military Established Reliability / MIL-PRF-39006 Qualified Styles CLR65 / 69 / 79 / 81 / 90 / 91
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
Vishay Siliconix

	VPR681U075N2C VPR132U025L1L 	Low ESR, Optional 3rd Lead Case Styles, Aluminum Electrolytic Capacitors
	Cornell Dubilier Electr...

	957MDCL112KTF 288MDCL700KTN 467MDCL152KPK 187MDCL1	Male/female lead styles - High voltage/current ?Low ESR
   Male/female lead styles - High voltage/current ?Low ESR
	Illinois Capacitor, Inc...

	BT137-500 BT137-500F BT137-500G BT137-600 BT137-60	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Transient Voltage Suppressor Diodes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Triacs sensitive gate
Triacs logic level
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	1N2981D 1N2987C 1N2973D 1N2987D 1N2989C 1N2980D 1N	Diode Zener Single 17V 5% 10W 2-Pin DO-4
Diode Zener Single 25V 5% 10W 2-Pin DO-4
Diode Zener Single 9.1V 5% 10W 2-Pin DO-4
Diode Zener Single 30V 5% 10W 2-Pin DO-4
Diode Zener Single 16V 5% 10W 2-Pin DO-4
Diode Zener Single 7.5V 5% 10W 2-Pin DO-4
Diode Zener Single 24V 5% 10W 2-Pin DO-4
Diode Zener Single 175V 20% 10W 2-Pin DO-4
Diode Zener Single 50V 5% 10W 2-Pin DO-4
Diode Zener Single 43V 5% 10W 2-Pin DO-4
Diode Zener Single 56V 5% 10W 2-Pin DO-4
Diode Zener Single 13V 5% 10W 2-Pin DO-4
Diode Zener Single 8.2V 5% 10W 2-Pin DO-4
Diode Zener Single 15V 5% 10W 2-Pin DO-4
Diode Zener Single 27V 5% 10W 2-Pin DO-4
Diode Zener Single 18V 5% 10W 2-Pin DO-4
Diode Zener Single 105V 5% 10W 2-Pin DO-4
Diode Zener Single 52V 5% 10W 2-Pin DO-4
Diode Zener Single 47V 10% 10W 2-Pin DO-4
Diode Zener Single 36V 10% 10W 2-Pin DO-4
Diode Zener Single 36V 5% 10W 2-Pin DO-4
Diode Zener Single 51V 5% 10W 2-Pin DO-4
Diode Zener Single 47V 5% 10W 2-Pin DO-4
	New Jersey Semiconductor

	1N3017C 1N3025C 1N3046D 1N3038C 1N3016C 1N3019D 1N	Diode Zener Single 7.5V 2% 1W 2-Pin DO-13
Diode Zener Single 16V 2% 1W 2-Pin DO-13
Diode Zener Single 120V 2% 1.5W 2-Pin DO-213AB
Diode Zener Single 56V 2% 1W 2-Pin DO-13
Diode Zener Single 6.8V 2% 1W 2-Pin DO-13
Diode Zener Single 9.1V 1% 1W 2-Pin DO-13
Diode Zener Single 9.1V 2% 1W 2-Pin DO-13
Diode Zener Single 12V 1% 1W 2-Pin DO-13
Diode Zener Single 24V 1% 1W 2-Pin DO-13
Diode Zener Single 12V 2% 1W 2-Pin DO-13
Diode Zener Single 150V 10% 1.5W 2-Pin DO-213AB
Diode Zener Single 39V 2% 1W 2-Pin DO-13
Diode Zener Single 51V 1% 1W 2-Pin DO-13
Diode Zener Single 130V 10% 1.5W 2-Pin DO-213AB
Diode Zener Single 200V 1% 1.5W 2-Pin DO-213AB
Diode Zener Single 180V 10% 1.5W 2-Pin DO-213AB
Diode Zener Single 20V 1% 1W 2-Pin DO-13
Diode Zener Single 27V 2% 1W 2-Pin DO-13
Diode Zener Single 20V 2% 1W 2-Pin DO-13
Diode Zener Single 91V 2% 1W 2-Pin DO-13
Diode Zener Single 91V 1% 1W 2-Pin DO-13
Diode Zener Single 68V 2% 1W 2-Pin DO-13
Diode Zener Single 68V 20% 1W 2-Pin DO-13
Diode Zener Single 68V 10% 1W 2-Pin DO-13
Diode Zener Single 43V 1% 1W 2-Pin DO-13
Diode Zener Single 56V 1% 1W 2-Pin DO-13
Diode Zener Single 62V 2% 1W 2-Pin DO-13
Diode Zener Single 62V 1% 1W 2-Pin DO-13
Diode Zener Single 47V 1% 1W 2-Pin DO-13
	New Jersey Semiconductor

	139RPFB 139RPFE 139RPFI 139RPFS 139RPFX 	Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
	Maxwell Technologies, Inc

	ZWS 	Cemented Wirewound Resistors with Lugs, Complete welded construction, Ceramic core, Available in adjustable or non-inductive design, Lugs with various termination styles for soldering or bolt connection
	Vishay

	OP913SL OP913WSL 	PIN Silicon Photodiode(PIN 硅光二极管，可替代OP913和OP913W) PIN PHOTO DIODE
PIN Silicon Photodiodes Types OP913SL, OP913WSL
From old datasheet system
	TT electronics OPTEK Technology
ETC
OPTEK[OPTEK Technologies]

	0746501011 74650-1011 	2.00mm (.079) Pitch 8-Row VHDM-HSD Backplane Header, Guide Pin SignalModule, Pin End Version, 60 Circuits, Pin Length 4.75mm (.187)
	Molex Electronics Ltd.

	0746501014 74650-1014 	2.00mm (.079) Pitch 8-Row VHDM-HSD Backplane Header, Guide Pin SignalModule, Pin End Version, 60 Circuits, Pin Length 5.15mm (.203)
	Molex Electronics Ltd.

	74696-1013 	2.00mm (.079) Pitch 5-Row VHDM-HSD Backplane Header, Guide Pin SignalModule, Pin End Version, 40 Circuits, Pin Length 4.25mm (.167)
	Molex Electronics Ltd.
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