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			 Related Part Number
	
					PART	Description	Maker
	M393T5750BY0-CD5/CC M393T2950BZ0-CD5/CC M393T2953B	100 x 64 pixel format, TAB display
SWITCH, DPDT, CTR OFF LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT Centre Off; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, RoHS Compliant: Yes
SWITCH, SPDT, CTR OFF; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; RoHS Compliant: Yes
TVS BIDIRECT 1500W 16V SMC
DDR2 Registered SDRAM MODULE 240pin Registered Module based on 512Mb B-die 72-bit ECC
	SAMSUNG SEMICONDUCTOR CO. LTD.

	PV7F2Y0NSG-201 PV7F2T0NSG-201 PV7F2Y0NSG-203 PV7F2	Vandal and Water Resistant, TEMPERATURE: -20°C to 70°C, CONTACT RESISTANCE: 50mOHM Max.
Vandal and Water Resistant, TEMPERATURE: -20掳C to 70掳C, CONTACT RESISTANCE: 50mOHM Max.
Vandal and Water Resistant, TEMPERATURE: -20隆?C to 70隆?C, CONTACT RESISTANCE: 50mOHM Max.
	http://
E-SWITCH

	V53C316405A50 	G Force Switch; Contact Current Max:10uA; Contact Resistance Max:50ohm; Circuitry:SPST-NO; Supply Voltage:3.2VDC RoHS Compliant: Yes 3.3米4 EDO公司页面模式的CMOS动态随机存储器
	Mosel Vitelic, Corp.

	P-MUSB-K552-XX 	CONTACT RESISTANCE
	Amphenol Corporation

	N800001 	CONTACT RESISTANCE; 50 m2 MAX INITIAL.
	E-SWITCH

	N800002 	CONTACT RESISTANCE; 50 m2 MAX INITIAL.
	E-SWITCH

	N800210 	CONTACT RESISTANCE; 50 m2 MAX INITIAL.
	E-SWITCH

	KO107A-1097 K100303 K100303-15 	KEYLOCK SWITCHES
Contact Resistance : 10m-OHMS
All DIMENSION IN MM[INCH]
	E-SWITCH

	90123-0124 90123-0107 90123-0104 90123-0125 90123-	Connector Housing; Number of Contacts:24; Pitch Spacing:2.54mm; Number of Rows:1; Series:C-Grid III; Connector Body Material:Polyphenylene Oxide; Contact Termination:Crimp 24 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP
Connector Housing; No. of Contacts:7; Pitch Spacing:2.54mm; No. of Rows:1; Series:C-Grid III; Connector Body Material:Polyphenylene Oxide; Contact Termination:Crimp RoHS Compliant: Yes 7 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP
Connector Housing; No. of Contacts:4; Pitch Spacing:2.54mm; No. of Rows:1; Series:C-Grid III; Connector Body Material:Polyphenylene Oxide; Contact Termination:Crimp RoHS Compliant: Yes 4 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP
C-Grid Modr Crp Hsg SR W/2Pol Bttn 25Ckt 25 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP
HOUSING, POLARISED 20WAY ; Ways, No. of:20; Approval Bodies:UL, CSA; Current rating:3A; Housing type:Polyphenylene Oxide UL94V-1; Pitch:2.54mm; Resistance, contact:20mR; Resistance, insulation:5000MR; Series:CGRID; Temp, op.
	Molex, Inc.
MOLEX INC

	A23L26161 A23L2616 A23L2616V-70 A23L2616V-100 A23L	Power Resistor; Series:MK; Resistance:20kohm; Resistance Tolerance: /- 1 %; Power Rating:0.75W; Voltage Rating:400V; Temperature Coefficient: /-50 ppm; Mounting Type:Through Hole; Operating Temp. Min:0 C
4M X 16 / 8M X 8 BIT CMOS MASK ROM 4米16 / 8米8位CMOS掩膜ROM
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle 4米16 / 8米8位CMOS掩膜ROM
	http://
AMICC[AMIC Technology]
AMIC Technology Corporation
AMIC Technology, Corp.

	1MB20-060 	Potentiometer; Resistance Max:10kohm; Resistance Tolerance: /- 20 %; Power Rating:0.05W; Voltage Rating:50 VAC, 20VDC; Series:PTV111
	FUJI ELECTRIC HOLDINGS CO., LTD.

	SCHURTERINC-1241.6612.1110000 1241.6631.1110000 12	Vandal Resistant Pushbutton Switch; Circuitry:SPST-NO SPST-NC; Switch Operation:(On); Contact Current Max:0.1A; Approval Categories:IP 67 Degree of Protection, IK 07 Shock Resistance according To DIN EN 50102
	SCHURTER INC
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