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			 Related Part Number
	
					PART	Description	Maker
	SP3232EETL 	Flammability rating of UL 94┸V0
	Exar Corporation

	ICM7240-BICM7260 ICM7240 ICM7250IJE ICM7250IPE ICM	Fixed and Programmble Counter/Timer(8位二进制,固定,RC定时计数 8位二进制、可编程的、RC定时计数
Fixed and Programmble Counter/Timer(8位二进制,可编程的,RC定时计数 8位二进制、可编程的RC定时计数
SWITCH, DIL, SMD, 8WAY; Ways, No. of:8; Actuator type:Slide; Pin configuration:DIL; Current, contact @ contact voltage DC max:100mA; Current, contact rating:100mA; Dielectric strength, VDC:500V; Flammability rating:UL94V-0; RoHS Compliant: Yes
Fixed And Programmable Timer/Counters 固定和可编程定时计数
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products, Inc.

	ICL7650 ICL7650BCPA ICL7650BCPD ICL7650BCSA ICL765	(ICL7650x / ICL7653x) Chopper-Stabilized Op Amps
Chopper-Stabilized Op Amps OP-AMP, 5 uV OFFSET-MAX, 2 MHz BAND WIDTH, PDIP14
High-Performance Impact-X<TM> PAL<R> Circuits 20-CFP -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-LCCC -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-CDIP -55 to 125
SWITCH, DIL, SMD, 4WAY; Ways, No. of:4; Actuator type:Slide; Pin configuration:DIL; Current, contact @ contact voltage DC max:100mA; Current, contact rating:100mA; Dielectric strength, VDC:500V; Flammability rating:UL94V-0; RoHS Compliant: Yes
?Chopper-Stabilized Op Amp
Chopper-stabilized amplifier
	Maxim Integrated Produc...
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	90327-3324 90327-3306 90327-3326 90327-0322 90327-	1.27mm PF Conn LoPro IDT Wht .76Au 24Ckt 24 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC
1.27mm PF Conn LoPro IDT Wht .76Au 6Ckt 6 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC
CONN RECPT IDT 26POS 1.27MM GOLD 26 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC
1.27 mmPF Conn LoPro IDT Wht 2Sn 22Ckt
CONNECTOR, PICOFLEX 26WAY ; Ways, No. of:26; Pitch:1.27mm; Colour:White; Current, contact rating:1.2A; Flammability rating:UL94V-0; Material:Polyester; Material, contact:Phosphor bronze alloy; Plating, contact:Tin; Poles, No. of:26;
	Molex, Inc.
MOLEX INC

	SK54AFL SK5200AFL 	   Epoxy meets UL 94 V-0 flammability rating
	Micro Commercial Compon...

	22-04-1071 22-04-1111 22-04-1131 22-05-1022 22-04-	Header Connector,PCB Mnt,RECEPT,7 Contacts,PIN,0.098 Pitch,PC TAIL Terminal,POLARIZED LCK 7 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
CONN HEADER 11POS 2.5MM VERT TIN 11 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
KK2.5MM FR.LOCK WAF. ASS 504513A 13 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
Header Connector,PCB Mnt,RECEPT,2 Contacts,PIN,0.098 Pitch,PC TAIL Terminal 2 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SOLDER
Header Connector,PCB Mnt,RECEPT,2 Contacts,PIN,0.098 Pitch,PC TAIL Terminal,POLARIZED LCK 2 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
Header Connector,PCB Mnt,RECEPT,6 Contacts,PIN,0.098 Pitch,PC TAIL Terminal,POLARIZED LCK 6 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
CONN HEADER 9POS 2.5MM R/A TIN 9 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SOLDER
CONN HEADER 14POS 2.5MM R/A TIN 14 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SOLDER
KK2.5MM FR.LOCK WAF. ASS 504517A 17 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
KK2.5MM FR.LOCK WAF. ASS 504520A 20 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
CONN HEADER 14POS 2.5MM VERT TIN 14 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
Vertical Header; No. of Contacts:3; Pitch Spacing:0.098"; No. of Rows:1; Gender:Header; Series:5045; Body Material:6/6 Nylon; Current Rating:3A; Voltage Rating:250V
KK2.5MM FL WAF.ASS. GOLD 504510AG
Header Connector,PCB Mnt,RECEPT,8 Contacts,PIN,0.098 Pitch,PC TAIL Terminal,POLARIZED LCK
CONN HEADER 11POS 2.5MM R/A TIN
HEADER, SQ PIN 2.5MM 12WAY ; Ways, No. of:12; Pitch:2.5mm; Approval Bodies:UL, CSA; Colour:White; Current rating:2.5A; Diameter, PCB hole:1.02mm; Flammability rating:UL94V-0; Force, de-mating:0.57N; Housing type:Black Glass Filled
	Molex, Inc.
MOLEX INC

	Z8681AB1YN 	Leaded Cartridge Fuse; Current Rating:2A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Fast Acting; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	东电?中国)投资有限公司

	5500.2029 5500.2028 5500.2027 5500.2026 5500.2030 	AC Filter Cost Optimized
Single Phase RFI Line Filter; Mounting Type: Chassis Module; Voltage Rating: 250V; Current Rating: 4A; Leakage Current Rating: 0.1 mA 250 V, 50 HZ, SINGLE PHASE EMI FILTER
	Schurter Inc.
SCHURTER AG

	1.5KE30C 	Plastic package has UL flammability Classification 94V-0
	SEMTECH ELECTRONICS LTD...

	ZXMN6A11G ZXMN6A11GFTA ZXMN6A11GFTC 	N-channel  MOSFET
60V N-CHANNEL ENHANCEMENT MODE MOSFET
; Current Rating:6A; Voltage Rating:250V; Mounting Type:Screw; Features:High Attenuation; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Line Filter; Current Rating:10A; Voltage Rating:250V; Mounting Type:Screw; Features:High Attenuation; Series:MXB
	ZETEX[Zetex Semiconductors]

	TYPEHCSERIES 	Glass filled polyester (PBT, UL flammability 94V-0)
	Dubilier
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