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			 Related Part Number
	
					PART	Description	Maker
	GT1-2_1PP-HU00 GT1-2_1PP-HU10 GT1-2PP-HU10 GT1-2_1	Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
SOLID NUMBERS WIRE MARKER CARD
Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines
   Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.

	10A02 10A01 10A07 10A03 10A04 10A05 10A06 	10 Amp Rectifier 50 to 1000 Volts
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Thermoplastic; Jacket Color:Natural; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Micro Commercial Compon...
MCC[Micro Commercial Components]
Micro Commercial Components Corp.

	GT13SCN-2PP-HU GT10A-2022SCF GT10SC-2022PCF GT13-1	Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines
WIRE MARKER CARD, SOLID NUMBERS, LEGEND 15
LABELS, CABLE MARKERS RoHS Compliant: Yes
Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
WIRE ACCESSORIES 在天线，传感器和通信中继同轴电缆连接
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	BYX82 BYX83 BYX84 BYX85 BYX86 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black RoHS Compliant: Yes
Silicon Mesa Rectifiers
From old datasheet system
	Vishay Intertechnology,Inc.
Vishay Siliconix

	BYW52 BYW53 BYW56 BYW55 BYW54 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes 硅梅萨整流器
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Low-Loss Serial Analog & Digital Video Coax Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid RoHS Compliant: Yes 硅梅萨整流器
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Low-Loss Serial Analog & Digital Video Coax Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor
From old datasheet system
Silicon Mesa Rectifiers
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
Vishay Telefunken

	MV1471_CG_DPAS MV1471 MV1471_CG_DGAS MV1471/CG/DPA	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Jacket Color:White RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Leaded Process Compatible:Yes RoHS Compliant: Yes
HDB3/AMI ENCODER/DECODER
	Zarlink Semiconductor Inc.

	141-12SMNB 	Coaxial Cable
	Mini-Circuits

	086-12KM 	Coaxial Cable
	Mini-Circuits

	086-11SMR 	Coaxial Cable
	Mini-Circuits

	086-10SMR 	Coaxial Cable
	Mini-Circuits

	086-10SBSM 	Coaxial Cable
	Mini-Circuits

	047-6SMPR 	Coaxial Cable
	Mini-Circuits
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