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			 Related Part Number
	
					PART	Description	Maker
	G8522-02 G8522 G8522-01 G8522-03 	Aluminum Snap-In Capacitor; Capacitance: 100uF; Voltage: 420V; Case Size: 20x30 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 1000uF; Voltage: 180V; Case Size: 25x40 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 120uF; Voltage: 420V; Case Size: 25x25 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 560uF; Voltage: 180V; Case Size: 22x30 mm; Packaging: Bulk
GaAs PIN photodiode
	Hamamatsu Photonics
HAMAMATSU[Hamamatsu Corporation]

	GAL16LV8 GAL16LV8C-10LJ GAL16LV8C-7LJ 	   Low Voltage E2CMOS PLD Generic Array Logic
Aluminum Snap-In Capacitor; Capacitance: 330uF; Voltage: 450V; Case Size: 35x30 mm; Packaging: Bulk EE PLD, 7.5 ns, PQCC20
Aluminum Snap-In  Capacitor; Capacitance: 680uF; Voltage: 250V; Case Size: 30x25 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 2200uF; Voltage: 250V; Case Size: 35x50 mm; Packaging: Bulk
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	AK9824 AK9824M AK9822 AK9822M 	2ch 8bit DA   4Kbit EEPROM
2ch 8bit DA   2Kbit EEPROM
2K / 4Kbit EEPROM with 2ch 8bit D/A Converter
Aluminum Snap-In Capacitor; Capacitance: 2200uF; Voltage: 160V; Case Size: 35x45 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 1800uF; Voltage: 160V; Case Size: 30x45 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 160V; Case Size: 20x25 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 1800uF; Voltage: 160V; Case Size: 35x35 mm; Packaging: Bulk 2K / 4Kbit通道8位的EEPROM / A转换
	http://
AKM[Asahi Kasei Microsystems]
Asahi Kasei Microsystems Co.,Ltd
Asahi Kasei Microsystems Co., Ltd.

	GP-93 GP-12B GP-14B GP-15B GP-20B GP-22B GP-30B GP	Aluminum Electrolytic Radial Leaded Low Profile Capacitor; Capacitance: 330uF; Voltage: 100V; Case Size: 25x12.5 mm; Packaging: Bulk
Aluminum Electrolytic Radial Leaded Low Profile Capacitor; Capacitance: 470uF; Voltage: 50V; Case Size: 16x12.5 mm; Packaging: Bulk
Aluminum Electrolytic Radial Leaded Low Profile Capacitor; Capacitance: 1000uF; Voltage: 50V; Case Size: 25x12.5 mm; Packaging: Bulk
Aluminum Electrolytic Radial Leaded Low Profile Capacitor; Capacitance: 68uF; Voltage: 250V; Case Size: 25x12.5 mm; Packaging: Bulk 触发火花间隙
Triggered Spark Gaps 触发火花间隙
	PerkinElmer Optoelectro...
PERKINELMER[PerkinElmer Optoelectronics]
PerkinElmer Inc.
PerkinElmer, Inc.

	GS816032T-166 GS816036T-133 GS816036T-150 GS816036	Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 33uF; Voltage: 50V; Case Size: 8x11.5 mm; Packaging: Bulk
1M x 18, 512K x 32, 512K x 36 18Mb Sync Burst SRAMs 1M×1812k×3212k×36 18M位同步突发静态存储器
Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 33uF; Voltage: 25V; Case Size: 6.3x11 mm; Packaging: Bulk
Quad 2-input positive-NAND buffers with open collector outputs 14-PDIP 0 to 70
Quad 2-input positive-NAND buffers with open collector outputs 14-SOIC 0 to 70
Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 220uF; Voltage: 25V; Case Size: 10x16 mm; Packaging: Bulk
Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 2200uF; Voltage: 25V; Case Size: 18x35.5 mm; Packaging: Bulk
1M x 18/ 512K x 32/ 512K x 36 18Mb Sync Burst SRAMs
Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 100uF; Voltage: 50V; Case Size: 10x20 mm; Packaging: Bulk
	ETC
Electronic Theatre Controls, Inc.
http://
GSI Technology

	GBJ10K GBJ10A GBJ10B GBJ10D GBJ10G GBJ10J 	Aluminum Polymer SMT Capacitor; Capacitance: 390uF; Voltage: 4V; Case Size: 6.3x6 mm; Packaging: Tape & Reel
Aluminum Polymer SMT Capacitor; Capacitance: 1200uF; Voltage: 4V; Case Size: 10x8 mm; Packaging: Tape & Reel
GLASS PASSIVATED SINGLE-PHASE BRIDGE RECTIFIER(VOLTAGE - 50 to 800 Volts CURRENT - 10.0 Amperes)
	PanJit International Inc.
PANJIT[Pan Jit International Inc.]

	UPJ2C100MPD UPJ2D100MPD UPJ1E181MPD UPJ1J181MPD UP	Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 10uF; Voltage: 160V; Case Size: 10x15 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 160 V, 10 uF, THROUGH HOLE MOUNT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 200 V, 10 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 180uF; Voltage: 25V; Case Size: 8x15 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 180 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 180uF; Voltage: 63V; Case Size: 10x31.5 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 63 V, 180 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 100uF; Voltage: 63V; Case Size: 10x20 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 63 V, 100 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 120uF; Voltage: 63V; Case Size: 10x20 mm; Packaging: Tape & Ammo CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 63 V, 120 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 100uF; Voltage: 35V; Case Size: 8x11.5 mm; Packaging: Tape & Ammo CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 100 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1000uF; Voltage: 35V; Case Size: 16x20 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 1000 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 120uF; Voltage: 35V; Case Size: 8x15 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 120 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 120uF; Voltage: 35V; Case Size: 10x12.5 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 120 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.

	G615B G61XB G618B G611B G619B 	MULTI-ELEMENT LED LIGHT SOURCE
T-1, (3-mm) Round, PCB Mount, Right Anle Array, G61XB Series
Tantalum Molded   Capacitor; Capacitance: 68uF; Voltage: 4V; Case Size: 2.8x1.9 mm; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 220uF; Voltage: 2.5V; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 220uF; Voltage: 4V; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 33uF; Voltage: 4V; Case Size: 1.6x3.2 mm; Packaging: Tape & Reel
	List of Unclassifed Manufacturers
ETC[ETC]
Instrument Design Engineering Associates
N.A.
Electronic Theatre Controls, Inc.

	381LQ222M180A052 381LQ823M010A452 	Higher Capacitance per Case Size
	Cornell Dubilier Electr...

	K7B161825A K7A163600A K7A163601A K7B163625A K7A161	   512Kx36 & 1Mx18 Synchronous SRAM
64Kx36 & 64Kx32-Bit Synchronous Pipelined Burst SRAM
Aluminum Snap-In  Capacitor; Capacitance: 390uF; Voltage: 400V; Case Size: 35x30 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 470uF; Voltage: 250V; Case Size: 25x30 mm; Packaging: Bulk 512Kx36
	Samsung Electronic
SAMSUNG[Samsung semiconductor]
SAMSUNG SEMICONDUCTOR CO. LTD.
ITT, Corp.
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