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			PE-W22PS1001 - 0 to 180 Degree WR-22 Waveguide Phase Shifter, From 33 GHz to 50 GHz, With a UG-383/U Round Cover Flange 
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			 Related Part Number
	
					PART	Description	Maker
	1-1776153-0 	TERMINAL BLOCK HEADER ASSEMBLY, 180 DEGREE, CLOSED ENDS, 7.5mm PITCH
	Tyco Electronics

	C-1776161 1776161-2 1776161-3 1776161-4 	TERMINAL BLOCK HEADER ASSEMBLY, 180 DEGREE, CLOSED ENDS, 10.16mm PITCH
	Tyco Electronics

	MAPD-009492-C2W180 	Power divider, 2 Way 180 degree Splitter (also a 2:1 flux coupled balun) 5 to 1200 MHz
	M/A-COM Technology Solutions, Inc.

	XC6372F XC6372 XC6372A XC6372B XC6372C XC6372D XC6	LINEAR HALL EFFECT SENSOR, DFN-6; Temp, op. min:-20(degree C); Temp, op. max:85(degree C); Pins, No. of:6; Case style:DFN; Base number:1395; Termination Type:SMD; Temperature, operating range:-20(degree C) to (degree C) RoHS Compliant: Yes
XC6372
	TOREX SEMICONDUCTOR LTD.
TOREX[Torex Semiconductor]

	PE-W22PS1001 	0 to 180 Degree WR-22 Waveguide Phase Shifter, From 33 GHz to 50 GHz, With a UG-383/U Round Cover Flange
	Pasternack Enterprises,...

	HYB-5416-X3-NNN-79 	7000 MHz - 18000 MHz RF/MICROWAVE 180 DEGREE HYBRID COUPLER, 1.2 dB INSERTION LOSS-MAX
	sirenza

	HJD-2Z-1.9G 	1800 MHz - 1990 MHz RF/MICROWAVE 180 DEGREE HYBRID COUPLER, 0.3 dB INSERTION LOSS-MAX
HYBRID JUNCTION
	MERRIMAC INDUSTRIES INC
Merrimac Industries, Inc.

	BAS16W-T1 BAS16W-T3 BAS16W 	90 DEGREE VGA CBL        20 FT - MM
90 DEGREE VGA CBL 10 FT - MM 表面贴装快速开关二极管
SURFACE MOUNT FAST SWITCHING DIODE 表面贴装快速开关二极管
	http://
Won-Top Electronics Co., Ltd.

	RF3375 RF337XPCBA-41X 	CAPACITOR, 100UF 16VCAPACITOR, 100UF 16V; Capacitance:100uF; Voltage rating, DC:16V; Capacitor dielectric type:; Series:SVP; Temp, op. max:105(degree C); Temp, op. min:-55(degree C); Tolerance,  :20%; Tolerance, -:20%; Current,
GENERAL PURPOSE AMPLIFIER
	RF Micro Devices, Inc.

	MDU28C MDU28C-20MD1 MDU28C-20MD4 MDU28C-20A1 MDU28	ACTIVE DELAY LINE, TRUE OUTPUT, DSO14
ACTIVE DELAY LINE, TRUE OUTPUT, DFP14
ACTIVE DELAY LINE, TRUE OUTPUT, DSO8
DUAL, HCMOS-INTERFACED FIXED DELAY LINE 双，HCMOS界面的固定延迟线
CRYSTAL, SM, CX-49G, 20MHZ; Frequency, output:20000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2200pF; Capacitance Tolerance: /- 5%; Series:CM06; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
CRYSTAL, SM, CX-49G, 10MHZ; Frequency, output:10000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
MICA RoHS Compliant: No
CRYSTAL, SM, CX-49G, 16MHZ; Frequency, output:16000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
CRYSTAL, SM, CX-49G, 12MHZ; Frequency, output:12000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
	DATA DELAY DEVICES INC
Electronic Theatre Controls, Inc.
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