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			R1A - Plastic Case Material has UL Flammability Classication Rating 94V-0 



		
			
					
						
						



					
				
					 		
	Part No.	R1A   

	Description	Plastic Case Material has UL Flammability Classication Rating 94V-0 
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									(CHINA HK & SZ)
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	Part: R10000
	Maker: N/A
	Pack: N/A
	Stock: 164
	Unit price 
									for :
	    
									50: $110.77
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	RMPG06A RMPG06B RMPG06D RMPG06G RMPG06J RMPG06A/50	1 A, 50 V, SILICON, SIGNAL DIODE PLASTIC, CASE MPG06, 2 PIN
Miniature Glass Passivated Fast Switching Plastic Rectifier, Forward Current 1.0A, Reverse Voltage 50 to 600V
	Vishay Beyschlag

	5KP9.0AE3TR 5KP5.0CAE3TR 5KP7.5AE3TR 5KP6.0AE3 5KP	5000 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-204AR ROHS COMPLIANT, PLASTIC, CASE 5A, 2 PIN
5000 W, BIDIRECTIONAL, SILICON, TVS DIODE, DO-204AR ROHS COMPLIANT, PLASTIC, CASE 5A, 2 PIN
5000 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-204AR PLASTIC, CASE 5A, 2 PIN
5000 W, BIDIRECTIONAL, SILICON, TVS DIODE, DO-204AR PLASTIC, CASE 5A, 2 PIN
	Microsemi, Corp.
MICROSEMI CORP-SCOTTSDALE

	1.5KE56C/66 1N6280/4F-E3 VISHAYSEMICONDUCTORS-1N62	DIODE 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE, PLASTIC, CASE 1.5KE, 2 PIN, Transient Suppressor
DIODE 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE, LEAD FREE, PLASTIC, CASE 1.5KE, 2 PIN, Transient Suppressor
DIODE 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE, PLASTIC, CASE 1.5KE, 2 PIN, Transient Suppressor
	VISHAY SEMICONDUCTORS

	XC6201P221TR XC6201P601MB XC6201P601LB XC6201P601T	Safety Sign; Legend:In Case of Fire Do Not Use Elevators; External Height:10"; External Width:14"; Body Material:Plastic; Color:Red/Black RoHS Compliant: NA 正电压稳压器
5.0 AMP POSITIVE VOLTAGE REGULATOR 5.0放大器正电压稳压
CAP 1.0F 5.5V SG TYPE GOLD VERT
Two and Three Channel Codewheels
Positive Voltage Regulators
   Positive Voltage Regulators
	STMicroelectronics N.V.
Vishay Intertechnology, Inc.
Torex Semiconductor, Ltd.
TOREX SEMICONDUCTOR LTD.

	7427140S 	Snap Ferrite Ring with plastic case
	Wurth Elektronik GmbH &...

	7427113 	Snap Ferrite Sleeve with plastic case
	Wurth Elektronik GmbH &...

	B32620-A152 B32620-A3473 B32620-A4223 B32620-A4333	Metallized Polypropylene Film Capacitors (MKP) Plastic Case
	EPCOS[EPCOS]

	30TDPS6 30TDPS6E 	HIGH PERFORMANCE 3-PHASE 3-WIRE PLASTIC CASE FILTERS
	Delta Electronics, Inc.

	GL34A 	0.5 Amp Silicon Passivated Rectifiers CASE: MOLDED PLASTIC
	First Components International

	LTC1198-1ACS8 LTC1198-1BCS8 LTC1196-2BCS8 LTC1196-	ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles 8位，SO - 8封装，带自动1MSPS ADC的关断选项
ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles
   8-Bit, SO-8, 1MSPS ADCs with Auto-Shutdown Options
	http://
Linear Technology, Corp.
Linear Technology Corporation

	MV2101ZL1 MV2104RLRB MV2105RLRB MV2108RLRB MV2111R	HF-UHF BAND, 6.8 pF, 30 V, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE PLASTIC, CASE 182-02, TO-226AC, 2 PIN
HF-UHF BAND, 12 pF, 30 V, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE PLASTIC, CASE 182-02, TO-226AC, 2 PIN
HF-UHF BAND, 15 pF, 30 V, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE PLASTIC, CASE 182-02, TO-226AC, 2 PIN
HF-UHF BAND, 27 pF, 30 V, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE PLASTIC, CASE 182-02, TO-226AC, 2 PIN
HF-UHF BAND, 47 pF, 30 V, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE PLASTIC, CASE 182-02, TO-226AC, 2 PIN
HF-UHF BAND, 33 pF, 30 V, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE PLASTIC, CASE 182-02, TO-226AC, 2 PIN
HF-UHF BAND, 100 pF, 30 V, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE PLASTIC, CASE 182-02, TO-226AC, 2 PIN
	Motorola Mobility Holdings, Inc.

	MUR405RL 	4 A, 50 V, SILICON, RECTIFIER DIODE, DO-201AD PLASTIC, CASE 267-05, 2 PIN
	ON Semiconductor
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