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			 Related Part Number
	
					PART	Description	Maker
	0154003.DR 0154.062DRL 0154.062DRTL 0154.080DRTL 0	NANO2? > 154 OMNI-BLOK? Fuse and Holder Combination
154/154T/154L/154TL Series OMNI-BLOK? Fuse and Holder Assembly
Easy fuse replacement Miniature size Wide operating temperature range
	Littelfuse

	225125 225100 25508080001 239250P 250R120 229350 2	2AG Fast-Acting Fuse
Insulating Nuts for CF8 Fuse
5 x 20 mm Time Lag Fuse (Slo-Blo) Fuse
POLYFUSE Resettable PTCs Radial Leaded
2AG Slo-Blo Fuse
Battery Clamp for CF8 Fuse Rated 58V
SPECIFICATIONS FOR LIQUID CRYSTAL DISPLAY
	AZDISPLAYS
LITTELFUSE[Littelfuse]

	LP-CC-2-1/2 LP-CC-25 LP-CC-9 LP-CC-10 	Cartridge Fuse; Current Rating:2.5A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Series:LP-CC TIME DELAY BLOW ELECTRIC FUSE, 2.5A, 600VAC, 300VDC, 200000A (IR), INLINE/HOLDER
Cartridge Fuse; Current Rating:25A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No
Cartridge Fuse; Current Rating:9A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:LP-CC RoHS Compliant: No
Cartridge Fuse; Current Rating:10A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No
	Cooper Bussmann, Inc.
COOPER INDUSTRIES

	0234002.MXP 0234003.MXE- 0234003.MXEP 023406.3MXP 	234 Series, 5 x 20 mm, Medium-Acting Fuse
MEDIUM BLOW ELECTRIC FUSE, 1.25A, 250VAC, 100A (IR), INLINE/HOLDER
	Littelfuse

	0219002. 0219005. 021906.3 219002 0219001. 0219004	5 x 20 mm Time Lag Fuse (SIo-Blo) Fuse 219 Series 5 × 20毫米时滞保险丝（希欧- Blo）保险丝219系列
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.

	04611.25ERT 0461.500ERT 0461002.ERT 	Telecom NANO2?Fuse and Teccor TeleLink? Fuse
Telecom NANO2?Fuse 461 Series and Teccor TeleLink? Fuse
	Littelfuse

	FRT250T 7100.1125.XX 7100.1017.XX 7100.1117.XX 710	TIME LAG BLOW ELECTRIC FUSE, 0.5A, 250VAC, 250VDC, 35A (IR), THROUGH HOLE
Subminiature Fuse, 11.5 x 5 mm, Tr?e T
Subminiature Fuse, 11.5 x 5 mm, Tr庐e T
Subminiature Fuse, 11.5 x 5 mm, Tr盲ge T
	Schurter Inc.

	0437005.WR 043702.5WR 0437.250WR 0437.375WR 0437.5	Surface Mount Fuses Ceramic Fuse > 437 Series
FAST BLOW ELECTRIC FUSE, 1A, 63VAC, 63VDC, 50A (IR), SURFACE MOUNT
	Littelfuse

	AGC-V-5 AGC-V-8 AGC-V-1/2 AGC-V-10 	Cartridge Fuse; Fuse Type:Fast Acting; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:AGC-V RoHS Compliant: No FAST BLOW ELECTRIC FUSE, 5A, 250VAC, 200A (IR), THROUGH HOLE
Cartridge Fuse; Fuse Type:Fast Acting; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:AGC-V RoHS Compliant: No FAST BLOW ELECTRIC FUSE, 8A, 250VAC, 200A (IR), THROUGH HOLE
FAST BLOW ELECTRIC FUSE, 0.5A, 250VAC, 35A (IR), THROUGH HOLE
	Cooper Bussmann, Inc.
COOPER INDUSTRIES

	NON-150 NON-8 	ELECTRIC FUSE, 150A, 250VAC, 125VDC, 10000A (IR), INLINE/HOLDER
Cartridge Fuse; Current Rating:8A; Voltage Rating:250VAC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:NON RoHS Compliant: No ELECTRIC FUSE, 8A, 250VAC, 125VDC, 50000A (IR), INLINE/HOLDER
	Cooper Bussmann, Inc.

	215200 215025 217040 217040P 215800 215400 215250 	5 x 20 mm Time Lag Fuse (Slo-Blo Fuse)
5 x 20 mm Fast-Acting Fuse
	LITTELFUSE[Littelfuse]
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