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			 Related Part Number
	
					PART	Description	Maker
	FLT-TERM00001 	SAFE SERIES CONNECTION
	SICK AG

	0259.062M 0259.250M 0259.250T 0259.125M 0259.375M 	Safe-T-Plus Fuse 259 Series
	Littelfuse

	KDR731S 	SCHOTTKY BARRIER TYPE DIODE(SERIES CONNECTION)
	KEC(Korea Electronics)

	0421032 	Power terminal block, Connection method Screw connection, Load current
	PHOENIX CONTACT

	2700093 	Connection element with screw connection terminal blocks for base mounting
	PHOENIX CONTACT

	0441012 	Ground modular terminal block, Connection method: Screw connection, Cross section
	PHOENIX CONTACT

	0441119 	Ground modular terminal block, Connection method: Screw connection, Cross section
	PHOENIX CONTACT

	0441041 	Ground modular terminal block, Connection method: Screw connection, Cross section
	PHOENIX CONTACT

	ASM3I623S05AG-08-SR ASM3P623S05AG-08-SR ASM3I623S0	23S SERIES, PLL BASED CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
Timing-Safe?/a> Peak EMI reduction IC
Timing-Safe Peak EMI reduction IC
Timing-Safe垄芒 Peak EMI reduction IC
	http://
PulseCore Semiconductor

	1804917 	Plug component, nominal current: 20 A, rated voltage: 400 V, pitch: 7.62 mm, no. of positions: 3, type of connection: Screw connection
	List of Unclassifed Manufacturers
ETC[ETC]

	0393360000 	PCB terminal, TOP connection, Soldered connection, Clamping range, max.: 2.5 mm2, Pitch: 7.62 mm, No. of poles: 2, 90°, Box
	Weidmuller
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