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			 Related Part Number
	
					PART	Description	Maker
	ZXRE125 ZXRE125FR ZXRE125CF ZXRE125DF ZXRE125DN8 Z	Analog IC 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 1.22 V, PBCY3
SOT23 MICROPOWER 1.22V VOLTAGE REFERENCE 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 1.22 V, PDSO8
SOT23 MICROPOWER 1.22V VOLTAGE REFERENCE 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 1.22 V, PBCY3
Analog IC 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 1.22 V, PDSO8
SOT23 MICROPOWER 1.22V VOLTAGE REFERENCE 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 1.22 V, PDSO3
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3121; No. of Contacts:21; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Cable Receptacle RoHS Compliant: No
	Analog Devices, Inc.
Zetex Semiconductor PLC
ZETEX[Zetex Semiconductors]

	DCB107 DCC107 DCC407S DCC108 DCC208 DCC308 DCC408S	DC/DC converter. 25 W output series. Output voltage 5 VDC; output current 2.8 A. Output voltage  12 VDC; output current 0.5 A. Output voltage -12 VDC; output current 0.5 A. Input range 12 V nominal (9-16 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5 VDC; output current 5.0 A. Output voltage  12 VDC; output current .83 (.73) A. Output voltage -12 VDC; output current .83 (.73) A. Input range 12 V nominal (9-16 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5 VDC; Output current 5.0 A. Output voltage  12 VDC; output current .83(.73) A. Output voltage -12 VDC; output current .83 (.73) A. Input range 110 V nominal (85-140 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5 VDC; output current 5.0 A. Output voltage  15 VDC; output current .65 (.58) A. Output voltage -15 VDC; output current .65 (.58) A. Input range 12 V nominal (9-16 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5 VDC; output current 5.0 A. Output voltage  15 VDC; output current .65 (.58) A. Output voltage -15 VDC; output current .65(.58) A. Input range 24 V nominal (19-32 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5VDC; output current 5.0 A. Output voltage  15 VDC; output current .65 (.58) A. Output voltage -15 VDC; output current .65 (.58) A. Input range 48 V nominal (38-63 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5 VDC; Output current 5.0 A. Output voltage  15 VDC; output current .65(.58) A. Output voltage -15 VDC; output current .65 (.58) A. Input range 110 V nominal (85-140 VDC).
	International Power Sources

	AME8841REHA AME8841 AME8841AEHA AME8841BEHA AME884	Output voltage: 1.5V; 600mA CMOS LDO
Output voltage: 3.1V; 600mA CMOS LDO
Output voltage: 2.9V; 600mA CMOS LDO
Circular Connector; No. of Contacts:100; Series:MS27466; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:23; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No 600毫安的CMOS LDO稳压
Output voltage: 2.85V; 600mA CMOS LDO
Output voltage: 3.7V; 600mA CMOS LDO
	AME[Analog Microelectronics]
AME, Inc.

	MCM6246WJ35R2 MCM6246WJ35 MCM6246WJ25R2 MCM6246WJ2	512K x 8 Bit Static Random Access Memory 512K X 8 STANDARD SRAM, 35 ns, PDSO36
PSU, 110W, 4 OUTPUT; Voltage, output:5V; Current, output:11A; Power rating:110W; Voltage, supply min:85V; Voltage, supply max:264V; Length / Height, external:56mm; Width, external:108mm; Depth, external:185mm; Approval Bodies:VDE, RoHS Compliant: Yes
DC-DC Converter; Supply Voltage:75V; Output Voltage:1.2V; Number of Outputs:1; Power Rating:100W; Mounting Type:PC Board; Series:Eighth-Brick; Efficiency:86%; Output Current:50A; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	Motorola Mobility Holdings, Inc.
Motorola, Inc.
MOTOROLA[Motorola Inc]
MOTOROLA[Motorola, Inc]

	BUV48 BUV48A 	RP Series - Econoline Unregulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 15V; Power: 1W; Pot-Core Transformer - separated
RP Series - Econoline Unregulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 24V; Power: 1W; Pot-Core Transformer - separated
SITCHMODE II Series NPN Silicon Power Transistors
	ONSEMI[ON Semiconductor]

	TL2105PIS SIE501.2LT SIE501.5LT SIE501.8LT SIE502.	   SIP/SIE 500 NON-ISOLATED SERIES
MB 41C 27#20 14#16 SKT RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3122; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
MB 41C 27#20 14#16 PIN RECP 高级督察/女士500 NON-ISOLAT ED系列
SIP/SIE 500 NON-ISOLATED SERIES 高级督察/女士500 NON-ISOLAT ED系列
Industrial Test Leads, Probes & Clips
Input voltage range:4.5-5.5V, output voltage 1.2V,(6A)  non-isolated step-down DC/DC converter
Input voltage range:4.5-5.5V, output voltage 2.1V,(6A)  non-isolated step-down DC/DC converter
	http://
POWER-ONE[Power-One]
Omron Electronics, LLC

	ASM5I961CG-32-LT ASM5I961C ASM5I961C-32-LT ASM5I96	Low Voltage Zero Delay Buffer 961 SERIES, PLL BASED CLOCK DRIVER, 17 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP32
	Alliance Semiconductor, Corp.
ALSC[Alliance Semiconductor Corporation]

	DBF60T 	Switch Mode Power Supply; Series:ZPS; Output Voltage:15VDC; Output Power Max:40W; Output Current:2.67A; Number of Outputs:1; Approval Bodies:UR, CSA, CE
6.0A Single-Phase Bridge Rectifier
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	BU426 	RP20 (F) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 12V; Output Voltage (Vdc): 5V; 2:1 Wide Input Voltage Range; 20 Watts
HIGH VOLTAGE POWER SWITCH
	意法半导
ST Microelectronics
STMicroelectronics

	350-Z1-116-00-206 350-10-116-00-206 450-Z1-216-00-	PCB connectors 2.54 mm Single row / double row Surface mount 电路板连接器2.54毫米单列/双列表面贴装
BRT-40X20AM 电路板连接器2.54毫米单列/双列表面贴装
Sensor Retroreflective Tape; Width:25mm; Roll Length:2.5m; For Use With:Photoelectric Sensors 电路板连接器2.54毫米单列/双列表面贴装
External Plug-In Power Supply; Series:FW50; Output Voltage:18V; Output Power Max:50W; Output Current:2.75A; No. of Outputs:1; Input Current:2.75A; Size:127 x 33 x 76.2 mm; Supply Voltage Max:240VAC; Supply Voltage Min:100VAC RoHS Compliant: Yes
BRT-32X20AM
External Plug-In Power Supply; Series:FW50; Output Voltage:12V; Output Power Max:50W; Output Current:4.15A; No. of Outputs:1; Input Current:4.15A; Leaded Process Compatible:Yes; Size:127 x 33 x 76.2 mm; Supply Voltage Max:240VAC RoHS Compliant: Yes
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	FGB30N6S2D FGH30N6S2D FGP30N6S2D FGB30N6S2DT 	Switch Mode Power Supply; Output Power:198W; No. of Outputs:1; Output 1 VDC  :3VDC; Output Current 1:60A; Power Supply Mounting:Chassis; Output Current:60A; Output Power Max:198W; Output Voltage:3VDC; Series:JWS RoHS Compliant: Yes
600V, SMPS II Series N-Channel IGBT with Anti-Parallel StealthTM Diode
600V/ SMPS II Series N-Channel IGBT with Anti-Parallel StealthTM Diode
600V, SMPS II Series N-Channel IGBT with Anti-Parallel Stealth TM Diode
600V, SMPS II Series N-Channel IGBT with Anti-Parallel Stealth Diode
	Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	MC100LVE210 MC100LVE210FNR2 MC100E210 MC100E210FNR	Low Voltage Dual 1:4, 1:5 Differential Fanout Buffer 100E SERIES, LOW SKEW CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQCC28
Low Voltage Dual 1:4, 1:5 Differential Fanout Buffer 100LVE SERIES, LOW SKEW CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQCC28
Low Voltage Dual 1:4 / 1:5 Differential Fanout Buffer
MARKING DIAGRAM
Low Voltage Dual 1:4 1:5 Differential Fanout Buffer
From old datasheet system
	ONSEMI[ON Semiconductor]
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