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			 Related Part Number
	
					PART	Description	Maker
	B82500-C-A8 B82500 B82500-C-A10 B82500-C-A2 B82500	VHF chokes with ferrite core Rated voltage 250 V dc/ac Rated current 0,2 to 2 A Rated inductance 120 to 3900 mH
	EPCOS[EPCOS]

	953BQW7KSF-F 953BQW7P5KSF-F 953BIW17P5KSF-F 	AC Rated, Radial Leaded Box, UL 810 Fail Safe, Rated 10,000 AFC
	Cornell Dubilier Electr...

	B82134 B82111-E B82114 B82114-R-A1 B82114-R-A4 B82	VHF chokes for power line applications Rated voltage 500 V dc/ac Rated current max. 1 A
	EPCOS AG
EPCOS[EPCOS]

	B84142-B8-R B84142-B12-R B84142-B16-R 	Power line filters for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 8 A to 25 A
	EPCOS[EPCOS]

	B82412-A3100-M B82412-A1102- B82412-A1103- B82412-	Size 1210 (EIA) or 3225 (IEC) Rated inductance 0,010 to 10 mH Rated current 90 to 700 mA
	EPCOS[EPCOS]

	B84113-C-L30 B84113-C-A30 B84113-C-L60 B84113-C-L1	SIFI-C for very high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 3 A to 10 A 推出SIFI -非常高的插入额定电压250损失荤，50/60赫兹额定电流3 A0
	EPCOS AG

	B84115-E-A60 B84115-E-K60 B84115-E-A110 B84115-E-A	SIFI-E for high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 3 A to 10 A 推出SIFI -高插入额定电50失去位置0/60赫兹额定电流3 A0
	EPCOS AG

	B84102-K30 B84102-K40 B84102-K50 B84102-K160 	Power line filters for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 1 to 6 A 单相额定电压250系统的电源线滤波器，50/60赫兹额定电流1
	EPCOS AG

	B82482-A3601-A B82482-A3 B82482-A3102-A B82482-A31	Rated impedance 60 to 1000 W Rated current 0,05 to 1 A
	EPCOS[EPCOS]

	511-501-2112-15 	Sealed to IP67
	Marl International Limi...

	165X15179X 165X14899X 165X14829X 165X14849X 165X15	D-SUB Plastic Hood IP67
	CONEC Elektronische Bauelemente GmbH
CONEC Elektronische Bau...
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