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			 Related Part Number
	
					PART	Description	Maker
	GBPC25 GBPC GBPC35 GBPC12 GBPC15 GBPC2504 GBPC3504	   12, 15, 25, 35 Ampere Glass Passivated Bridge Rectifiers
Aluminum Polymer Radial Lead Capacitor; Capacitance: 680uF; Voltage: 6.3V; Case Size: 10x13 mm; Packaging: Bulk
12/ 15/ 25/ 35 Ampere Glass Passivated Bridge Rectifiers
25 Ampere Glass Passivated Bridge Rectifiers(玻璃钝化桥整流器（平均整流电5A，重复反相电压峰00V)) 25 A, 400 V, SILICON, BRIDGE RECTIFIER DIODE
35 Ampere Glass Passivated Bridge Rectifiers(玻璃钝化桥整流器（平均整流电35A，重复反相电压峰00V)) 35 A, 400 V, SILICON, BRIDGE RECTIFIER DIODE
35 Ampere Glass Passivated Bridge Rectifiers(玻璃钝化桥整流器（平均整流电35A，重复反相电压峰00V)) 35 A, 800 V, SILICON, BRIDGE RECTIFIER DIODE
35 Ampere Glass Passivated Bridge Rectifiers(玻璃钝化桥整流器（平均整流电35A，重复反相电压峰00V)) 35 A, 600 V, SILICON, BRIDGE RECTIFIER DIODE
12, 15, 25, 35 Ampere Glass Passivated Bridge Rectifiers 12555安培玻璃钝化整流
25 Ampere Glass Passivated Bridge Rectifiers(?荤????妗ユ?娴??锛?钩???娴??娴?5A锛??澶???哥???嘲??00V))
15 Ampere Glass Passivated Bridge Rectifiers(?荤????妗ユ?娴??锛?钩???娴??娴?5A锛??澶???哥???嘲??00V))
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.

	1N4007G 	GLASS PASSIVATED JUNCTION PLASTIC RECTIFIER, Reverse Voltage - 50 to 1300 Volts, Forward Current - 1.0Amperes
TECHNICAL SPECIFICATIONS OF GLASS PASSIVATED RECTIFIER
	Chenyi Electronics
http://

	MP1510 MP1505 MP1507 MP1503 MP154 MP158 MP151 MP15	SINGLE-PHASE GLASS PASSIVATED SILICON BRIDGE RECTIFIER (VOLTAGE RANGE 50 to 1000 Volts CURRENT 15 Amperes) 单相玻璃钝化硅桥式整流器（电压范50000伏特，电流十五安培）
(MP1505 - MP1510) SINGLE-PHASE GLASS PASSIVATED SILICON BRIDGE RECTIFIER
(MP151 - MP1510) SINGLE-PHASE GLASS PASSIVATED SILICON BRIDGE RECTIFIER
	RECTRON[Rectron Semiconductor]

	HER30-1500G 	Fast Recovery Pack: DO-201AD
ULTRAFAST EFFICIENT GLASS PASSIVATED RECTIFIER VOLTAGE拢潞1500V CURRENT拢潞 3.0A
ULTRAFAST EFFICIENT GLASS PASSIVATED RECTIFIER VOLTAGE?500V CURRENT 3.0A
	Gulf Semiconductor

	1N5394GP 1N5395GP 1N5393GP 1N5399GP 1N5391GP 1N539	1.5 Amp Glass Passivated Rectifier 50 - 1000 Volts 1.5 A, 500 V, SILICON, RECTIFIER DIODE, DO-15
1.5 Amp Glass Passivated Rectifier 50 - 1000 Volts 1.5 A, 300 V, SILICON, RECTIFIER DIODE, DO-15
1.5 Amp Glass Passivated Rectifier 50 - 1000 Volts 1.5 A, 600 V, SILICON, RECTIFIER DIODE, DO-15
1.5 Amp Glass Passivated Rectifier 50 - 1000 Volts 1.5 A, 1000 V, SILICON, RECTIFIER DIODE, DO-15
1.5 Amp Glass Passivated Rectifier 50 - 1000 Volts 1.5 A, 50 V, SILICON, RECTIFIER DIODE, DO-15
1.5 Amp Glass Passivated Rectifier 50 - 1000 Volts 1.5 A, 800 V, SILICON, RECTIFIER DIODE, DO-15
	MCC[Micro Commercial Components]
Micro Commercial Components, Corp.

	GS1A GS1B GS1D GS1G GS1J GS1K GS1M 	Standard Recovery Pack: SMA
SURFACE MOUNT GLASS PASSIVATED RECTIFIER VOLTAGE拢潞50 TO 1000V CURRENT拢潞 1.0A
SURFACE MOUNT GLASS PASSIVATED RECTIFIER VOLTAGE?0 TO 1000V CURRENT 1.0A
SURFACE MOUNT GLASS PASSIVATED RECTIFIER VOLTAGE?0 TO 1000V CURRENT?/a> 1.0A
	Gulf Semiconductor
http://

	GS2A GS2B GS2D GS2G GS2J GS2K GS2M 	Standard Recovery Pack: SMB
SURFACE MOUNT GLASS PASSIVATED RECTIFIER VOLTAGE拢潞50 TO 1000V CURRENT拢潞 2.0A
SURFACE MOUNT GLASS PASSIVATED RECTIFIER VOLTAGE?0 TO 1000V CURRENT 2.0A
	Gulf Semiconductor

	SF1602GA SF1602GD SF1604GD SF1604GA 	(SF1601GA - SF1608GA) 16.0 Ampere Glass Passivated Super Fast Recovery Rectifier Diodes
(SF1601G - SF1608G) 16.0 Ampere Glass Passivated Super Fast Recovery Rectifier Diodes
(SF1601GD - SF1608GD) 16.0 Ampere Glass Passivated Super Fast Recovery Rectifier Diodes
	Thinki Semiconductor

	FR102G FR105G FR107G FR101G FR103G FR104G FR106G 	   FAST RECOVERY GLASS PASSIVATED RECTIFIER
FAST RECOVERY GLASS PASSIVATED RECTIFIER Reverse Voltage - 50 to 1000 Volts, Forward Current - 1.0Ampere
	Shanghai Lunsure Electr...
Chenyi Electronics
CHENYI[Shanghai Lunsure Electronic Tech]

	FFM107 FFM101 FFM105 FFM102 FFM103 FFM104 FFM106 	Surface mount glass passivated fast recovery silicon rectifier. MaxVRRM = 1000V, maxVRMS = 700V, maxVDC = 1000V. Current 1.0A.
Surface mount glass passivated fast recovery silicon rectifier. MaxVRRM = 50V, maxVRMS = 35V, maxVDC = 50V. Current 1.0A.
Surface mount glass passivated fast recovery silicon rectifier. MaxVRRM = 600V, maxVRMS = 420V, maxVDC = 600V. Current 1.0A.
Surface mount glass passivated fast recovery silicon rectifier. MaxVRRM = 100V, maxVRMS = 70V, maxVDC = 100V. Current 1.0A.
Surface mount glass passivated fast recovery silicon rectifier. MaxVRRM = 200V, maxVRMS = 140V, maxVDC = 200V. Current 1.0A.
Surface mount glass passivated fast recovery silicon rectifier. MaxVRRM = 400V, maxVRMS = 280V, maxVDC = 400V. Current 1.0A.
Surface mount glass passivated fast recovery silicon rectifier. MaxVRRM = 800V, maxVRMS = 560V, maxVDC = 800V. Current 1.0A.
	Rectron Semiconductor

	BYV28-100 BYV28-50 BYV28-150 BYV28-200 	Glass Passivated Fast Efficient Rectifier(????荤?蹇?????濉???存??ī
AXIAL LEADED MINIATURE ALUMINUM RoHS Compliant: No
Glass Passivated Fast Efficient Rectifier(钝化玻璃快速效应塑胶整流器)
Aluminum Electrolytic Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:150V; Terminal Type:Axial Leaded; Series:TE
	GE[General Semiconductor]
GE Security, Inc.
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