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		  Datasheet File OCR Text:


		 Prosafe Trapped Key Interlock Switches
Rotary Switches
Product Selection
Type Contacts 4 N.O. 2 N.O. & 2 N.C. IP65 Enclosure Mounted 4 N.O. 3 N.O. & 1 N.O. 8 N.O. 4 N.O. 2 N.O. & 2 N.C. Panel Mounted 4 N.O. 3 N.O. & 1 N.O. 8 N.O. 4 N.O. Current 20A 32A 63A 3 N.O. 100A and 1 N.O. 20A 20A 20A 32A 63A 3 N.O. 100A and 1 N.O. 20A 20A 40A Catalogue Number 440T -MRKSE10 440T -MRKSE11 440T -MRKSE12 440T -MRKSE13 440T -MRKSE14 440T -MRKSE16 440T -MRPSE10 440T -MRPSE11 440T -MRPSE12 440T -MRPSE13 440T -MRPSE14 440T -MRPSE16 440T -MRPSE20
 Substitute the desired primary code for this symbol (key not included). See page 5-6 for code selection.
Accessories
Description Replacement Key Replacement Code Barrel, All Except 100A Replacement Code Barrel, 100A Replacement Dust Cap Cable Grip, M20 Conduit Adaptor, M20 to 1/2in NPT Plastic Supplemental Contact Assembly, 20A 1 N.O. Late Make, Early Break 1 N.C. Auxiliary Supplemental Contact Assembly, 20A 2 N.O. Late Make, Early Break Additional Information Catalogue Number 440T -AKEYE10 440T -ASCBE14 440T -ASCBE11 440T -ASFC10 440A-A09028 440A-A09042 440T -AACA10 440T -AACA11
See page 5-33
14-2 14-2 For use with RPSE12, RPSE13, RPSE20 For use with RPSE12, RPSE13, RPSE20
 Substitute the desired primary code for this symbol (key not included). See page 5-6 for code selection.  Substitute the desired code for this symbol. See page 5-6 for code selection.
Approximate Dimensions--mm (inches)
RKSE10 and RKSE11
80 (3.14)
RKSE12 and RKSE13
100 (3.93)
`A'
175 (6.88)
`A'
39 (1.53) 24 (0.94) 73.4 (2.88) 38 (1.49) 65 (2.55)
2 Off M4 Mounting Holes Coded Key 90CRS (3.54) Weather Cap Cover Code Barrel View of `A' Assembly Adaptor Plate 23 (0.9) 60CRS (2.35) 115 (4.52) 39 (1.53) 24 (0.94) 46 (1.81) 80 (3.14) 88.4 (3.48) 2 Off 20mm (0.78) Knockouts on Rear Face 2 Off M4 Mounting Holes 125CRS (4.92) 165 (6.49) Mounting Centres
44CRS (1.73)
18 (0.7)
4 Off 20mm (0.78) Knockouts Typical Position 2 Off Top & 2 Off Bottom
4 Off Dia. 20mm (0.78) 61CRS Knockouts Typical Position (2.4) 2 Off Top & 2 Off Bottom
5-9
Prosafe Trapped Key Interlock Switches
Rotary Switches
Approximate Dimensions--mm (inches) (continued)
RKSE14 RKSE16
Weather Cap Assembly ON 80 (3.15) 2 Off M4 Mounting Holes External
OFF
100 (3.98)
60 crs
`A'
90 crs
60 crs Coded Key 160 (6.3) Unit in Off Position Key Removed M25/M32 Conduit Entry Knockouts 2 per end 100 (3.98) Code Barrel Assembly Adaptor Plate 85 (3.35) 163 (6.42) View on `A' 4 Off M4 Mounting Holes Internal
18 (0.71) 44 crs 250 (9.8) 4 Off 20 (0.79) Dia. Knockouts Typical Position 2 Off Top & 2 Off Bottom
240 (9.4)
100 (3.98)
RPSE10 and 11
Switch Unit 50 (1.96) 46 (1.8) 25 (0.98) 64 Square Fascia Holes 4.4 (0.17) 32 (1.26) 16 Panel Mounting Details High Visibility Traffalite Label Permanently Secured with Tessa 4970 Adhesive
96 (3.78) 110.5 (4.35) Unit in On Position Key Trapped
Base Mountings M4 Fixings
23 (0.9) 16 (0.6) 3 Max Panel Thickness 64 (2.5) Panel Mntg Block
Holes 20 (0.79)
RPSE 12, 13, 14 and 20
32 (1.26) 16 (0.6) Code Barrel 3 (0.12) max. Panel Thickness 16 (0.6) Switch Unit 25 (0.98) Weather Cap Assembly Fixing Screws OFF 25 (0.98) ON 43 (1.69) Legend Plate Drive Adaptor Panel Mtg. Block 71.5 (2.8) 55.5 (2.19)
Hole 20 (0.79) Panel Mounting Details
2 Holes 4.0 (0.15) Dia.
23 (0.9)
64 Square Legend Plate
5-10
Prosafe Trapped Key Interlock Switches
Rotary Switches
Approximate Dimensions--mm (inches) (continued)
RPSE16
16 (0.6) 32 (1.26) Code Barrel 3 (0.12) max. Panel Thickness 16 (0.6)
Hole 20 (0.79) Panel Mounting Details Fixing Screws
23 2 Holes (0.9) 4.0 (0.15) Dia.
25 (0.98) Weather Cap Assembly Mtg. Block
Switch Unit
OFF
ON
Legend Plate
Drive Adaptor Panel
Typical Wiring
Diagrams Shown with Key Free
1 3 5 7
RKSE10 and RPSE10 RKSE12 and RPSE12 PKSE13 and RPSE13 --------- and RPSE20
2 4 6 8
1 3 5 7
RKSE11 and RPSE11
2 4 6 8
1 3 5 7
RKSE14 and RPSE14
2 (100A) 4 (100A) 6 (100A) 8 (20A)
46 (1.8) Dia.
1 3 5 7 9 11 13 15
RKSE16 and RPSE16
2 4 6 8 10 12 14 16
5-11
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