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		 C4 SERIES INPUT MODULES
SPECIFICATIONS (1)
Input
Part Number
Voltage Range Maximum Current [mA](4) Resistance [Ohms](2)(3) Drop-out Current [mA](5) Allowable Voltage for No Output [VAC/VDC](6) Allowable Current for No Output [mA](6) Maximum Logic Supply Voltage[VDC](9) Maximum Output Voltage Drop [VDC](12) Minimum Logic Supply Voltage [VDC] Logic Supply Voltage Range [VDC] Maximum Current [mA](10) Maximum Logic Supply Current [mA](7) Maximum Logic Supply Leakage Current [A](8) Maximum Leakage Current [A](11) Maximum Turn-On Time [msec] (13) Maximum Turn-Off Time [msec] (13) 90-140 VAC 14 22 k 3 50 2.5 30 0.2 4.5 4.5-30 50 25.0 10.0 10.0 20 20
C4IAC
Output
180-280 VAC 5 75 k 1 50 0.7 30 0.2 4.5 4.5-30 50 25.0 10.0 10.0 20 20
C4IACA
10-32 VDC 20 2k 1.5 3.0 1.0 30 0.2 4.5 4.5-30 50 25.0 10.0 10.0 5.0 5.0
C4IDC
Input
SPECIFICATIONS (1)
Part Number
Output
Voltage Range Maximum Current [mArms](4) Resistance [Ohms](2)(3) Drop-out Current [mArms](5) Allowable Voltage for No Output [VAC/VDC](6) Allowable Current for No Output [mA](6) Maximum Logic Supply Voltage[VDC](9) Maximum Output Voltage Drop [VDC](12) Minimum Logic Supply Voltage [VDC] Logic Supply Voltage Range [VDC] Maximum Current [mA](10) Maximum Logic Supply Current [mA](7) Maximum Logic Supply Leakage Current [A](8) Maximum Leakage Current [A](11) Maximum Turn-On Time [msec] (13) Maximum Turn-Off Time [msec] (13)
C4IDCB
4-16 VDC 40 400 2 1 0.7 30 0.2 4.5 4.5-30 50 25.0 10.0 10.0 0.05 0.1
35-60 VDC 10 10 k 1 7 0.7 30 0.2 4.5 4.5-30 50 25.0 10.0 10.0 10.0 10.0
C4IDCG
2.5-16 VDC 60 300 2 1 0.2 30 0.2 4.5 4.5-30 50 25.0 10.0 10.0 0.025 0.025
C4IDCK
GENERAL SPECIFICATIONS
Description
Input/Output Isolation Voltage (14) Input/Output Capacitance Operating Temperature Range Storage Temperature Range Weight 4000 8 -30 to 80C -40 to 100C 1.1 oz. (31.2g)
MECHANICAL SPECIFICATIONS
AGENCY APPROVALS
ANNEX - ENVIROMENTAL INFORMATION
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