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		  Datasheet File OCR Text:


		    a p p l i c a t i o n   n o t e :   c l d - a p  2 . 0 0 2 cree ?  xlamp ?  XR-E and xr-c led binning and labeling  introduction this  document  describes  the  product  nomenclature  required  to  select  and  order  crees  xlamp  XR-E  and  xr-c  leds.  xlamp  XR-E  and  xr-c  leds  are  tested  and  sorted into bins which are then combined into orderable kits identifed by an order  code. all xlamp leds are tested and sorted by color and brightness into a unique bin.  each bin contains leds from only one color and brightness group and is uniquely  identifed by a bin code. white xlamp leds are sorted by chromaticity (color) and luminous fux (brightness). color  xlamp leds are sorted by dominant wavelength (color) and luminous fux (brightness), or in the case of royal blue,  radiant fux (brightness).  leds are shipped on reels containing leds from one bin and are always labeled with the  appropriate bin code. kits contain leds from a number of similar bins and are fully defned by their order codes. a full explanation of the  order codes for each family, as well as a list of standard order codes, is provided in this document.  subject to change without notice. www.cree.com/xlamp

  copyright ? 2007 cree, inc. all rights reserved. the information in this document is subject to change without notice. cree, the  cree logo and xlamp are registered trademarks of cree, inc.  2 cld-ap2.002  cree, inc. 4600 silicon drive durham, nc 27703 usa tel: +1.919.313.5300 www.cree.com/xlamp bin- and order-code format bin codes and order codes are confgured in the following manner: sss ccc -bd-hhhh-nnnnn source pattern l = lambertian viewing angle color wht =  whit e ro y  = royal blue bl u   = blue 1 = 90 degree s internal field (default = 0000) series        xrc = xr-c xre = XR-E kit number sss ccc -bd- ww -ff-g- aa spatial pattern     l = lambertian chromaticity group special code (default = 0-01) luminous or r adiant flux group viewing angle color     wht = white     roy  =  ro ya l blue     blu  = blue 1 = 90 degree s series xrc = xr-c xre = XR-E bin code order code

  copyright ? 2007 cree, inc. all rights reserved. the information in this document is subject to change without notice. cree, the  cree logo and xlamp are registered trademarks of cree, inc.   cld-ap2.002  cree, inc. 4600 silicon drive durham, nc 27703 usa tel: +1.919.313.5300 www.cree.com/xlamp performance groups C brightness white xlamp leds are tested for luminous fux and placed into one of the following luminous-fux groups: group code min. luminous flux  @ 50 ma (lm) max. luminous flux  @ 50 ma (lm) m2 39.8 45.7 m3 45.7 51.7 n2 51.7 56.8 n3 56.8 62.0 n4 62.0 67.2 p2 67.2 73.9 p3 73.9 80.6 p4 80.6 87.4 q2 87.4 93.9 q3 93.9 100 q4 100 107 q5 107 114 color xlamp leds are tested for luminous fux and placed into one of the following luminous-fux groups: group min. luminous flux  @ 50 ma (lm) max. luminous flux  @ 50 ma (lm) g0 13.9 18.1 h0 18.1 23.5 j0 23.5 30.6 k0 30.6 39.8 m0 39.8 51.7 royal-blue xlamp leds are tested for radiant fux and placed into one of the following radiant-fux groups: group min. radiant flux  (mw) @ 50 ma max. radiant flux  (mw) @ 50 ma 12 250 300 13 300 350 14 350 425 15 425 500 16 500 600

  copyright ? 2007 cree, inc. all rights reserved. the information in this document is subject to change without notice. cree, the  cree logo and xlamp are registered trademarks of cree, inc.   cld-ap2.002  cree, inc. 4600 silicon drive durham, nc 27703 usa tel: +1.919.313.5300 www.cree.com/xlamp performance groups C chromaticity white xlamp leds are tested for chromaticity and placed into one of the regions defned by the bounding coordinates  below. white chromaticity region bounding coordinates region x y region x y wk .283 .284 wf .314 .355 .295 .297 .316 .332 .298 .288 .306 .322 .287 .276 .301 .342 wa .292 .306 wp .317 .319 .295 .297 .329 .330 .283 .284 .329 .318 .279 .291 .318 .308 wm .295 .297 wd .329 .345 .308 .311 .329 .330 .310 .300 .317 .319 .298 .288 .316 .332 wb .306 .322 wg .329 .369 .308 .311 .329 .345 .295 .297 .316 .332 .292 .306 .314 .355 we .301 .342 wj .329 .330 .306 .322 .329 .345 .292 .306 .346 .359 .287 .321 .344 .342 wn .308 .311 wh .348 .384 .317 .319 .346 .359 .318 .308 .329 .345 .310 .300 .329 .369 wc .316 .332 .317 .319 .308 .311 .306 .322

  copyright ? 2007 cree, inc. all rights reserved. the information in this document is subject to change without notice. cree, the  cree logo and xlamp are registered trademarks of cree, inc.  5 cld-ap2.002  cree, inc. 4600 silicon drive durham, nc 27703 usa tel: +1.919.313.5300 www.cree.com/xlamp performance groups C chromaticity (continued) region x y region x y region x y region x y 3a .3371 .3490 3b .3376 .3616 3c .3463 .3687 3d .3451 .3554 .3451 .3554 .3463 .3687 .3551 .3760 .3533 .3620 .3440 .3428 .3451 .3554 .3533 .3620 .3515 .3487 .3366 .3369 .3371 .3490 .3451 .3554 .3440 .3428 4a .3512 .3465 4b .3529 .3597 4c .3615 .3659 4d .3590 .3521 .3529 .3597 .3548 .3736 .3641 .3804 .3615 .3659 .3615 .3659 .3641 .3804 .3736 .3874 .3702 .3722 .3590 .3521 .3615 .3659 .3702 .3722 .3670 .3578 5a .3670 .3578 5b .3702 .3722 5c .3825 .3798 5d .3783 .3646 .3702 .3722 .3736 .3874 .3869 .3958 .3825 .3798 .3825 .3798 .3869 .3958 .4006 .4044 .3950 .3875 .3783 .3646 .3825 .3798 .3950 .3875 .3898 .3716 6a .3889 .3690 6b .3941 .3848 6c .4080 .3916 6d .4017 .3751 .3941 .3848 .3996 .4015 .4146 .4089 .4080 .3916 .4080 .3916 .4146 .4089 .4299 .4165 .4221 .3984 .4017 .3751 .4080 .3916 .4221 .3984 .4147 .3814 7a .4147 .3814 7b .4221 .3984 7c .4342 .4028 7d .4259 .3853 .4221 .3984 .4299 .4165 .4430 .4212 .4342 .4028 .4342 .4028 .4430 .4212 .4562 .4260 .4465 .4071 .4259 .3853 .4342 .4028 .4465 .4071 .4373 .3893 8a .4373 .3893 8b .4465 .4071 8c .4582 .4099 8d .4483 .3919 .4465 .4071 .4562 .4260 .4687 .4289 .4582 .4099 .4582 .4099 .4687 .4289 .4813 .4319 .4700 .4126 .4483 .3919 .4582 .4099 .4700 .4126 .4593 .3944 performance groups C dominant wavelength royal blue and blue xlamp leds are tested for dominant wavelength (dwl) and placed into one of the dwl groups  defned below. color dwl group min. dwl (nm) @ 50 ma max. dwl (nm) @ 50 ma royal blue d3 450 455 d4 455 460 d5 460 465 blue b3 465 470 b4 470 475 b5 475 480 b6 480 485

  copyright ? 2007 cree, inc. all rights reserved. the information in this document is subject to change without notice. cree, the  cree logo and xlamp are registered trademarks of cree, inc.   cld-ap2.002  cree, inc. 4600 silicon drive durham, nc 27703 usa tel: +1.919.313.5300 www.cree.com/xlamp crees standard chromaticity regions plotted on the 9 cie curve 5000k 4000k 3000k 2500k e3 e5 e7 e4 e6 e8 3500k 2700k 4500k 0.33 0.34 0.35 0.36 0.37 0.38 0.39 0.40 0.41 0.42 0.43 0.44 0.33 0.34 0.35 0.36 0.37 0.38 0.39 0.40 0.41 0.42 0.43 0.44 0.45 0.46 0.47 0.48 0.49 0.50 ccx ccy bbl 5000k wa wb wc wd wj we wf wg wh wk wm wn wp 6000k 7000k 8000k 9000k 10000k 0.26 0.27 0.28 0.29 0.30 0.31 0.32 0.33 0.34 0.35 0.36 0.37 0.38 0.39 0.40 0.27 0.28 0.29 0.30 0.31 0.32 0.33 0.34 0.35 0.36 ccx ccy bbl x y avg x avg y avg cct x e3 0.355 0.376 0.345 0.356 5014.501697 a-b 0.346 0.369 3a 0.337 0.338 0.362 c-d 0.344 0.343 0.345 0.337 0.337 b-c 0.337 0.349 0.344 0.351 0.349 d-a 0.353 0.362 0.337 0.355 0.376 0.337 e4 0.374 0.387 0.362 0.366 4497.166389 a-b 0.364 0.381 4a 0.351 5000k 4000k 3000k 3500k 2700k 4500k 3a 3b 3c 3d 4a 4b 4c 4d 5a 5b 5c 5d 6a 6b 6c 6d 7a 7b 7c 7d 8a 8b 8c 8d 2875k 3200k 3700k 4300k 4750k 5350k 2585k 0.33 0.34 0.35 0.36 0.37 0.38 0.39 0.40 0.41 0.42 0.43 0.44 0.33 0.34 0.35 0.36 0.37 0.38 0.39 0.40 0.41 0.42 0.43 0.44 0.45 0.46 0.47 0.48 0.49 0.50 ccx ccy bbl

  copyright ? 2007 cree, inc. all rights reserved. the information in this document is subject to change without notice. cree, the  cree logo and xlamp are registered trademarks of cree, inc.   cld-ap2.002  cree, inc. 4600 silicon drive durham, nc 27703 usa tel: +1.919.313.5300 www.cree.com/xlamp standard order codes and bins (xr-c cool white) the following tables list standard kit numbers and performance bins. kit numbers completely describe an order codes  chromaticity regions and luminous fux range. xlamp xr-c led standard order codes - white  min. luminous flux (lm) @ 50 ma chromaticity regions kit number group flux (lm) cool white (5000 k C 10,000 k) m3 45.7 wa, wb, wc, wd, we, wf, wg, wh, wj, wk, wm, wn, wp 00301 wc, wd, wf, wg 00302 wc, wd, wf, wg, wh, wj, wn, wp 00303 n2 51.7 wa, wb, wc, wd, we, wf, wg, wh, wj, wk, wm, wn, wp 00401 wc, wd, wf, wg 00402 wc, wd, wf, wg, wh, wj, wn, wp 00403 n3 56.8 wa, wb, wc, wd, we, wf, wg, wh, wj, wk, wm, wn, wp 00501 wc, wd, wf, wg 00502 wc, wd, wf, wg, wh, wj, wn, wp 00503 for other fux and chromaticity combinations, contact cree or an authorized distributor.

  copyright ? 2007 cree, inc. all rights reserved. the information in this document is subject to change without notice. cree, the  cree logo and xlamp are registered trademarks of cree, inc.   cld-ap2.002  cree, inc. 4600 silicon drive durham, nc 27703 usa tel: +1.919.313.5300 www.cree.com/xlamp standard order codes and bins (xr-c neutral and warm white) the following tables list standard kit numbers and performance bins. kit numbers completely describe an order codes  chromaticity regions and luminous fux range. xlamp xr-c led standard order codes - white  min luminous flux (lm) @  50 ma chromaticity regions kit number group flux (lm) neutral white (3700 k C 5000 k) m3 45.7 3a, 3b, 3c, 3d 003e3 3c, 3d, 4a, 4b 003f4 4a, 4b, 4c, 4d 003e4 4c, 4d, 5a, 5b 003f5 5a, 5b, 5c, 5d 003e5 5c, 5d, 6a, 6b 003f6 n2 51.7 3a, 3b, 3c, 3d 004e3 3c, 3d, 4a, 4b 004f4 4a, 4b, 4c, 4d 004e4 4c, 4d, 5a, 5b 004f5 5a, 5b, 5c, 5d 004e5 5c, 5d, 6a, 6b 004f6 n3 56.8 3a, 3b, 3c, 3d 005e3 3c, 3d, 4a, 4b 005f4 4a, 4b, 4c, 4d 005e4 4c, 4d, 5a, 5b 005f5 5a, 5b, 5c, 5d 005e5 5c, 5d, 6a, 6b 005f6 warm white (2600 k C 3700 k) m2 39.8 6a, 6b, 6c, 6d 002e6 6c, 6d, 7a, 7b 002f7 7a, 7b, 7c, 7d 002e7 7c, 7d, 8a, 8b 002f8 8a, 8b, 8c, 8d 002e8 m3 45.7 6a, 6b, 6c, 6d 003e6 6c, 6d, 7a, 7b 003f7 7a, 7b, 7c, 7d 003e7 7c, 7d, 8a, 8b 003f8 8a, 8b, 8c, 8d 003e8 n2 51.7 6a, 6b, 6c, 6d 004e6 6c, 6d, 7a, 7b 004f7 7a, 7b, 7c, 7d 004e7 7c, 7d, 8a, 8b 004f8 8a, 8b, 8c, 8d 004e8 for other fux and chromaticity combinations, contact cree or an authorized distributor.

  copyright ? 2007 cree, inc. all rights reserved. the information in this document is subject to change without notice. cree, the  cree logo and xlamp are registered trademarks of cree, inc.  9 cld-ap2.002  cree, inc. 4600 silicon drive durham, nc 27703 usa tel: +1.919.313.5300 www.cree.com/xlamp standard order codes and bins (XR-E cool white) the following tables list standard kit numbers and performance bins. kit numbers completely describe an order codes  chromaticity regions and luminous fux range. xlamp XR-E led standard order codes - white  min. luminous flux (lm) @  50 ma chromaticity regions kit number group flux (lm) cool white (5000 k C 10,000 k) n4 62.0 wa, wb, wc, wd, we, wf, wg, wh, wj, wk, wm, wn, wp 00601 wc, wd, wf, wg 00602 wc, wd, wf, wg, wh, wj, wn, wp 00603 p2 67.2 wa, wb, wc, wd, we, wf, wg, wh, wj, wk, wm, wn, wp 00701 wc, wd, wf, wg 00702 wc, wd, wf, wg, wh, wj, wn, wp 00703 p3 73.9 wa, wb, wc, wd, we, wf, wg, wh, wj, wk, wm, wn, wp 00801 wc, wd, wf, wg 00802 wc, wd, wf, wg, wh, wj, wn, wp 00803 p4 80.6 wa, wb, wc, wd, we, wf, wg, wh, wj, wk, wm, wn, wp 00901 wc, wd, wf, wg 00902 wc, wd, wf, wg, wh, wj, wn, wp 00903 q2 87.4 wa, wb, wc, wd, we, wf, wg, wh, wj, wk, wm, wn, wp 00a01 wc, wd, wf, wg 00a02 wc, wd, wf, wg, wh, wj, wn, wp 00a03 q3 93.9 wa, wb, wc, wd, we, wf, wg, wh, wj, wk, wm, wn, wp 00b01 wc, wd, wf, wg 00b02 wc, wd, wf, wg, wh, wj, wn, wp 00b03 q4 100 wa, wb, wc, wd, we, wf, wg, wh, wj, wk, wm, wn, wp 00c01 wc, wd, wf, wg 00c02 wc, wd, wf, wg, wh, wj, wn, wp 00c03 for other fux and chromaticity combinations, contact cree or an authorized distributor.        

  copyright ? 2007 cree, inc. all rights reserved. the information in this document is subject to change without notice. cree, the  cree logo and xlamp are registered trademarks of cree, inc.  0 cld-ap2.002  cree, inc. 4600 silicon drive durham, nc 27703 usa tel: +1.919.313.5300 www.cree.com/xlamp standard order codes and bins (XR-E neutral and warm white) the following tables list standard kit numbers and performance bins. kit numbers completely describe an order codes  chromaticity regions and luminous fux range. xlamp XR-E led standard order codes - white  minimum luminous flux  (lm) @ 50 ma chromaticity regions kit number group flux (lm) neutral white (3700 k C 5000 k) n4 62.0 3a, 3b, 3c, 3d 006e3 3c, 3d, 4a, 4b 006f4 4a, 4b, 4c, 4d 006e4 4c, 4d, 5a, 5b 006f5 5a, 5b, 5c, 5d 006e5 5c, 5d, 6a, 6b 006f6 p2 67.2 3a, 3b, 3c, 3d 007e3 3c, 3d, 4a, 4b 007f4 4a, 4b, 4c, 4d 007e4 4c, 4d, 5a, 5b 007f5 5a, 5b, 5c, 5d 007e5 5c, 5d, 6a, 6b 007f6 p3 73.9 3a, 3b, 3c, 3d 008e3 3c, 3d, 4a, 4b 008f4 4a, 4b, 4c, 4d 008e4 4c, 4d, 5a, 5b 008f5 5a, 5b, 5c, 5d 008e5 5c, 5d, 6a, 6b 008f6 warm white (2600 k C 3700 k) n3 56.8 6a, 6b, 6c, 6d 005e6 6c, 6d, 7a, 7b 005f7 7a, 7b, 7c, 7d 005e7 7c, 7d, 8a, 8b 005f8 8a, 8b, 8c, 8d 005e8 n4 62.0 6a, 6b, 6c, 6d 006e6 6c, 6d, 7a, 7b 006f7 7a, 7b, 7c, 7d 006e7 7c, 7d, 8a, 8b 006f8 8a, 8b, 8c, 8d 006e8 for other fux and chromaticity combinations, contact cree or an authorized distributor.

  copyright ? 2007 cree, inc. all rights reserved. the information in this document is subject to change without notice. cree, the  cree logo and xlamp are registered trademarks of cree, inc.   cld-ap2.002  cree, inc. 4600 silicon drive durham, nc 27703 usa tel: +1.919.313.5300 www.cree.com/xlamp standard order codes and bins (blue) the following tables list standard kit numbers and performance bins. kit numbers completely describe an order codes  dominant-wavelength range and luminous- or radiant-fux range. xlamp XR-E led standard order codes C blue min. luminous flux (lm) @ 50 ma dominant wavelength (nm) kit number min. max. group flux (lm) group dwl (nm) group dwl (nm) h0 18.1 b3 465 b4 475 00h02 h0 18.1 b4 470 b5 480 00h03 j0 23.5 b4 470 b5 480 00j03 xlamp XR-E led standard order codes C royal blue min. radiant flux (mw) @ 50 ma dominant wavelength (nm) kit number min. max. group flux (mw) group dwl (nm) group dwl (nm) 12 250 d3 450 d5 465 00701 13 300 d3 450 d5 465 00801 for other fux and dominant wavelength combinations, contact cree or an authorized distributor.
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