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		  Datasheet File OCR Text:


		  rpc series ? proportional controller   ? ratings from 15a to 40a @ 480 vac   ? 500k or 1m ohm  p otentiometer control  product selection description 15 a 25 a 40 a 120 vac RPC1215 rpc1225 rpc1240 240 vac rpc2415 rpc2425 rpc2440 480 vac rpc4815 rpc4825 rpc4840 output specifications (voltage) (1) description 120 vac 240 vac 480 vac operating voltage (47-63hz) [vrms] 90-130 200-240 400-480 transient overvoltage [vpk] 400 600 1200 maximum off-state leakage current @ rated voltage [marms] 10 7 3 minimum off-state dv/dt @ maximum rated voltage [v/sec] (2) 5000 500 500 snubber (internal) yes yes no output specificatio ns (current) (1) description 15 a 25 a 40 a maximum load current [arms] (3) 15 25 40 minimum load current [marms] 70 80 90 maximum surge current (16.6ms) [apk] 150 250 625 maximum on-state voltage drop @ rated current [vpk] 1.6 1.6 1.6 thermal resistance juncti on to case (rjc) [c/w] 1.48 1.02 0.63 maximum i2t for fusing (8.3 msec) [a2 sec] 94 260 1620 input specifications (1) description 120 vac 240 vac 480 vac variable resistor size (4) 150k (1w) 1m (1/2w) 1m (1/2w) general specifications description minimum power factor (with maximum load) 0.6 dielectric strength, input/output/base (50/60hz) 2500 vrms ambient operating temperature range -30 to 80 c ambient storage temperature range -40 to 125 c weight (typical) 3.2 oz (90g) encapsulation thermally conductive epoxy terminals screws and saddle clamps furnished, unmounted recommended terminal screw torque range: 6-32 screws -10 in lbs. 8-32 and 10-32 screws -20 in. lbs. (screws dry without grase) general notes 1) all parameters at 25c unless otherwise specified.                         3) heat sinking required, see derating curves.  2) off-state dv/dt test method per eia/narm standard rs-443         4)  potentiometer should be line voltage rated.  for contact information visit our web  site.       www.crydom.com  ?2008  cryd om, inc. specifications subject to change without notice.  

 mechanical specifications thermal derate information percentage on vs input resistance agency approvals              rev. 102408  for contact information visit our web  site.       www.crydom.com  ?2008  cryd om, inc. specifications subject to change without notice.  

 for contact information visit our web  site.       www.crydom.com  ?2008  cryd om, inc. specifications subject to change without notice.  

 annex - enviromental information for contact information visit our web  site.       www.crydom.com  ?2008  cryd om, inc. specifications subject to change without notice.  
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