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		  Datasheet File OCR Text:


		  light bar led display LBD2414-XX-PF data sheet doc. no    :    qw0905- rev.           :    a date          :                  - 2009   ligitek electronics co.,ltd. property of ligitek only LBD2414-XX-PF 11 - may. lead-free parts pb l dcc 

 LBD2414-XX-PF  ligitek 0.51 typ 2.54*3=7.62(0.3") note : 1.all dimension are in millimeters  and (lnch) tolerance is  ? 0.25mm unless otherwise noted.   2.specifications are subject to change without notice. pin no.1 5.00.5 9.0(0.35") 10.0(0.39")  part   no.   LBD2414-XX-PF 8.0(0.31") 7.0(0.28") package dimensions   7.0(0.28") 1.8 page 1/7   ligitek electronics co.,ltd. property of ligitek only

 page 2/7 2 4 1 3 internal circuit diagram  part no. LBD2414-XX-PF   ligitek electronics co.,ltd. property of ligitek only LBD2414-XX-PF 2 1 pin no. electrical connection  anode  cathode 4  cathode 3  anode LBD2414-XX-PF

  reverse current per any chip ir 10                            ( nm) common cathode or anode 63545 tstg t opr max. 2.6 1.72.0 min. typ. 7.212.8 min. typ. electrical vf(v)iv(mcd) iv-m 2:1                                  

 vr=5v ir iv-m  luminous intensity matching ratio "# symbol test condition for each parameter parameter  luminous intensity   peak  wavelength  forward voltage per chip  spectral line half-width  reverse current any chip mcd iv # p nm ! a nm unit vf volt if=20ma if=20ma if=20ma test condition if=20ma   ligitek electronics co.,ltd. property of ligitek only page4/7 LBD2414-XX-PF  part no.

 fig.3 forward voltage vs. temperature fig.5 relative intensity vs. wavelength ambient temperature(                                                                                                                                                                                                                      

 0 temp(   0  25  260  120         50 preheat 2     100 150 dip soldering  preheat: 120                                      

     mil-std-202: 208d   mil-std-750: 2026   mil-std-883: 2003   jis c 7021: a-2   1.t.sol=230                                                                                                            
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