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		  Datasheet File OCR Text:


		   52 forward voltage v f condition (v) i f typ max (ma) part number lens color reverse current i r condition ( m a) v r max (v) intensity i v condition (mcd) i f typ (ma) peak wavelength l p condition (nm) i f typ (ma) spectrum half width dl condition (nm) i f typ (ma) chip material emitting color 3  2.5 bicolor surface mount led  (flat lens) sec2002 series directivity (typical) external dimensions symbol unit rating condition i f ma 30 d i f ma/  c - 0.45 above 25  c i fp ma 70 f=1khz, tw  100 m s v r v4 top  c - 30 to +85 tstg  c - 30 to +100 absolute maximum ratings (ta=25  c) tolerance:   0.3 (unit: mm) 2.0 1.7 2.0 1.7 2.0 1.9 2.0 1.9 2.0 1.9 2.0 2.0 2.0 2.0 SEC2762C-YG sec2462c sec2422c sec2492c sec2592c sec2442c sec2552c electrical optical characteristics (ta=25  c) 2.5 2.2 2.5 2.2 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 yellow green green red green orange pure green orange green green pure green pure green 10 10 10 10 10 10 10 10 10 10 10 10 10 10 4 4 4 4 4 4 4 4 4 4 4 4 4 4 20 20 20 20 20 10 20 10 5.0 10 20 20 5.0 5.0 20 20 20 20 20 20 20 20 20 20 20 20 20 20 570 660 560 660 560 630 560 587 555 587 560 560 555 555 30 30 20 30 20 35 20 33 20 33 20 20 20 20 gap gaalas gap gaalas gap gaasp gap gaasp gap gaasp gap gap gap gap 100 100 100 100 100 100 100 100 100 100 100 100 100 100 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 sec2002series clear clear clear clear clear clear clear 2.5 1.5 3.0 2.0 1.5 1.4  0.1 1.0 1.0 0.9 0.6  0.1 p.c.b. anode cathode cathode mark 0.9 (0.5) resin 90  60  30  0  90  60  30  0 50 100% 50 100% a b a b a b a b a b a b a b ab internal wiring diagram high- intensity red high- intensity red
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