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		  Datasheet File OCR Text:


		   our premium waterborne acrylic bonding primer, fast drying, primer-sealer and stain killer for use on all wood, masonry or previously painted surfaces. suitable for interior or exterior applications. provides excellent adhesion to a variety of surfaces including drywall, wood, cured plaster, masonry or galvanized metal and aluminum. an excellent stain killer for water stains, lipstick, smoke, ink, crayons and knots or sap streaks. resists nail head and tannin staining over woods such as redwood or cedar. resists checking and cracking when used over bare exterior plywood, t-1-11, d ouglas fir or yellow pine. highly alkali resistant. may be applied to new concrete or masonry surfaces with a ph up to 13.0 and prior to a 30 day cure. product description features composition specifications color: white (tintable, limit 2 oz/gal) finish: flat clean-up solvent: soap and water density: 11.2 lbs/gal (1.34 kg/l) voc: 0.79 lbs/gal (95 g/l) solids: volume - 50%   1% weight - 63%   1% practical coverage: apply at 300-450 sq ft/gal (7-11 m 2 /l). actual coverage may vary depending on substrate and application method. flash point: none dry time 77? (25?) & 50% rh: to touch - 30 minutes to recoat - 1 hour shelf life: 1 year minimum - unopened ?interior/exterior usage ?blocks stains ?high hiding ?excellent sealing ?excellent adhesion and hide ?quick drying and recoat ?easy application ?moisture and alkali resistant up to 13.0 ph ?good stain resistance over cedar and redwood ?multiple surface usage ?low voc and odor ?waterborne acrylic resin ?titanium dioxide and extender pigments ?not manufactured with lead or mercury containing materials. performance data property test method results dry opacity (hiding) astm d 2805 excellent, 0.96 directional reflectance astm e 97 92% adhesion astm d 3359 excellent, 5a flexibility astm d 522, 1/8?mandel excellent, no cracking or flaking finishes painting  ( 09900 ) 9 finishes painting  ( 09900 ) 9 ultra-hide  aquacrylic gripper stain killer primer-sealer GL3210

  limitation of liability to the best of our knowledge, the technical data contained herein are true and accurate at the date of issuance but are subject to change without prior notice. we guarantee our product to conform to the specifications contained herein. we make no other warranty or guarantee of any kind, express or implied, including merchantability and fitness for particular purpose. liability, if any, is limited to replacement of the product or refund of the purchase price. labor or cost of labor and other consequential damages are hereby excluded. general surface preparation directions for use precautions shipping tinting: may be tinted with up to two oz/gal of universal colorants. application: mix thoroughly before use. may be applied by brush, roller or spray. brushing is the preferred method of application over chalky substrates. for spray application, use a .015?tip. seals water stains, inks, crayon, ballpoint pen marks, lipstick, bleeding paints, knots, sap streaks, smoke stains. some stains may require a second coat. some highly water sensitive stains may require the application of solventborne stain jammer 1110 for best results. if painting will be interrupted for more than 15 minutes, keep brushes and rollers wet by wrapping them with tinfoil or plastic wrap. this will prevent the paint from drying in the equipment and will make clean up much easier when the job is finished. for exterior applications, stop painting at least two hours before you expect heavy dew, rain, or temperatures below 45? (7?). spread rate: apply at 300-450 sq ft/gal (7-11 m 2 /l). actual coverage may vary depending on substrate and application method. drying time: at 77? (25?) and 50% r.h., dries to touch in 30 minutes and to recoat in one hour. for maximum stain resistance, allow four hours before topcoating. low temperature, high humidity, thick films or poor ventilation will increase these times. clean-up: clean spatter and equipment immediately with warm, soapy water. all surfaces must be sound, dry, clean and free of oil, grease, dirt, mildew, form release agents, curing compounds, loose and flaking paint and other foreign substances. new surfaces: concrete, masonry and plaster - cure at least three days before painting, poured in place concrete must cure for at least seven days. ph must be 13.0 or lower. roughen slick poured or precast concrete by acid etching or sand- sweeping. follow acid manufacturers application and safety instructions. rinse thoroughly with water and allow to dry. must be internally dry. remove loose aggregate. prime concrete and plaster with this product. fill masonry block with latex filler 3010. drywall - remove sanding dust. prime with this product.  wood - interior, sand smooth. dust clean. prime with this product. exterior, counter sink nails. caulk with latex-type caulk. prime with this product. steel - prime steel with waterborne metal primer or solventborne metal primer.  galvanized metal and aluminum - prime bare galvanized metal and aluminum with this product. previously painted surfaces: wash to remove contaminants. rinse thoroughly with water and allow to dry. sanding not required if the surface is properly and thoroughly cleaned (scuff sanding is required only on glossy, hard, slick or dense surfaces which are subject to high levels of moisture). remove loose paint. prime bare areas with primer specified under  new surfaces. freight classification: paint, freezable flash point: none packaging: 1 quart (0.946 l) 1 gallon (3.785 l) 5 gallons (18.925 l) warning! causes eye burns. causes skin and respiratory tract irritation. harmful if swallowed. contains ethylene glycol which can cause severe kidney damage when ingested and has been shown to cause birth defects in laboratory animals. contains crystalline silica which can cause lung cancer and other lung damage if inhaled. overexposure may cause liver, kidney, blood damage. use only with adequate ventilation. keep out of the reach of children. notice:  products in this series may contain solvents. reports have associated repeated and prolonged occupational overexposure to solvents with permanent brain and nervous system damage. intentional misuse by deliberately concentrating and inhaling the contents may be harmful or fatal. for emergency informa tion call (800) 545-2643. for additional safety information, refer to the material safety data sheet for this product. if sanding is done, wear a d ust mask to avoid breathing of sanding dust. do not breathe vapors or spray mist. if you experience eye watering, headaches, or dizziness, leave the a rea. if properly used, a respirator may offer additional protection. obtain professional advice before using. close container after each use. first aid: in case of skin contact, wash off  quickly with plenty of soap and water, remove contaminated clothing. for eye contact flush  immediately with large amounts of water, for at least 15 minutes. obtain emergency medical treatment. if swallowed, obtain medical treatment immediately. if inhalation causes physical discomfort, remove to fresh air. if discomfort persists or any breathing difficulty occurs, get medical help. keep from freezing     note: these warnings encompass the product series. prior to use, read and follow product specific msds and label information. ds51-0699 page two: GL3210 - 11/99 no. 32916 the glidden company, 925 euclid ave., cleveland, ohio  44115     1-800-glidden
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