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		  Datasheet File OCR Text:


		   solid tantalum td (resin dipped radial) series  16 nte electronics, inc.    voice (800) 631?1250 (973) 748?5089    fax (973) 748?6224    http://www.nteinc.com solid tantalum the td series is a range of resin dipped tantalum capacitors de- signed for entertainment, commercial, and industrial equipment. they  have sintered anodes and solid electrolyte.  the epoxy res- in housing is flame retardent with a limiting oxygen index in ex- cess of 30 (astm?d?2863). ratings capacitance range:   0.1  f to 680  f tolerance:    20% voltage range:   6.3v to 50v performance specifications operating temperature range: ?55  c to +85  c (?67  f to +185  f) capacitance tolerance (m):     20% measured at +20  c (+68  f), 120h z dissipation factor:   measured at +20  c (+68  f),120h z capacitance range   f 0.1 ? 1.5 2.2 ? 6.8 10 ? 68 100 ? 680   0.04   0.06   0.08   0.10 surge voltage: dc rated voltage 6.3 10 16 20 25 35 50 surge voltage 8 13 20 26 33 46 65 mechanical specifications lead solderability: meets the requirements of mil?std 202, method 208 marking: consists of capacitance, dc voltage, and polarity. recommended cleaning solvents: methanol, isopropanol ethanol, isobutanol, petroleum ether, propanol and/or commercial detergents.  halo- genated hydrocarbon cleaning agents such as freon (mf, tf, or tc), trichloroethylene, trichloroethane, or methylchloride are not recommended as they may damage the capacitor. d ? max l max d s 10 min 2 min +68 +6.3v ordering information td 47 m 50 series capacitance tolerance voltage capacitance range: (number denotes case size) rated voltage (wv) 6.3 10 16 20 25 35 50 surge voltage cap (  f) 8 13 20 26 33 46 65 0.10 1 1 0.15 1 1 0.22 1 1 0.33 1 2 0.47 1 2 0.68 1 2 1.0 1 1 1 4 1.5 1 1 1 2 5 2.2 1 1 2 2 3 5 3.3 1 1 2 3 3 4 7 4.7 1 2 3 4 4 5 8 6.8 2 3 4 5 5 6 8 10.0 3 4 5 6 6 7 9 15.0 4 5 6 7 7 9 10 22.0 5 6 7 8 9 10 13 33.0 6 7 8 9 10 12 47.0 7 8 10 11 12 14 68.0 8 9 11 13 13 100.0 9 11 13 13 150.0 11 13 15 220.0 12 14 15 330.0 14 15 470.0 15 680.0 15 td series dimensions:  mm diameter (d ?) x length (l) case size diameter (d ?) length (l) lead wire (d) spacing (s) 1 4.50 8.50 0.50 2 4.50 9.00 0.50 3 5.00 10.00 0.50 4 5.00 10.50 0.50        0.51 6 6.00 11.50 0.50 7 6.50 11.50 0.50 8 7.00 12.00 0.40 9 8.00 13.00 0.50 10 8.50 14.00 0.50 11 9.00 14.00 0.50 12 9.00 14.50 0.50 5.08   0.51 13 9.00 16.00 0.50 14 10.00 17.00 0.50 15 10.00 18.50 0.50 (v)
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