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		  Datasheet File OCR Text:


		  ?bp (npo) and bx/br (x7r) characteristics ?rated working voltages from 500 to 10,000 vdc ?mlcs are smaller than film or disc ?screening available to mil-prf-55681 requirements (group a & c) ?custom sizes,voltage and values available ?all part 100% tested ?special internal electrode design note: due to the high voltages, parts rated at greater than 1kv will be tested in a dielectric fluid to prevent surface arcing. in production, conformal coat- ing of the assembled chip on the pcb is recommended to prevent arcing. 14 union technology corp. ?718 monterey pass road, monterey park, ca 91754  (323) 266-6603 ?fax (323) 266-7890 ?www.uniontechcorp.com high voltage / high capacitance chip capacitors ordering terminology high voltage capacitor family c w 102 k w bp voltage chip size temperature characteristic capacitance tolerance termination test level 1812 a size 1515 1919 3333 3530 length (l) .150 (3.81) .190 (4.83) .330 (8.38) .350 (8.89) width (w) .150 (3.81) .190 (4.83) .330 (8.38) .300 (7.62) t max .130 (3.30) .180 (4.57) .250 (6.35) .250 (6.35) a .040 (1.02) .045 (1.14) .050 (1.27) .050 (1.27) - - 471 122 222 682 222 682 ------331152 332 473 682 104 123 334 123 334 222 103 472 153 103 563 103 563 cog x7r cog x7r cog x7r cog x7r 472 104 123 224 563 694 563 684 500v 1000v 2000v 3000v 5000v 10000v 122 332 222 682 103 333 103 333 471 681 122 182 472 123 472 123 min cap 3r0/221 390/102 390/102 390/102 4000v dielectric    

 15 718 monterey pass road, monterey park, ca 91754 ? union technology corp. www.uniontechcorp.com ?(323) 266-6603 ?fax (323) 266-7890 s 500 t 1000 w 2000 x 3000 y 4000 z 5000 q 10,000 voltage x7r cog/bp/npo temperature characteristic j (+/-) 5% k (+/-) 10% tolerance m (+/-) 20% w p nickel barrier pt/ag termination s ag termination termination a b test level c x electrical screening only mil-prf-49478 group a hirel group b or c special screening 4040 4540 5440 5550 6560 .400 (10.2) .450 (11.4) .540 (13.7) .550 (11.4) .650 (16.5) .400 (10.2) .400 (10.2) .400 (10.2) .500 (12.7) .600 (15.2) .300 (7.62) .300 (7.62) .300 (7.62) .300 (7.62) .300 (7.62) .060 (1.52) .060 (1.52) .060 (1.52) .060 (1.52) .060 (1.52) 392 103 472 153 682 223 822 273 103 333 471 222 681 332 102 472 122 682 152 103 273 474 333 684 473 105 823 125 104 155 153 104 223 124 333 154 473 224 683 334 cog x7r cog x7r cog x7r cog x7r cog x7r 683 105 104 125 563 185 124 225 184 335 123 473 153 583 223 104 333 124 473 154 103 153 103 223 153 333 273 473 333 683 390/102 390/102 390/102 390/102 560/202 size length (l) width (w) t max a 500v 1000v 2000v 3000v 5000v 10000v min cap 4000v dielectric
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