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		  Datasheet File OCR Text:


		   2007/08 edition magnetic components selector guide we reserve the right to change specifications without prior notice www.bitechnologies.com 121 draft ? meets the required 1500 vrms line isolation ? standard operating temperature range 0c to +70c ? extended operating temperature range -4 0c to +85c ?  r oh r oh r s peak solder rating 260 c ?  non-rohs peak solder rating 235 c ????     electrical / environmental 1 0base networking products rohs compliant for lf models notes: (1) for tape & reel packaging, add a tr suffix to the end of the part number when ordering, e.g. hs92-02085tr or hs92-02085lftr       (for rohs compliant)                      (2) add a lf suffix to the part number for rohs compliant parts, e.g. hs92-02085lf or hs92-02085lftr (for tape & reel)      (3) contact bi technologies for rohs compliant part availability.                (4) tube packaging only.                      draft   (4) t ube p ack aging only .                      draft   (5) ic to cable side: c is common mode choke, f is low pass filter and t is transformer          draft   (5) ic to cable side: c is common mode chok e, f is l o w p ass filter and  t is t r ansf ormer          draft   (6) turns ratio is ic to cable side   (7)  operating temperature range: -40c ~ +105c specifications pitch 50 mil 50 mil 50 mil 50 mil 50 mil 50 mil 50 mil 50 mil 50 mil 50 mil 50 mil 50 mil 50 mil 50 mil 50 mil 50 mil 100 mil 100 mil 100 mil 100 mil 100 mil 100 mil 100 mil 100 mil 100 mil 100 mil 100 mil 100 mil 100 mil 50 mil 50 mil 50 mil 50 mil 50 mil bi p/ n 1 hs00-00041 hs00-00078 7 hs00-00205 hs00-01005 hs00-01107 hs00-02014 hs00-98029 hs00-99118 hs92-00223 hs92-01001 hs92-02085 hs92-05158 hs92-05171 hs92-06143 hs92-98703 hs92-a1041 hs00-01015 hs00-01534 hs00-04133 hs00-05156 hs00-a1073 hs92-03028 hs92-05168 hs00-00099 4 hs00-03092 4 hs00-98271 4 hs00-98273 4 HS00-99150 4 hs00-00044 4 hs00-01111 hs00-98260 hs00-98261 hs00-98262 hs00-98263 ports supported 1 1 1 1 1 1 1 1 1 1 1 1 4(rx) 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 4 4 4 4 4 tx t, c t, c t, c t t t,c t t, c t, c t, c t t, c - t, c t, c t, c f, t, c f, t, c f, t, c f, t, c t, c f, t, c  f, t, c f, t, c f, t, c f, t, c f, t, c f, t, c f, t, c t, c t t, c t, c t rx t t, c t, c t t t,c t t t, c t, c t t t t t, c t, c f, t, c f, t, c f, t f, t t, c f, t, c f, t, c f, t, c f, t, c f, t f, t f, t, c f, t, c t t t t t configura tion 5 tx 1ct:  2ct 1ct:1ct 1ct:2ct 1ct:  2ct 1ct:1ct 1ct:1ct 1ct:2ct 1ct:2ct 1ct:2ct 1ct: 2.5 ct 1ct:  2ct 2ct:1ct - 1ct:2ct 1ct:2ct 1ct:2.5ct 1ct:1ct 1ct:1ct 1ct:1 1ct:1ct 1: 2 1ct:1ct 1ct:1ct 1ct: 1 ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1:1 ict:1ct 1ct: 2 ct 1ct: 2 ct 1ct:1ct 1ct:1ct rx 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1:1 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1 1ct:1ct 1:1 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1:1 1:1 1:1 1:1 1:1 1:1 turns ratio 6 rohs 2 lf lf lf lf lf lf lf lf lf lf lf lf lf lf lf lf lf lf lf lf 3 lf lf 3 3 3 3 3 3 lf lf lf lf lf style 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin smt 16-pin dil 16-pin dil 16-pin dil 16-pin dil 16-pin dil 10-pin sil 40-pin smt 40-pin smt 40-pin smt 40-pin smt 40-pin smt length 12.70 12.70 12.70 12.70 12.70 12.70 12.70 12.70 12.70 12.70 12.70 12.70 12.70 12.70 12.70 12.70 25.40 25.40 25.40 25.40 23.37 25.40 25.40 20.20 25.40 20.20 20.20 20.20 25.40 29.80 29.80 29.80 29.80 29.80 width 9.65 9.65 9.65 9.40 9.65 9.65 9.65 9.35 9.53 9.40 9.65 9.53 9.53 9.53 9.53 9.65 12.70 12.70 12.70 12.70 13.20 12.70 12.70 10.18 10.50 10.18 10.18 10.18 5.33 16.26 16.26 16.26 16.26 16.26 height 6.22 6.22 6.22 5.08 6.22 6.22 6.22 6.22 6.22 5.08 6.22 5.08 5.08 6.22 6.22 6.22 7.00 7.00 7.00 7.00 6.35 7.00 7.00 6.50 6.35 6.50 6.50  6.50 11.43 6.95 6.95 6.95 6.95 6.95 hi-pot (vrms) 1500 1500 2000 1500 2000 1500 1500 1500 1500 2000 2000 1500 1500 1500 1500 2000 1500 1500 1500 1500 1500 1500 1500 2000 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 package (mm)  
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