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		  Datasheet File OCR Text:


		  allied part number scm20-161m-rc scm20-221m-rc SCM20-261M-RC scm20-601m-rc scm20-102m-rc scm20-222m-rc   scm20 usb 2.0 common mode choke idc (ma) 340 320 310 260 230 200 dcr max. (?) 0.4 0.4 0.5 0.8 1.0 1.2 insulation (m   ) (min) 10 10 10 10 10 10  rated   voltage 50 50 50 50 50 50 test freq. (mhz) 100 100 100 100 100 100 tolerance (%) 20 20         impedance 160 220 260 600 1000 2200 rohs allied  components  interna tional 714-665-1 140 www.a lli edcom pon en ts .com resistance scm20-900m-rc scm20-121m-rc 370 370 0.3 0.3 10 10 50 50 100 100     20   90 120   all  specifications  subject  to  change  without  notice.  revised 03/03/11 (?)   vdc ?     20     20     20     20     20                z dimensions: inches (mm) pad  layout features ?  minature smd common mode filter ?  suitable for automated assembly ? excellent solderability ?  scm series offers wide impedance   range     electrical impedance range:  90  to 2200     tolerance:  20% over entire range operating temp:    -25oc ~ 85oc    dcr:  single wire test value   ?  excellent noise attenuation in a small     package test frequency:  100mhz  idc: inductance drop 10% typ.    from original value with no current physical packaging:  2000 pieces per 7 inch reel marking:  none test equipment            insulation resistance:   hp4339b (dcr):  chen hwa 502bc            (z): hp4286a / hp4287a /       agilent e4991a      hp4285a with hp42841a        test time:  6 minutes   resistance to solder heat    pre-heat 150oc, 1 minute solder composition:  sn/ag3.0/cu0.5    solder temp:   260oc peak for 10 sec.    (idc): hp4284a with hp42841a /    single wire test value schematic no polarity equivalent circuit    
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