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		  Datasheet File OCR Text:


		  specification ps-120-13p/c ps-120-27p/c ps-120-54p/c model dc voltage rated current current range rated power output voltage range frequency range power factor (typ.) efficiency (typ.) input environment inrush current (typ.) leakage current over temperature safety standards harmonic current emi conduction & radiation safety & ems immunity emc (note 4) withstand voltage isolation resistance working temp. working humidity storage temp., humidity temp. coefficient vibration overload over voltage protection ac current (typ.) 13.8v 27.6v 54v 7.2a 4.3a 2.2a 0 ~ 7.2a 0 ~ 4.3a 0 ~ 2.2a 99.36w 118.68w 118.8w 88 ~ 132vac / 176 ~ 264vac selected by switch 248 ~ 370vdc 47~63hz >0.65 (with pfc series) 77%/70% 81%/76% 82%/78% 3a/115vac        1.5a/230vac cold start 25a/115vac          50a/230vac  mechanical specification derating curve static characteristics (27v) file name:pa,pb-120-spec   2008-11-11 case no. ps-120a unit:mm ambient temperature ( ) load (%) output cable length=183cm 5cm case: pin no. 1 2,3 assignment dc output +v dc output -v 10 20 30 40 50 60 20 40 60 80 100 -10 0 other series open frame series 17.8cfm air cooling (l=15cm face hs) 5 open short 144 134 90 80 33 4- 3.8 f a/250v 1 2 3 cn1 cn5 5 -v 230v 115v for for - + 2 1 adj. cn4 led 1 cn3 4 2 3 +v 180 49 fuse 115 3 1 2 pcb: ac input connector (cn1) : jst b3p-vh or equivalent dc output connector (cn3) : jst b4p-vh or equivalent 12vdc fan output connector (cn4) : jst b2b-xh or equivalent 115/230v selected by switch connector (cn5) : jst b2p-vh or equivalent pin no. pin no. pin no. switch 1 1,2 1 115v 3 2 3,4 2 230v assignment assignment assignment assignment ac/l -v +v short ac/n no pin +v -v open mating housing mating housing mating housing mating housing jst vhr jst vhr jst xhp jst vhr jst svh-21t-p1.1 jst svh-21t-p1.1 jst sxh-001t-p0.6 jst svh-21t-p1.1 or equivalent or equivalent or equivalent or equivalent or equivalent or equivalent or equivalent or equivalent terminal terminal terminal terminal input voltage (vac) 60hz 80 160 85 170 90 180 95 190 100 200 105 210 110 220 115 230 120 240 125 250 130 260 350 30 300 29 250 28 200 27 150 26 100 25 50 24 ta=25 output ripple (mvp-p) output voltage (v) (horizontal) 4 2 max. 120w single output power supply or battery charger p s - 1 2 0 s e r i e s
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