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		  Datasheet File OCR Text:


		     features  load life of 2000 hours at 85c  high value of cv range  standard series for general purpose  applications for tv, video, audio, office and  home appliances, etc.   outline mm d 5 6.3 8 10131618202225 f 2.0 2.5 3.5 12.5 d1   specifications 6.3 10 16 25 35 40 50 63 100 160 200 250 350 400 450 8 13 20 32 44 50 63 79 125 200 250 300 400 450 500 6.3 10 16 25 35 40 50 63 100 160 200 250 350 400 450 0.25 0.20 0.17 0.15 0.12 0.12 0.10 0.10 0.10 0.15 0.15 0.15 0.20 0.20 0.20 6.3 10 16 25 35 40 50 63 100 160 200 250 350 400 450 443322222333666 1086433333444666 10.5 0.8 5.0 0.5 0.6 7.5 w.v. s.v. tan   - 25c / + 25c characteristics items -40c ~ +85c -25c ~ +85c operation temperature rated working voltage range 6.3 ~ 100vdc 160 ~ 450vdc   20% (m) i    0.01cv or 3 ( u a) i    0.03cv + 10 ( u a) capacitance tolerance (after 2 minutes applying the dc working voltage) (after 5 minutes applying the dc working voltage) leakage current (25c)   i : leakage current ( u a)   c : rated capacitance ( u f)   v : working voltage (v) (120hz, 25c)   200% of initial specified value load test dissipation factor (120hz, 25c)   for capacitance exceeding 1000  u f, add 0.02 per increment of 1000  u f after 2000 hours application of wv at +85c, the capacitor shall meet the following limits: - 40c / + 25c      20% of initial value   150% of initial specified value   initial specified value after 1000 hours, no voltage applied at +85c, the capacitor shall meet the following limits: capacitance change      20% of initial value tan     150% of initial specified value shelf test surge voltage (25c) w.v. w.v. temperature characteristics   impedance ratio at 120hz leakage current capacitance change tan   leakage current rohs compliant  aluminium electrolytic capacitor                     sr series
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