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		  Datasheet File OCR Text:


		   1   c o   0.1 | f   1.9 2.80?0.05 1.60?0.05 0.35 2.92?0.05 0.95?0.025 1.02                     jiangsu changjiang electronics technology co .,   ltd                                                     sot - 23 - 3l encapsulate three terminal voltage regulator                            cj79l06  three - terminal negativ e voltage regulator                 features            maximum output  current                 i om:   0.1  a           output voltage                     v o :  - 6 v               absolute maximum ratings ? operating temperature range applies  unless otherwise specified ?                 parameter         symbol           value           unlts     input voltage              v  i        - 30             v     operating junction temperature range         t opr   0 ?a +125            ??       storage  temperature range         t stg   - 55 ?a +150            ??       electrical characteristics   (vi= - 12 v,io=40ma,0 ?? < tj< 125 ?? ,c1=0.33 | f,co=0.1 | f,  unless  otherwise specified )       parameter   symbol   test conditions   min   typ   max   unit   output voltage   vo   v in = - 12v,i o =40ma   - 5.7 5   - 6. 0   - 6.2 5     v   line regulation   vo - v in   v in = - 8~ - 20v,  io= 4 0ma     20   1 75     mv   load regulation   vo - i o   v in = - 12v, i o =1~100ma     21   8 0     mv   quiescent current   i q   v in = - 12v, i o =40ma       6.0     ma   ripple rejection   rr   v in = - 9v~  - 19v,io=40ma, e in =1v p - p ,   f =120hz   41   48       db   ou tput noise voitage   v no   v in = - 12v,  f =10hz~100kh,io=40ma     44         v       typical application            vi          2                 3        v o                                                     utc                                                                                         ci                                               0.33 | f                                                                                                                                                       c j 7 9 l0 6   sot - 23 - 3l   1 . gnd   2. out   3 .in    

  sot -23-3l  p ackage outline dimensions        symbol a a1 a2 b c d e e1 e e1 l l1 | min 1.050 0.000 1.050 0.300 0.100 2.820 1.500 2.650 1.800 0.300 0 max 1.250 0.100 1.150 0.400 0.200 3.020 1.700 2.950 2.000 0.600 8 min 0.041 0.000 0.041 0.012 0.004 0.111 0.059 0.104 0.071 0.012 0 max 0.049 0.004 0.045 0.016 0.008 0.119 0.067 0.116 0.079 0.024 8 dimensions in millimeters dimensions in inches 0.037tpy 0.028ref 0.950tpy 0.700ref d e1 a1 a2 a e l1 l b e1 c 0.2 e |
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