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		  Datasheet File OCR Text:


		  panel and legend mounts for led light bars technical data features ? firmly mounts light bars in panels ? holds legends for front panel or pc board applications [1] ? one piece, snap-in assembly ? matte black bezel design enhances panel appearance ? four sizes available ? may be installed in a wide range of panel thicknesses ? panel hole easily punched or milled description this series of black plastic bezel mounts is designed to install agilent light bars in instrument panels ranging in thickness from 1.52 mm (0.060 inch) to 3.18 mm (0.125 inch). a space has been provided for holding a 0.13 mm (0.005 inch) film legend over the light emitting surface of the light bar module. selection guide panel and legend mount part no. package hlmp- hlcp- hlmp- panel hole installation dimensions [2] outline 2598 b100 2350, 2450, 2550 7.62 mm (0.300 inch) x 22.86 mm (0.900 inch) b 2599 a100 2300, 2400, 2500 7.62 mm (0.300 inch) x 12.70 mm (0.500 inch) a 2898 d100 2600, 2700, 2800 12.70 mm (0.500 inch) x 12.70 mm (0.500 inch) c c100 2655, 2755, 2855 2950, 2965, 2980 2899 e100 2620, 2720, 2820 12.70 mm (0.500 inch) x 22.86 mm (0.900 inch) d f100 2635, 2735, 2835 g100 2670, 2770, 2870 h100 2685, 2785, 2885 notes: 1. application note 1012 addresses legend fabrication options. 2. allowed hole tolerance: +0.00 mm, -0.13 mm (+0.000 inch, -0.005 inch). permitted radius: 1.60 mm (0.063 inch). corresponding light bar module part no. HLMP-2598 hlmp-2599 hlmp-2898 hlmp-2899

 2 mounting instructions 1. mill [3]  or punch a hole in the panel. deburr, but do not chamfer, the edges of the hole. 2. place the front of the mount against a solid, flat surface. a film legend with outside dimen- sions equal to the outside dimensions of the light bar may be placed in the mount or on the light bar light emitting surface. press the light bar into the mount until the tabs snap over the back of the light bar [4] . when inserting the hlmp-2898, align the notched sides of the light bar with the mount sides which do not have the tabs. (see figure 1.) 3. applying even pressure to the top of the mount, press the entire assembly into the hole from the front of the panel [5] . (see figure 2.) note: for thinner panels, the mount may be pressed into the panel first, then the light bar may be pressed into the mount from the back side of the panel. suggested punch sources hole punches may be ordered from one of the following sources: danly machine corporation punchrite division 15400 brookpark road cleveland, oh 44135 (216) 267-1444 notes: 3. a 3.18 mm (0.125 inch) diameter mill may be used. 4. repetitve insertion of the light bar into mount may cause damage to the mount. 5. repetitive insertion of the mount into the panel will degrade the retention force of the mount. ring division the producto machine company jamestown, ny 14701 (800) 828-2216 porter precision products company 12522 lakeland road santa fe springs, ca 90670 (213) 946-1531 di-acro division houdaille industries 800 jefferson street lake city, mn 55041 (612) 345-4571 package dimensions

 3 installation sketches figure 1. installation of a light bar into a panel mount. figure 2. installation of the light bar/panel mount assembly into a front panel.

 www.semiconductor.agilent.com data subject to change. copyright ? 1999 agilent technologies, inc. november 30, 1999 obsoletes 5953-0481e 5963-7038e
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