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		  Datasheet File OCR Text:


		   model range code measurement power supply setpoints options specifications are subject to change without notice 1 ? 3-dgt p-based for ac currents or voltages ? selectable ct/vt primary range ?  din-rail mounting ?  degree of protection (front): ip 40 product description ordering key di3-din av5ad0xx 3-dgt ?-based meter with double input for ac currents or voltages. with 20 select- able cv/vt primary ranges. the housing is for din-rail mounting and ensures a degree of protection (front) of ip 40. panel meters and controllers ac ammeter or voltmeter type di3-din av1/av5 type selection power supply a: 24 vac, -15% +10%,  50/60 hz  1) b: 48 vac, -15% +10%, 50/60 hz  1) c: 115 vac, -15% +10%, 50/60 hz  1) d: 230 vac, -15% +10%, 50/60 hz (standard) range code av1: 1 a/100 v standard cur- rent/voltage av5: 5 a/500 v standard cur- rent/voltage see range table 1) power supply on request operating temperature 0 to 50? (32 to 122?) (r.h. < 90% non-condensing) storage temperature -10  to 60  c (14  to 140  f) (r.h. < 90% non-condensing) insulation reference voltage  300 v rms to ground dielectric strength 4000 v rms for 1 minute noise rejection cmrr 100 db, 40 to 60 hz. emc iec 60801-2, iec 60801-3,  iec 60801-4 (level 2), en 50 081-1, en 50 082-1 safety standards en 61 010-1, iec 61010-1, vde 0411 connector screw-type housing dimensions 89 x 53.5 x 58.5 mm (3-din modules)  material abs, self-extinguish.: ul 94 v-0 degree of protection front: ip 40 weight approx 200 g  approvals ce, csa general specifications input specifications rated input 5 a/500 vac, 45 to 400 hz (1 a/100 vac  on request) overload protection cont. current: 1.2 x rated input voltage:  1.2 x rated input for 1 s current: 5 x rated input voltage:  2 x rated input accuracy (@ 25  c  5  c, r.h.   60%)  0.5% f.s.,  1 dgt temperature drift  350 ppm/  c display 7-segment led, h 14.2 mm,  3 digits sampling rate 1 time/s indication max. 999 min. 000 500 vac range scale suppressionup to 5% f.s. other ranges scale suppressionup to 3% f.s. over range eee input range selection dip-switch selectable decimal point position dip-switch selectable ac supply 230 vac, -15% +10%,  50/60 hz (standard) 24 vac, 48 vac, 115 vac,  -15% +10%, 50/60 hz  (on request) power consumption 3.2 va supply specifications

  2 specifications are subject to change without notice di3-din av1/av5 46 54.5 49.5 58.5 45 53.5 89 dimensions (mm) wiring diagrams v a front panel description  1. display 3-dgt  (maximum read-out 999). alphanumeric indication by means of 7-segment display  for: -  displaying of the measured value, over-range. 1 range connection decimal point resolution voltage drop input imp. range code position ammeters voltmeters 1a/100 v direct 1a direct 100 v 999/99.9 1 ma/0.1 v 1 v 1 m ? av1 5a/500 v direct 5a direct 500 v 9.99/999 10 ma/1 v 250 mv 1 m ? av5 10 a ct10/1 a ct10/5 a 9.99 10 ma 1 v/250 mv av1/av5 15 a ct15/1 a ct15/5 a 99.9 100 ma 1 v/250 mv av1/av5 25 a ct25/1 a ct25/5 a 99.9 100 ma 1 v/250 mv av1/av5 40 a ct40/1 a ct40/5 a  99.9 100 ma 1 v/250 mv av1/av5 50 a ct50/1 a ct50/5 a  99.9 100 ma 1 v/250 mv av1/av5 60 a ct60/1 a ct60/5 a 99.9 100 ma 1 v/250 mv av1/av5 100 a ct100/1 a ct100/5 a 99.9 100 ma 1 v/250 mv av1/av5 150 a ct150/1 a ct150/5 a 999 1 a 1 v/250 mv av1/av5 220 v vt220/100 v 999 1 v 1 m ? av1 250 a ct250/1 a ct250/5 a  999 1 a 1 v/250 mv av1/av5 380 v vt380/100 v 999 1 v 1 m ? av1 400 a ct400/1 a ct400/5 a  999 1 a 1 v/250 mv av1/av5 500 a/v ct500/1 a vt500/100 v 999 1 a/v 1 v 1 m ? av1 500 a ct500/5 a 999 1 a 250 mv av5 600 a/v ct600/1 a vt600/100 v 999 1 a/v 1 v 1 m ? av1 600 a ct600/5 a 999 1 a 250 mv av5 1000 a/v ct1000/1 a vt1000/100 v 999 1 a/v 1 v 1 m ? av1 1000 a ct1000/5 a 999 1 a 250 mv av5 range table 1 2345 678 in nc nc in a in v power supply 1 2345 678 in nc nc in a in v power supply current measurements direct c.t. 1 2345 678 in nc nc in a in v power supply 1 2345 678 in nc nc in a in v power supply voltage measurements direct v.t.
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