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		  Datasheet File OCR Text:


		  f1778-275v vishay roederstein www.vishay.com to contact us: rfi@vishay.com document number 27610 50 revision 17-sep-02 ac-capacitors, suppression capacitors class x2 ac 275v  (code pos. 9 = 2)  (mkp) reference standards: en 60068-1, en 132 400, 1994 iec-publ. 60384-14/2, 1993; ul 1283, ul 1414 csa 22.2 no. 8-m 86, csa 22.2 no. 1-m 90 dielectric: polypropylene film electrodes: metal evaporated construction: metallized film capacitor, single design rated voltage: ac 275v, 50/60hz permissible dc voltage: dc 630v coating: plastic case, epoxy resin sealed, flame retardant ul 94v-0 climatic testing class acc. to en 60068-1: 40/100/56 test voltage: (electrode/electrode): dc 2150v/2 sec. between interconnected terminations and case (foil method): ac 2500v for 2 sec. at 25  c. impedance (z) as a function of frequency (f) at t a  = 20  c (average). measurement with lead length 6mm. z [ ? ] 10 1 10 0 10 -1 10 -2 10 -3     0.01   0.05  0.1 0.5 1.0 5.0 10 50 100 f [mhz] maximum pulse rise time: (d u /d t ) in v/  s rated pitch (mm) voltage 10.0 15.0  22.5 27.5 / 37.5 ac 275v 200 200 150 100 0.68   f 0.33   f 0.15   f 0.068   f 0.033   f 0.015   f 0.01   f 2.2   f 0.47   f 0.1   f 0.047   f 0.022   f 0.22   f 1.5   f 1.0   f approvals country specification electrical values approval reference approval mark u.s.a. ul 1283 0.01 - 2.2  fx e 76 297 (for ac 250v) ul 1414 0.01 - 1.0  fx e 100 682 canada c 22.2 no. 8-m 1986 0.01 - 2.2  fx 1114383 (for ac 250v) c 22.2 no. 1-m 1994 0.01 - 1.0  fx e 100 682 cb test-certificate (for ac 275v) 0.01 - 2.2  fx2 de-1-12510 en 132 400; 1999 0.01 - 2.2  fx2 40000787 iec 60384-14, 2nd edition; 1995 3.3 - 4.7  fx2 pending dielectric electrode free margin dimensions in mm capacitance range: e12 series 0.01  fx2 - 2.2  fx2 preferred values acc. to e6 capacitance tolerance: standard:    20%/    10% terminals: radial tinned copper wire dissipation factor tan  : < 0.1% measured at 1khz insulation resistance: for c    0.33  f: 30 g ?  average value 15 g ?  minimum value time constant for c > 0.33  f: 10 000 sec. average value   5 000 sec. minimum value l ? d w h x pcm    0.4   0.4 germany further technical data: see page 21 (document no 26504)    

 f1778-275v vishay roederstein document number 27610 to contact us: rfi@vishay.com www.vishay.com revision 17-sep-02 51 suppression capacitors class x2 ac 275v pcm pitch code terminal ? d (mm) pos. 10 (mm) 10 d 0.6 15 f 0.8 22.5 i 0.8 27.5 k 0.8 37.5 p 0.8 lead length         ordering code** x  (mm)    code pos.11 1-4 5-7 8 9 10 11-13 4 -1 b 1778 . . . . 2 . b  .  0 5 -1 m 1778 . . . . 2 . m  .  0 6 -1 c 1778 . . . . 2 . c  .  0 10 -1 e 1778 . . . . 2 . e b 0 15 -1 d 1778 . . . . 2 . d b 0 20 +5 h 1778 . . . . 2 . h b 0 30 +5 l 1778 . . . . 2 . l b 0 capacitance tol. pitch box dimensions weight quantity ordering code** code pos. 5-7 code pos. 8 code no. w x h x l package j =    5% pos. 10 (lead length (lead length k =    10% (mm)   6 -1 mm)   6 -1 mm) m =    20% (mm) (+ 0.2/- 0.4mm) (g) (pcs)* 1-4 5-7 8 9 10 11-13 pitch 10mm 0.01  fx2 k/m 10.0 d 32 3.8 x 8.8 x 12.8 0.6 1500 1778 310 . 2 d . b0 0.012  fx2 k 10.0 d 32 3.8 x 8.8 x 12.8 0.6 1500 1778 312 k 2 d . b0 0.015  fx2 k/m 10.0 d 32 3.8 x 8.8 x 12.8 0.6 1500 1778 315 k 2 d . b0 0.018  fx2 k 10.0 d 03 5.3 x 10.3 x 12.8 1.0 1000 1778 318 k 2 d . b0 0.022  fx2 k/m 10.0 d 03 5.3 x 10.3 x 12.8 1.0 1000 1778 322 . 2 d . b0 0.027  fx2 k 10.0 d 03 5.3 x 10.3 x 12.8 1.0 1000 1778 327 k 2 d . b0 0.033  fx2 k/m 10.0 d 03 5.3 x 10.3 x 12.8 1.0 1000 1778 333 . 2 d . b0 0.039  fx2 k 10.0 d 04 6.3 x 11.3 x 12.8 1,3 750 1778 339 k 2 d . b0 0.047  fx2 m 10.0 d 04 6.3 x 11.3 x 12.8 1.3 750 1778 347 m 2 d . b0 0.047  fx2 k 10.0 d 04 6.3 x 11.3 x 12.8 1.3 750 1778 347 k 2 d . b0 0.068  fx2 m 10.0 d 91 6.4 x 12.5 x 12.8 1.5 750 1778 368 m 2 d . b0 0.1  fx2 m 10.0 d 91 6.4 x 12.5 x 12.8 1.4 750 1778 410 m 2 d . b0 pitch 15mm 0.022  fx2 k/m 15 f 05 5.3 x 10.3 x 17.8 0.8 750 1778 333 . 2 f . b0 0.033  fx2 k/m 15 f 05 5.3 x 10.3 x 17.8 0.8 750 1778 333 . 2 f . b0 0.047  fx2 k/m 15.0 f 05 5.3 x 10.3 x 17.8 1.0 750 1778 347 . 2 f . b0 0.056  fx2 k 15.0 f 05 5.3 x 10.3 x 17.8 1.4 750 1778 356 k 2 f . b0 0.068  fx2 k 15.0 f 49 6.0 x 12.0 x 17.9 2.0 600 1778 368 k 2 f . b0 0.068  fx2 m 15.0 f 05 5.3 x 10.3 x 17.8 1.5 750 1778 368 m 2 f . b0 0.082  fx2 k 15.0 f 49 6.0 x 12.0 x 17.9 2.0 600 1778 382 k 2 f . b0 0.1  fx2 k/m 15.0 f 49 6.0 x 12.0 x 17.9 2.0 600 1778 410 . 2 f . b0 0.12  fx2 k 15.0 f 07 7.3 x 13.3 x 17.8 2.4 450 1778 412 k 2 f . b0 0.15  fx2 k/m 15.0 f 07 7.3 x 13.3 x 17.8 2.4 450 1778 415 . 2 f . b0 0.18  fx2 k 15.0 f 28 8.3 x 17.3 x 17.8 3.5 300 1778 418 k 2 f . . 0 0.22  fx2 k 15.0 f 28 8.3 x 17.3 x 17.8 3.5 300 1778 422 k 2 f . . 0 0.22  fx2 m 15.0 f 08 8.3 x 14.3 x 17.8 3.3 300 1778 422 m 2 f . . 0 0.33  fx2 k 15.0 f 35 10.3 x 17.3 x 17.9 6.5 225 1778 433 k 2 f . . 0 0.33  fx2 m 15.0 f 46 10.0 x 16.0 x 17.9 6.2 240 1778 433 m 2 f . . 0 0.39  fx2 k 15.0 f 70 10.8 x 18.3 x 17.8 7.0 225 1778 439 k 2 f . . 0 0.47  fx2 m 15.0 f 70 10.8 x 18.3 x 17.8 7.0 225 1778 447 m 2 f . . 0 pitch 22.5mm 0.15  fx2 k/m 22.5 i 09 6.3 x 14.3 x 26.3 3.3 260 1778 415 . 2 i . . 0 0.22  fx2 k 22.5 i 11 7.3 x 15.3 x 26.3 4.1 235 1778 422 k 2 i . . 0 0.22  fx2 m 22.5 i 09 6.3 x 14.3 x 26.3 3.4 260 1778 422 m 2 i . . 0 0.27  fx2 k 22.5 i 12 8.3 x 16.3 x 26.3 4.6 200 1778 427 k 2 i . . 0 0.33  fx2 k/m 22.5 i 12 8.3 x 16.3 x 26.3 5.0 200 1778 433 . 2 i . . 0 0.39  fx2 k 22.5 i 12 8.3 x 16.3 x 26.3 5.0 200 1778 439 k 2 i . . 0 0.47  fx2 k/m 22.5 i 01 8.8 x 16.8 x 26.3 5.7 190 1778 447 . 2 i . . 0 0.68  fx2 k/m 22.5 i 45 10.8 x 20.8 x 26.3 8.0 150 1778 468 . 2 i . . 0 1.0  fx2 m 22.5 i 25 12.3 x 22.3 x 26.3 10.0 125 1778 510 m 2 i . . 0 type c- value tol. voltage pitch lead length design design inbuilt discharging resistor on request (with larger case dimensions). * further information about packaging quantities with different lead length and/or taped versions see document no 26535 (packing  quantities) see page 16 - use box no. as reference ** these capacitors can be delivered on continuous tape and reel - see page 14/15 (document no. 26535). b0 = bulk pack t0 = tray/pallet

 f1778-275v vishay roederstein www.vishay.com to contact us: rfi@vishay.com document number 27610 52 revision 17-sep-02 capacitance tol. pitch box dimensions weight quantity ordering code** code pos. 5-7 code pos. 8 code no. w x h x l package j =    5% pos. 10 (lead length (lead length k =    10% (mm)   6 -1 mm)   6 -1 mm) m =    20% (mm) (+ 0.2/- 0.4mm) (g) (pcs)* 1-4 5-7 8 9 10 11-13 pitch 27.5mm 0.47  fx2 k/m 27.5 k 23 8.8 x 16.8 x 31.3 6.8 160 1778 447 . 2 k . . 0 0.56  fx2 k 27.5 k 29 8.8 x 18.3 x 31.3 7.0 160 1778 456 k 2 k . . 0 0.68  fx2 k/m 27.5 k 14 11.0 x 20.3 x 31.3 9.1 125 1778 468 . 2 k . . 0 0.82  fx2 k 27.5 k 14 11.0 x 20.3 x 31.3 9.1 125 1778 482 k 2 k . . 0 1.0  fx2 k 27.5 k 15 13.0 x 23.3 x 31.3 10.9 110 1778 510 k 2 k . . 0 1.0  fx2 m 27.5 k 14 11.0 x 20.3 x 31.3 9.1 125 1778 510 m 2 k . . 0 1.2  fx2 k 27.5 k 15 13.0 x 23.3 x 31.3 12.9 110 1778 512 k 2 k . . 0 1.5  fx2 k/m 27.5 k 18 14.5 x 24.3 x 31.3 15.0 100 1778 515 . 2 k . . 0 1.8  fx2 k 27.5 k 40 17.8 x 32.3 x 31.3 24.4 80 1778 518 k 2 k . . 0 2.2  fx2 k 27.5 k 40 17.8 x 32.3 x 31.3 24.4 80 1778 522 k 2 k . . 0 2.2  fx2 m 27.5 k 17 16.3 x 29.3 x 31.3 20.0 85 1778 522 m 2 k . . 0 pitch 37.5mm 3.3  fx2 m 37.5 p 19 15.5 x 28.3 x 41.3 25.0 70 1778 533 m 2 p . . 0 4.7  fx2 m 37.5 p 20 17.8 x 32.3 x 41.3 31.6 60 1778 547 m 2 p . . 0 type c- value tol. voltage pitch lead length design design inbuilt discharging resistor on request (with larger case dimensions). * further information about packaging quantities with different lead length and/or taped versions see document no 26535 (packing  quantities) see page 16 - use box no. as reference ** these capacitors can be delivered on continuous tape and reel - see page 14/15 (document no. 26535). b0 = bulk pack t0 = tray/pallet suppression capacitors class x2 ac 275v
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