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		  Datasheet File OCR Text:


		  class j fuseblocks jp series pyramid style 600 volt, 30 amps form no. jp series page 1 of 1 bif doc #1108 bussmann  1-16-02 sb02003 the only controlled copy of this bif document is the electronic read-only version located on the bussmann network drive. all ot her copies of this document are by definition uncontrolled. this bulletin is intended to clearly present comprehensive product data and provide technical information that will help the end user with desig n applications. bussmann reserves the right, without notice, to change design or construction of any products and to discontinue or limit distribution of any products. bussmann also reserves the rig ht to change or update, without notice, any technical information contained in this bulletin. once a product has been selected, it should be tested by the user in all possible applications. adapter for 35mm  symmetrical din-rail mounting 3.29" (   0.03) (83.6mm) (   0.76) end stops - prevent block movement when changing fuses  din-rail mounting screw 8"  (203.2mm)  apart. 4.00" max. (101.6mm) 1.19" (30.2mm) 3.75" (   0.02) (95.3mm) (   0.50) 1.88" (47.6mm) 2.78" (70.6mm) 3.06" (77.8mm) 3.13" (79.5mm) 2.38" (60.4mm) catalog symbol: jp series pyramid style fuseblock ampere rating:  30 amperes voltage rating:  600 volts withstand rating:  200,000 rms sym. amps agency information: u.l. listed, u.l. 512, guide izlt, file e14853 csa certified, c22.2 no. 39, class 4225-04, file 47235 for use with class j fuses (bussmann lpj, jks) u.l. flammability:  94vo material:  thermoplastic pyramid  j fuseblock; 30a, 600v; 3-pole; panel or 35mm din-rail mount; clips with reinforcing springs mounting catalog numbers screws with box pressure copper plate aluminum only panel jp60030-3pr jp60030-3cr jp60030-3cor (#10-14 cu only) (#2-14 cu/al) (#2-14 cu only) with jp60030-3pra jp60030-3cra jp60030-cora din-rail (#10-14 cu only) (#2-14 cu/al) (#2-14 cu only) adapter* *adapter only for din-rail - cat no. JPA-3. dimensional data *all other dimensions ( 0.015) ( 0.40mm) ce logo denotes compliance with european union low voltage directive (50-1000 vac, 75-1500 vdc). refer to bif document #8002 or contact bussmann application engineering at 314-527-1270 for more information.




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of JPA-3 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























