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		  Datasheet File OCR Text:


		  features /  benefits mdea564x001_b dialight corporation  1501 route 34 south ? farmingdale, nj 07727  usa tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 ? www.dialight.com 564 series 3mm led cbi ? circuit board indicator tri-level  multiple cbis form horizontal led arrays on 4.45 mm (0.175) center lines.  high contrast, ul 94 v-0 rated, black housing  housing stand-offs facilitate pcb cleaning  solderability per mil-std-202f, method 208f  leds are safe for direct viewing per iec 825-1, en 60825-1 series led type top led position 564 -0x 40 - x  x  x middle led position color = 0) blank, 1) red or red/green bi-color, 2) green, 3) yellow, 4) yellow/green bi-color,  7) orange   part number ordering code bottom led position part number color combo * high efficiency - led type 1 564-0140-111 red/red/red 564-0140-132 red/yellow/green 564-0140-222 green/green/green 564-0140-777 orange/orange/orange low current - led type 2 564-0240-111 red/red/red 564-0240-132 red/yellow/green 564-0240-222 green/green/green integral resistor, 5 volts -  led type 2 564-0340-111 red/red/red 564-0340-132 red/yellow/green 564-0340-222 green/green/green bi-color - led type 7 564-0740-111 red/green-red/green- red/green 564-0740-444   yellow/green-yellow/green- yellow/green attention: observe precautions for handling electrostatic devices  contact factory for information on custom color combinations. * top-middle-bottom led

 part number color peak wavelength (nm) lv mcd test voltage test current (ma) viewing angle 20 1/2 dialight corporation  1501 route 34 south ? farmingdale, nj 07727  usa tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 ? www.dialight.com operating characteristics (t a = 25 o c) 3mm led cbi ?  circuit board indicator tri-level d ialight reserves the right to make changes at any time in order to supply the best product possible . part number color peak wavelength (nm) iv mcd v f volts test current (ma) viewing angle 20 1/2 high efficiency - led type 1 564-0140-xxx red green yellow orange 635 565 585 600 10.0 12.6 10.0 7.0 2.0* 2.1* 2.1* 2.2 10 10 10 10 60 o 60 o 60 o 60 o low current - led type 2 part number color peak wavelength (nm) lv mcd v f volts test current (ma) viewing angle 20 1/2 564-0240-xxx red green yellow 635 565 585 1.6 1.6 1.6 1.7 1.9 1.8 2 2 2 60 o 60 o 60 o integral resistor, 5 volts - led type 3 564-0340-xxx red green yellow 635 565 585 29 19 12.6 5 5 5 10 10 10 60 o 60 o 60 o bi-color - led type 7 red/green yellow/green 564-0740-111 564-0740-444 635/565 585/565 4.7/10.0 4.3./6.3 2.0/2.1* 2.1* 10 10 60 o 80 o * i f = 20ma part number color peak wavelength (nm) lv mcd v f volts test current (ma) viewing angle 20 1/2 * i f = 20ma mdea564x001_b
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