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		  Datasheet File OCR Text:


		  1.905 1.905 3.81 1.905 5.82 24.03  0.25 10.4 15.0 30.73 13.34 1.905 typ. 32.51  0.25 36.83  0.38 0.70 3.00 2.34 2.51 5.82 18.0 6.50 19.05 3.30 1.905 typ. 13.34 30.73 24-?0.86 recommended pcb layout (top view) 2.54 2.54 5.08 2.54 2.54 2.67 4-?1.93 19.05 ? 1.80 typ. 1.60 19.05 1.27 7.72 (2) #4-40 unc threaded inserts 0.64 1.27 1.905 typ. 1.27 5.84 6-?0.66 1 17 8 24 c5 c4 c3 c1 c2 1 17 24 8 c4 c3 c2 c1 c5 c5 1 17 8 24 c1 c2 c3 c4 c5 c5 c5 5.18 6.45 2.54 5.08 revision date description drawn by rev check by units date revised by   x.xx  0.15   otherwise   unless stated   x.x  0.25   tolerances c lr78160 us r rev check date insulation resistance:    10 milliohm max. change from initial    more than 1000 megohm at 500v dc    -20c to +85c operating temperature: insertion force: 4.5kg (10 lbs) max. withdrawal force: 1.0kg (2.2 lbs) min. contact resistance:    20 milliohm max. initial durability: 100 mating cycles vibration: no discontinuity >1us     260c max. for 10 seconds    230c for 30 seconds recommended soldering temp: contact material: copper alloy rated voltage: 40v dc rated current: 1.5a min.    reflow process compatible insulator: lcp high temp. thermoplastic,    ul 94v-0 rated, white or black color, shell: steel, nickel plated contact plating options:       100u" tin-lead on termination       on entire contact       end, with 50u" nickel underplate   standard: gold flash on mating end,       entire contact       gold on mating end, 100u"   30 option: .000030" [0.00076mm]       tin-lead on termination end,       with 50u" nickel underplate on    500v (rms) ac for 1 minute dielectric withstanding voltage: KVI-DA29S-FP-W kvi-da29s-fp-b30 part number kvi-da29s-fp-b KVI-DA29S-FP-W30 insulator color black white black white contact area plating gold flash (standard) gold flash (standard) 30u" gold (30 option) 30u" gold (30 option)
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