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		  Datasheet File OCR Text:


		  d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable  signal contacts, and removable coaxial and power co ntact for  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   1 features/benefits    ?  compliant with   esa/escc specification  ?  savers combo connectors  ?  removable coaxial contacts  ?  removable power contacts  ?  non removable signal contacts  ?  combination arrangements                       typical applications        ?  space equipments      ?  test equipments applications      ?  avionics / military       ?   industrials applications                      specification :  compliant with esa/escc specifications 3401/080.  can be delivered with power or coaxial size 8 conta cts installed.  compatible with d*m escc 3401/001, d*ma escc 3401/0 02, and  accessories 3401/022.  combinations arrangements available.  size available : 9 , 15 , 25 , 37 , 50  for standar d arrangements.  5w1, 3wk3, 3w3, 7w2, 11w1, 5w5, 9w4, 13w3, 17w2, 21 w1, 8w8,  13w6, 17w5, 21wa4, 25w3, 27w2, 24w7, 36w4, 43w2, 47 w1 for  combination arrangements.  star-clip male/female contact technology for signal  contacts.         mechanical characteristics :  mating force (n max)  weight  (g max)  type  (1)  (2)  (3)  (4)  size e- 9  30  -  -  11,2  size e- 5w1  13,3  23,5  20,2  9,9  size a- 15  50  -  -  16,2  size a- 3wk3/3w3  -  30,6  20,7  12,4  size a- 7w2  16,6  37  30,4  13,7  size a- 11w1  33,2  43,4  40,1  14,9  size b- 25  83  -  -  21  size b- 5w5  -  51  34,5  14,7  size b- 9w4  16,6  57,4  44,2  16  size b- 13w3  33,2  63,8  53,9  17,2  size b- 17w2  49,8  70,2  63,6  18,5  size b- 21w1  66,4  76,6  73,3  19,7  size c- 37  123  -  -  27,8  size c- 8w8  -  81,6  55,2  18,5  size c- 13w6  23,2  84,4  64,6  20,3  size c- 17w5  39,8  90,8  74,3  21,5  size c- 21wa4  56,4  97,2  84  22,8  size c- 25w3  73  103,6  93,7  24  size c- 27w3  79,7  110,3  100,4  24,5  size d- 50  166  -  -  32,5  size d- 24w7  56,4  127,8  104,7  24,3  size d- 36w4  106,2  147  133,8  28  size d- 43w2  136,1  156,5  149,9  30,3  size d- 47w1  152,7  162,9  159,6  31,5           (1) force with signal contacts only, cavities sizes  8 are empty.  (2) force with signal contacts and coaxial contacts  equipped.  (3) force with signal contacts and power contacts e quipped.  (4) weights without coaxial or power contacts: adde d 1,7g per  coaxial contacts or 2,15g per power contacts (if ap plicable)    retention force in insert   n max  signal contact   40  power or coaxial contact  40,86     electrical characteristics :   working voltage for signal contacts (sea level):   300 vrms  working voltage for coaxial or power contacts  (sea level):   250 vrms  rated current for signal contacts and coaxial  centre contacts  7,5 a  rated current for power contacts  40 a     temperature range :   operating temperature range   -55 to +125 c   storage temperature range   -65 to +125 c      quality level :    esa / escc : code 3401-080 (flying model)    standard space : code fr022 (engineering model)     packaging :    individual packaging and traceability associated a s per      esa/escc specifications      each d*bm connector is sold in individual plastic  bag             section 1  : esa / escc 3401-080 connectors without power or  coaxial contacts.   section 2  : esa / escc 3401-080 connectors with power or coa xial contacts.  section 3  : fr022 connectors without power or coaxial contac ts.  section 4  : fr022 connectors with power or coaxial contacts.    

 d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable signal  contacts, and removable coaxial and power contact f or  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   2     section 1 : esa / escc 3401-080 without power or co axial contacts     connectors defined in 3401-080 specification are de livered without coaxial or power contacts. the powe r  or coaxial contacts shall be ordered separately. po wer and coaxial contacts have to come from the same   manufacturer as the connector. this should be check ed prior to assembly.  however, connectors can be ordered with power or co axial contacts installed (see section 2)       connectors d*bm - esa/escc 3401-080 (flying models )  :  our easy build-a-connector concept allows to mix an d match options to create the d*bm required. to orde r, manage your  selection based on the here below listed boxes.    for any part number different from those listed her e below, please consult your local c&k components  representative.       3401080   01b     d   b   bm   17w2   ps   nmb                            contacts power for d*bm - esa/escc 3401-080 (flyin g models)  :    3401040   17   b                 contacts coaxial for d*bm - esa/escc 3401-080 (fly ing models)  :    3401004   25   b           variant 01  :      contact arrangement standard :    9 / 15 / 25 / 37 / 50  contact arrangement combo :   size e : 5w1  size a : 3wk3 / 3w3 / 7w2 / 11w1  size b : 5w5 / 9w4 / 13w3 / 17w2 / 21w1  size c : 8w8 / 13w6 / 17w5 / 21wa4 / 25w3 / 27w3  size d : 24w7 / 36w4 / 43w2 / 47w1   ps : saver contact  magnetism level :   nmb : 200 gamma  nmc : 20 gamma (on special request)    series   shell size :    e, a, b, c, d  insert type :     b m     detail specification  number  variants  :    -  25 : saver (pin / socket)  testing level  variants  :    -  17 : saver (pin / socket)  detail specification  number  testing level  detail specification  number 

 d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable  signal contacts, and removable coaxial and power co ntact for  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   3   how to order :        connectors d*bm - esa/escc 3401-080 without power  or coaxial contacts (flying models)  :  ( manufacturing control and documentation compliant w ith esa escc specifications 3401-080)      shell  size  contact  arrangement  esa / escc 3401080  connector description  c&k              part number   e  9  340108001b debm9psnmb  c115371-6950  e  5w1       340108001b debm5w1psnmb  c115371-6951  a  15    340108001b dabm15psnmb  c115371-6952  a  3wk3         340108001b dabm3wk3psnmb   c115371-6953  a  3w3       340108001b dabm3w3psnmb  c115371-6954  a  7w2      340108001b dabm7w2psnmb  c115371-6955  a  11w1         340108001b dabm11w1psnmb  c115371-6956  b  25   340108001b dbbm25psnmb  c115371-6957  b  5w5       340108001b dbbm5w5psnmb  c115371-6958  b  9w4       340108001b dbbm9w4psnmb  c115371-6959  b  13w3        340108001b dbbm13w3psnmb  c115371-6960  b  17w2        340108001b dbbm17w2psnmb  c115371-6961  b  21w1        340108001b dbbm21w1psnmb  c115371-6962  c  37  340108001b dcbm37psnmb  c115371-6963  c  8w8      340108001b dcbm8w8psnmb  c115371-6964  c  13w6        340108001b dcbm13w6psnmb  c115371-6965  c  17w5        340108001b dcbm17w5psnmb  c115371-6966  c  21wa4         340108001b dcbm21wa4psnmb   c115371-6967  c  25w3       340108001b dcbm25w3psnmb  c115371-6968  c  27w2       340108001b dcbm27w2psnmb  c115371-6969  d  50  340108001b ddbm50psnmb  c115371-6970  d  24w7       340108001b ddbm24w7psnmb  c115371-6971  d  36w4      340108001b ddbm36w4psnmb  c115371-6972  d  43w2      340108001b ddbm43w2psnmb  c115371-6973  d  47w1      340108001b ddbm47w1psnmb  c115371-6974       power contacts C esa / escc 3401-040 (flying model s)  :    esa / escc 3401040 contact description  c&k part-num ber  340104017b  c115366-2189c       coaxial contacts C esa / escc 3401-004 (flying mod els)  :    esa / escc 3401004 contact description  c&k part-num ber  340100425b  c115366-2190c   

 d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable  signal contacts, and removable coaxial and power co ntact for  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   4 section 2 : esa / escc 3401-080 with power or coaxi al contacts        connectors d*bm - esa/escc 3401-080 equipped with  power contact 3401-040-17b (flying models)  :  ( manufacturing control and documentation compliant w ith esa escc specifications 3401-080 and 3401-040)      shell size   contact arrangement  esa / escc 3401080 connector de scription  c&k       part number   e  5w1  340108001b debm5w1psnmb  c115366-2340c  a  3wk3     340108001b dabm3wk3psnmb  c115366-2370c  a  3w3  340108001b dabm3w3psnmb  c115366-2341c  a  7w2  340108001b dabm7w2psnmb  c115366-2342c  a  11w1    340108001b dabm11w1psnmb  c115366-2343c  b  5w5  340108001b dbbm5w5psnmb  c115366-2344c  b  9w4  340108001b dbbm9w4psnmb  c115366-2345c  b  13w3    340108001b dbbm13w3psnmb  c115366-2346c  b  17w2    340108001b dbbm17w2psnmb  c115366-2347c  b  21w1    340108001b dbbm21w1psnmb  c115366-2348c  c  8w8  340108001b dcbm8w8psnmb  c115366-2349c  c  13w6    340108001b dcbm13w6psnmb  c115366-2350c  c  17w5    340108001b dcbm17w5psnmb  c115366-2351c  c  21wa4      340108001b dcbm21wa4psnmb  c115366-2352c   c  25w3    340108001b dcbm25w3psnmb  c115366-2353c  c  27w2    340108001b dcbm27w2psnmb  c115366-2354c  d  24w7    340108001b ddbm24w7psnmb  c115366-2355c  d  36w4    340108001b ddbm36w4psnmb  c115366-2356c  d  43w2    340108001b ddbm43w2psnmb  c115366-2357c  d  47w1    340108001b ddbm47w1psnmb  c115366-2358c                                      

 d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable  signal contacts, and removable coaxial and power co ntact for  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   5 section 2 (continued):         connectors d*bm - esa/escc 3401-080 equipped with c oaxial contact 340100425b (flying models)  :   ( manufacturing control and documentation compliant w ith esa escc specifications 3401-080 and 3401-004)      shell size   contact arrangement  esa / escc 3401080 connector de scription  c&k part-number  e  5w1  340108001b debm5w1psnmb  c115366-2371c   a  3wk3     340108001b dabm3wk3psnmb  c115366-2372c  a  3w3  340108001b dabm3w3psnmb  c115366-2373c  a  7w2  340108001b dabm7w2psnmb  c115366-2374c  a  11w1     340108001b dabm11w1psnmb  c115366-2375c  b  5w5  340108001b dbbm5w5psnmb  c115366-2376c  b  9w4  340108001b dbbm9w4psnmb  c115366-2377c  b  13w3    340108001b dbbm13w3psnmb  c115366-2378c  b  17w2    340108001b dbbm17w2psnmb  c115366-2379c  b  21w1    340108001b dbbm21w1psnmb  c115366-2380c  c  8w8  340108001b dcbm8w8psnmb  c115366-2381c  c  13w6    340108001b dcbm13w6psnmb  c115366-2382c  c  17w5    340108001b dcbm17w5psnmb  c115366-2383c  c  21wa4      340108001b dcbm21wa4psnmb  c115366-2384c   c  25w3   340108001b dcbm25w3psnmb  c115366-2385c  c  27w2  340108001b dcbm27w2psnmb  c115366-2386c  d  24w7  340108001b ddbm24w7psnmb  c115366-2387c  d  36w4  340108001b ddbm36w4psnmb  c115366-2388c  d  43w2  340108001b ddbm43w2psnmb  c115366-2389c  d  47w1  340108001b ddbm47w1psnmb  c115366-2390c                                       

 d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable  signal contacts, and removable coaxial and power co ntact for  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   6   section 3 : fr022 without power or coaxial contacts     power or coaxial contacts shall be ordered separate ly. power and coaxial contacts have to come from th e  same manufacturer. this shall be checked prior to a ssembly.  however, connectors can be ordered with power or co axial contacts installed (see section 4)       connectors d*bm C fr022 (engineering models)  :  our easy build-a-connector concept allows you to mi x and match options to create the d*bm required. to  order, manage your  selection based on the here below listed boxes.    for any part number different from those listed her e below, please consult your local c&k components  representative.                                power contacts for d*bm C fr022 (engineering model s)  :    dm115440 -   14a                  coaxial contacts for d*bm C fr022 (engineering mod els)  :    dm115440 -   15a               d   b   bm   17w2   ps   nmb   - fr022   ps : saver contact  magnetism level :   nmb : 200 gamma  nmc : 20 gamma (on special request)    series   shell size :    e, a, b, c, d  insert type :     b m     suffix for commercial s pace  grade quality level  ( fr022 )  contact arrangement standard :    9 / 15 / 25 / 37 / 50  contact arrangement combo (***) :   size e : 5w1  size a : 3wk3 / 3w3 / 7w2 / 11w1  size b : 5w5 / 9w4 / 13w3 / 17w2 / 21w1  size c : 8w8 / 13w6 / 17w5 / 21wa4 / 25w3 / 27w3  size d : 24w7 / 36w4 / 43w2 / 47w1   variants  :    -  14a : saver (pin / socket)  series  variants  :    -  15a : saver (pin / socket)  series 

 d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable  signal contacts, and removable coaxial and power co ntact for  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   7 how to order :        connectors d*bm C fr022  without power or coaxial  contact (engineering models)  :  ( manufacturing control and documentation compliant w ith c&k fr022 specifications)      shell  size  contact  arrangement  c&k fr022                     connector description  c&k              part number   e  9  debm9psnmb-fr022  c115371-4950  e  5w1        debm5w1psnmb-fr022  c115371-4951  a  15     dabm15psnmb-fr022  c115371-4952  a  3wk3           dabm3wk3psnmb-fr022  c115371-4953  a  3w3        dabm3w3psnmb-fr022  c115371-4954  a  7w2         dabm7w2psnmb-fr022  c115371-4955  a  11w1          dabm11w1psnmb-fr022  c115371-4956  b  25     dbbm25psnmb-fr022  c115371-4957  b  5w5        dbbm5w5psnmb-fr022  c115371-4958  b  9w4        dbbm9w4psnmb-fr022  c115371-4959  b  13w3          dbbm13w3psnmb-fr022  c115371-4960  b  17w2          DBBM17W2PSNMB-FR022  c115371-4961  b  21w1          dbbm21w1psnmb-fr022  c115371-4962  c  37     dcbm37psnmb-fr022  c115371-4963  c  8w8        dcbm8w8psnmb-fr022  c115371-4964  c  13w6          dcbm13w6psnmb-fr022  c115371-4965  c  17w5         dcbm17w5psnmb-fr022  c115371-4966  c  21wa4            dcbm21wa4psnmb-fr022  c115371-4967   c  25w3         dcbm25w3psnmb-fr022  c115371-4968  c  27w2         dcbm27w2psnmb-fr022  c115371-4969  d  50    ddbm50psnmb-fr022  c115371-4970  d  24w7         ddbm24w7psnmb-fr022  c115371-4971  d  36w4         ddbm36w4psnmb-fr022  c115371-4972  d  43w2         ddbm43w2psnmb-fr022  c115371-4973  d  47w1         ddbm47w1psnmb-fr022  c115371-4974       power contacts  C fr022 (engineering models)  :    fr022 contact description  c&k part-number  dm115440-14a  c115440-0014a       coaxial contacts C fr022 (engineering models)  :    fr022 contact description  c&k part-number  dm115440-15a  c115440-15a     

 d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable  signal contacts, and removable coaxial and power co ntact for  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   8     section 4 : fr022 with power or coaxial contacts        connectors d*bm C fr022 equipped with power contac t dm115440-14a (engineering models)  :  ( manufacturing control and documentation compliant w ith c&k fr022 specifications)    shell size  contact arrangement   connector description  c&k part-number  e  5w1  debm5w1psnmb-fr022  c115440-0090  a  3wk3    dabm3wk3psnmb-fr022  c115440-0091  a  3w3  dabm3w3psnmb-fr022  c115440-0092  a  7w2  dabm7w2psnmb-fr022  c115440-0093  a  11w1    dabm11w1psnmb-fr022  c115440-0094  b  5w5  dbbm5w5psnmb-fr022  c115440-0095  b  9w4  dbbm9w4psnmb-fr022  c115440-0096  b  13w3    dbbm13w3psnmb-fr022  c115440-0097  b  17w2    DBBM17W2PSNMB-FR022  c115440-0098  b  21w1    dbbm21w1psnmb-fr022  c115440-0099  c  8w8  dcbm8w8psnmb-fr022  c115440-0100  c  13w6    dcbm13w6psnmb-fr022  c115440-0101  c  17w5    dcbm17w5psnmb-fr022  c115440-0102  c  21wa4      dcbm21wa4psnmb-fr022  c115440-0103  c  25w3    dcbm25w3psnmb-fr022  c115440-0104  c  27w2    dcbm27w2psnmb-fr022  c115440-0105  d  24w7    ddbm24w7psnmb-fr022  c115440-0106  d  36w4    ddbm36w4psnmb-fr022  c115440-0107  d  43w2    ddbm43w2psnmb-fr022  c115440-0108  d  47w1    ddbm47w1psnmb-fr022  c115440-0109                                    

 d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable  signal contacts, and removable coaxial and power co ntact for  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   9   section 4 (continued):        connectors d*bm C fr022 equipped with coaxial cont act dm115440-15a (engineering models)  :    ( manufacturing control and documentation compliant w ith c&k fr022 specifications)                                            shell size  contact arrangement   connector description  c&k part-number  e  5w1  debm5w1psnmb-fr022  c115440-0110  a  3wk3    dabm3wk3psnmb-fr022  c115440-0111  a  3w3  dabm3w3psnmb-fr022  c115440-0112  a  7w2  dabm7w2psnmb-fr022  c115440-0113  a  11w1    dabm11w1psnmb-fr022  c115440-0114  b  5w5  dbbm5w5psnmb-fr022  c115440-0115  b  9w4  dbbm9w4psnmb-fr022  c115440-0116  b  13w3    dbbm13w3psnmb-fr022  c115440-0117  b  17w2    DBBM17W2PSNMB-FR022  c115440-0118  b  21w1    dbbm21w1psnmb-fr022  c115440-0119  c  8w8  dcbm8w8psnmb-fr022  c115440-0120  c  13w6     dcbm13w6psnmb-fr022  c115440-0121  c  17w5     dcbm17w5psnmb-fr022  c115440-0122  c  21wa4       dcbm21wa4psnmb-fr022  c115440-0123  c  25w3     dcbm25w3psnmb-fr022  c115440-0124  c  27w2     dcbm27w2psnmb-fr022  c115440-0125  d  24w7     ddbm24w7psnmb-fr022  c115440-0126  d  36w4     ddbm36w4psnmb-fr022  c115440-0127  d  43w2     ddbm43w2psnmb-fr022  c115440-0128  d  47w1     ddbm47w1psnmb-fr022  c115440-0129 

 d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable  signal contacts, and removable coaxial and power co ntact for  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   10             materials and finishes :          connectors  :     shells    brass  finish : 0,7 m min. (28 in min.) gold over 1,01  m min. (40 in min.) copper  insulators    pct thermoplastic material, ul 94-v0, gl ass-filled, white color  signals contacts    copper alloy / finish : 1,27 m ( 50 in) min. gold over copper underlay  spacer    pct thermoplastic material, ul 94-v0, glass- filled, white color  post retaining    brass  finish : 0,7 m min. (28 in min.) gold over 1,01  m min. (40 in min.) copper           power and coaxial contacts :     body    copper alloy / finish : 1,27 m (50 in) min.  gold over copper underlay  insulator (coaxial)    teflon  signal contacts (coaxial)    copper alloy / finish :  1,27 m (50 in) min. gold over copper underlay  retention clip    beryllium copper / finish : 1,27 m  (50 in) min. gold over copper underlay    

 d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable  signal contacts, and removable coaxial and power co ntact for  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   11           physical dimensions :       connectors d*bm - esa/escc 3401-080 and fr022 :               

 d*bm series compliant with esa/escc 3401/080 specif ication  connectors savers, electrical, rectangular, non-rem ovable  signal contacts, and removable coaxial and power co ntact for  d*subminiature            dimensions shown in mm (inch)  specifications and dimensions subject to change    www.ck-components.com   12         physical dimensions (continued) :       contacts power - esa/escc 3401-040 and fr022 :                     contacts coaxial - esa/escc 3401-004 and fr022 :        
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