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		  Datasheet File OCR Text:


		        aluminum electrolytic capacitors     ?????? ?????? ?????? ?????? shenzhen yadacon elect tech co.,ltd 1 / 5 product specification  ?    ?? ( products series )  ydk-cd136 ? ( products specification )  450V4700UF  20% 77*130mm 105   china standard 2000h  105  max 4000h  ensure 40000h  operatuin at 40  life  5   max 90000h  40  lite 10  =10*365*24h ????????????    ? number   ydk1 1 0 803 085 ? : ? 7-8  bao'an district, shenzhen city gongming streets of guangming new district 7-8 building tel:4006002994 0755-36925936 fax:0755-61204050 e-mail:ydkcn@163.com web  http://www.ydkcn.com ? test result ?? approval signatures   designed  ? approved   date ? ? 201 1 -08- 03  www.datasheet.co.kr  datasheet pdf - http://www..net/

       aluminum electrolytic capacitors     ?????? ?????? ?????? ?????? shenzhen yadacon elect tech co.,ltd 2 / 5  ?? notes for use of aluminum electronic capacitors 1 . ????   ??? 1.lf circuit polarities are uncertain, non-polar capacitors are recommended. 2 . ? (  ) ??? ??? 2.non-polar (or bi-polar) capacitors can be used in polaritiy- changing circuits or dc circuits. 3 . ????   ????? / ??? 3.polarized capacitors can be used in dc circuits only. its polarity must be marked on the proper side of wire/terminal. 4 . ???? 4.capacitors should be stored at a place of cool and dry. 5 . ?????? ?? 5.capacitors cannot be used in a place of ambient temperature exceeding its marked temperature. 6 . ?? ??????? ? 6.capacitors cannot be used in a circuit where ripple current exceeds its allowed range. please contact us if you have requirement for high temperature and ripple current capacitors 7. ?? ?  ??????? 30~60   7.lf capacitors have been stored for a long time and its leakage current exceeds the specified value, please recharge for 30 to 60 minutes with rated voltage before using. 8. ?????   ???????? 8.capacitors cannot be used in a circuit charge or discharge, lf use in a circuit of sudden charge is required, please contact us. 9. ???? ?? 9.application of working voltage to capacitors should not exceed its rated voltage. 10 . ?????? ??? jis c 5102  10.ln order to protect the internal structure, capacitors cannot be applied with over pull-force. please refer to jis c 5102. 11. ?????? ???? 11. soldering iron should be kept in a suitable distance from vinyl sleeve of capacitor in order to avoid sleeve crack. 12. ??? ??? 260  10  ? 10 ? 12.for peak soldering , the solder temperature should not exceed 260  10  for 10 seconds. 13. ??????????? ??F??? ?????? ??? 13.in order to protect pvc sleeve, printed marks and sealing material, capacitors can not be cleaned with halogenated chemicals or similar solvent such as trichlorethylene, xylene or acetone, etc. 14. ???? jis c 5141 ? 14.quality of our capacitors is in accordance with jis c 5141. 15 . ?? jis c 5102 ? 15.reliability test methods for our capacitors are in accordance with jis c 5102. 16. ????? ? 16.none of ozone depleting chemicals (odc) is used in any manufacturing processes of yadacon company.  www.datasheet.co.kr  datasheet pdf - http://www..net/

       aluminum electrolytic capacitors     ?????? ?????? ?????? ?????? shenzhen yadacon elect tech co.,ltd 3 / 5 1 ? (products name)  ydk-cd136 ? ydk-cd136 series aluminum electrolytic capacitors 2 ?? (products configuration and installation)  ?????? , ??? ? ( ???????????  ) ??????? cylindrical form , metal case , unidirectional leads, derivative fashion is screw , polarity, press release device ( it is from a point . when the capacitor  s internal pressure was increased or p roduct was break ed , inflammable materials will not fly down)  adoption card wreath fix install, not well used for direct install circuit plank top 3. | (the scope and characteristics)  ?????? ups ????? ?  ??  ????  ???????    the products are mainly used in disply , i nverter, ups e lectrical s ource and other switching power supply circuits of electronic equipment s . they have high reliability, withstand the large ripple current and other characteristics. case can be adjust ed appropriate under the request of the customer.  4 ? (performance requirements)  ? item  characteristics  www.datasheet.co.kr  datasheet pdf - http://www..net/

       aluminum electrolytic capacitors     ?????? ?????? ?????? ?????? shenzhen yadacon elect tech co.,ltd 4 / 5 ? operating temperature rang (  ) -40  ~ 105  (300~600wv,-25  ~ 105  )  capacitance tolerance (20  \120hz)  20% ? leakage current (  a) 0.01cv or 5ma,whichever is smaller. ??  at 20  ,after 5 minutes 5 ?  c:nominal capacitance (  f),v:rated voltage(v) ?? dissipation factor(20   120hz) ?? less than the value specified in the standed products tables  load life + 105  2000h + 9 5  4000h + 8 5  8000h +75  16000h +65  32000h + 4 0  40000h ? leakage current ?? not more than the specidied value  capacitance change ??  20%  within  20%of the initial value ?? dissipation factor  2 ? not more than 200% of specified value  shelf life (+ 105  ) ? time 2 000h ? leakage current ?? not more than the specidied value  capacitance change ??  20%  within  20%of the initial value ?? dissipation factor  2 ? not more than200% of specified value after test:ur to be applied for 30 minutes,12 to 24 hours before measurement ???? 30 ? 12~24 ?   ? standards gb/t 2693-2001 ?Z ( general norms) gb/t 5993-2003 ?Z ( sub-standard) gb/t 5994-2003 ??Z (blank detailed standard) q/ydk.004-2005 ydk-cd136  ydk-cd136 series aluminum electrolytic capacitors 5  (specification table) ?? rated ?  ? leakage ? dissipation ? ripple current ? s ize  www.datasheet.co.kr  datasheet pdf - http://www..net/

       aluminum electrolytic capacitors     ?????? ?????? ?????? ?????? shenzhen yadacon elect tech co.,ltd 5 / 5 voltage vdc cap   f  curent   a  factor tan(  )  arms   d*l  mm  450 4700 5 00 0 0.2 12.94 77*130 ?   (leakage curent)  20   2 ? (2-minute test) ? (tg  )  20   120hz ? (ripple current)  105   120hz 6. ?? mutiplier for ripple current 7 ?? inductance esr frequancy) ?? hz  120 1k 10k esr ?? 0.0 45 0.0 40 0.0 38 esl   nh  23 8. ? marking ? : trademark name : ydk ? series: ydk-cd136 ?? rated voltage and nominal capacitance: 400v4700uf  20% 77*130 mm ?? sleeve color: black ? ?? marking color:white ? ? date code: 1 1 01 01   201 1   www.datasheet.co.kr  datasheet pdf - http://www..net/
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