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		  Datasheet File OCR Text:


		     document number: 13015 for tec hnical questions, contact:  esta@vishay.com www.vishay.com revision: 11-aug-10 1 high voltage dc filter capacitors ec vishay esta type ec the ec range of capacitors are similar in design to the et range but are housed in a more robust container. they are manufactured using a mixed diel ectric material that consists of polyester/polypropylene fi lm and capacitor tissue. they are impregnated and filled with  a mineral oil. the container is a synthetic resin bonded paper (srbp) tube sealed at both ends with resin assuring a hermetic seal. the capacitors may be used in air, oil or sf6. they are terminated with m6 studs x 15 mm long or tinned copper wire. note ? the impregnant used is a non to xic highly  purified and inhibited mineral oil applications the ec range of capacitors are specifically designed for high voltage filters and can  be sucessfully used in the following applications: ? high voltage smoothing ? induction heating ? rt transmitter power supplies ? x-ray power supplies temperature range temperature range is - 40 c to  + 85 c. derating is required for operation at higher temperatures. temperature coefficient capacitance will increase by  2 % per 100 c temperature rise. capacitance range 0.001 f to 2 f. the tolerance is  10 %. other tolerance are available on request. normal values measured at 1 khz. voltage range 1000 v dc  to 100 000 v dc test voltage terminal/terminal (vt/t) for dc rating <  20 kv vt/t = 2.0 x rated voltage 60 s for dc rating > 20 kv vt/t = 1.5 x rated voltage 60 s dimensions  in  millimeters type description part number cap. f l mm d mm 10 kv ec100-104 0.1 115 65 ec100-254 0.25 140 75 ec100-504 0.5 205 95 20 kv ec200-503 0.05 180 65 ec200-104 0.1 230 65 ec200-254 0.25 280 75 ec200-504 0.5 360 95 30 kv ec300-253 0.025 245 65 ec300-503 0.05 320 65 ec300-104 0.1 395 65 ec300-254 0.25 510 75 40 kv ec400-253 0.025 305 65 ec400-503 0.05 410 65 ec400-104 0.01 345 95 ec400-124 0.12 440 95 50 kv ec500-103 0.01 270 65 ec500-253 0.025 335 65 ec500-503 0.05 430 75 ec500-104 0.1 430 95 60 kv ec600-502 0.005 310 65 ec600-103 0.01 310 75 ec600-253 0.025 390 75 ec600-503 0.05 500 75 ec600-104 0.1 615 95 80 kv ec800-502 0.005 400 65 EC800-103 0.01 400 75 ec800-253 0.025 500 95 ec800-503 0.05 650 95 100 kv ec1000-502 0.005 485 65 ec1000-103 0.01 485 75 ec1000-253 0.025 610 95 120 kv ec1200-502 0.005 425 75 15 15 l d 5

    document number: 91 000  www.vishay.com revision: 11-mar-11 1   disclaimer legal disclaimer notice vishay   all product, product specifications and data ar e subject to change without notice to improve reliability, function or design or otherwise.  vishay intertechnology, inc., its affiliates, agents, and employees, and all persons acting on its or their behalf (collectivel y, vishay), disclaim any and all liability fo r any errors, inaccuracies or incompleteness contained in any datasheet or in any o ther disclosure relating  to any product. vishay makes no warranty, representation  or guarantee regarding the suitability of  the products for any particular purpose or the continuing production of any product.   to the maximum extent permitted by applicab le law, vishay disc laims (i) any and all liability arising out of the application or use of any product,  (ii) any and all liability, incl uding without limitation specia l, consequential or incidental dama ges, and (iii) any and all impl ied warranties, including warran ties of fitness for particular purpose, non-infringement and merchantability.  statements regarding the suitability of pro ducts for certain types of applications are based on vishays knowledge of typical requirements that are often placed on vishay products in gene ric applications.  such statements are not binding statements about the suitability of products for a partic ular application.  it is the customers responsibility to validate that a particu lar product with the properties described in th e product specification is su itable for use in a particul ar application.  parameters provided in datasheets an d/or specifications may vary in  different applications and perfo rmance may vary over time.  all operating parameters, including typical pa rameters, must be  validated for each customer application by the customers technical experts. product specifications do not expand or  otherwise modify vishays term s and conditions of purchase, including but not limited to the warranty expressed therein. except as expressly indicated in  writing, vishay products are not designed for  use in medical, life-saving, or life-sustaining applications or for any other application in which the failure of  the vishay product co uld result in person al injury or death. customers using or selling vishay  products not expressly indicated for use in such applications do so at their own risk and agr ee to fully indemnify and hold vishay and it s distributors harmless from and against an y and all claims, liabilities, expenses and damages arising or resulting in connection  with such use or sale, including attorneys fees, even if such claim alleges that vis hay or its distributor was negligent  regarding the design or manufact ure of the part.  please contact authorized vishay personnel t o obtain written terms and conditions regarding  products designed fo r such applications. no license, express or implied, by estoppel  or otherwise, to any intelle ctual property rights is gran ted by this document or by any conduct of vishay.  product names and markings noted  herein may be trademarks of  their respective owners.
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