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		  Datasheet File OCR Text:


		   mitsumi power supply voltage & signal CAM-B49, ccm-b50 series features connectors 1. 12 pin and 15 pin power connector of an angle type on the plug side.  2. the lock device ensures secure fitting. 3. this type is common to both power and signal contact pins. how to order specifications rated voltage 14v dc rated current 10a withstanding voltage 500v ac (rms) 1minute insulation resistance  100m ? min. (at 500v dc) contact resistance  70m ? max. electrical characteristics life (matching cycle)  30 times total insertion force  117.6n (12kgf) max. total withdrawal force 7.06n (0.72kgf) min. using temperature range  - 35~+85?c mechanical characteristics 1. CAM-B49 series (plug) b49- -02 0- i j b a a 123456789 1  series no. 2  no. of contacts (012 : 12pins, 015 : 15pins)  3  housing material (02 : pbt resin)  4  housing ul grade (0 : ul94v-0)  5  contact plating (i : tin reflow plating) 6  contact plating thickness (j : 3.0?  7   contact tail style (b : angle)  8  accessory for connector outside (a : none)  9  accessory for connector inside (a : none)   2. ccm-b50 series (socket) b50-012- 12 3 1  series no. 2  no. of contacts (012 : 12pins) 3  running no. assigned by us ccm-b50(socket) CAM-B49(plug)

  mitsumi power supply voltage & signal dimensions unit : mm unit : mm material & finish  CAM-B49 ccm-b50 component parts  material finish CAM-B49 housing  glass filled pbt resin (black)  series (plug) contact  copper alloy tin reflow plating ccm-b50 shielded case 46 nylon  series (socket) contact  copper alloy tin reflow plating no. of contacts  part no. dimensions l a b c 12 b49-012-020-hjbaa  38.5 45.5 43.3 38.5 15 b49-015-020-hjbaa  49 56 53.8 49 no. of contacts  part no. dimensions l a  b  12 b50-012- 38.5 44.6 43.2 15 b50-015- 49 53.7 55.1
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