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		  Datasheet File OCR Text:


		  frequency range  abracon p/n acvx1220l series operating t emperature       storage t emperature freq. stability vs. temperature freq. stability vs. aging freq. stability vs. supply volt. supply voltage (vdd) output load output voltage transfer function control voltage (vc) center voltage frequency deviation linearity start-up time | | | | | | | | | | | | | | | acvx1220l 20 . 2   x   12 . 6   x   5 . 03   m m ? phase locked loops (plls) ? clock recovery ? synthesizers ? reference signal tracking ? large frequency pulling available ? hermetically sealed ? tight symmetry available 1.0mhz to 120.0mhz 0c to + 70c (see options) -40c to + 85c          100ppm max. (see options)  5ppm/yr max.  5ppm max. 3.3 vdc 5% symmetry 40/60% max. @ 1/2 vdd (see option) rise & fall time (tr/tf) 10ns max. supply current (idd)  see table 1 ttl/cmos (15pf or 5ttl gate) 0.3vdc to 3.0vdc 1.5 vdc   0.25v  100ppm min. (see options)  10% max. 10ms. max. voh=0.9*vdd min. ; vol=0.4*vdd max. positive pb rohs compliant ttl/ cmo s  3 . 3 v d c v o lta g e                         co ntr o ll ed cr ystal  o s c illat o r options & part identification: (left blank if standard) standard specifications: applications: features: p arameters abracon is  iso 9001 / qs 9000  ce r tified abracon is  iso 9001 / qs 9000  ce r tified 303 3 2   e s p e ranza , r a n c ho  s an t a   ma r g ar i ta ,  ca lif o r n i a 926 8 8 t e l  949 - 546 - 800 0 |   f ax  949 - 546 - 80 0 1 |  w w w . abra c on . c o m revised: 09.25.08 visit www.abracon.com for terms & conditions of sale 1 e l b a t freq mhz idd max. ma  | | | | | | | | | | | | | | | acvx1220l pb rohs compliant ttl/ cmo s  3 . 3 v d c v o lta g e                         co ntr o ll ed cr ystal  o s c illat o r abracon is  iso 9001 / qs 9000  ce r tified abracon is  iso 9001 / qs 9000  ce r tified 303 3 2   e s p e ranza , r a n c ho  s an t a   ma r g ar i ta ,  ca lif o r n i a 926 8 8 t e l  949 - 546 - 800 0 |   f ax  949 - 546 - 80 0 1 |  w w w . abra c on . c o m revised: 09.25.08 visit www.abracon.com for terms & conditions of sale outline drawing: pin 1 7 8 14 function vc gnd/case output vdd note : it is recommended to use an approximately 0.01uf bypass capacitor between pin 7 and 14. dimensions: inches (mm) 20 . 2   x   12 . 6   x   5 . 03   m m
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