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		  Datasheet File OCR Text:


		              fiber o ptic t echn o lo g y     calibr a tio n  labo rato r y       is registered trademark  of   optok o n  c o . ,   l t d.  oth e r  n a mes an d trademark s  men t i o n e d h e rein  ma y  be th e tra d emark s  of  t h eir respec t ive  owners.  c o n_ 11- 01 _e n  21/ 0 7 / 2 00 3    optokon  c o .,  ltd.,   c e rve n y  k r iz  25 0, 5 86  02 j i hla v a ,  c z e c h r e p u b l i c   tel.   + 4 2 0  5 6 7   21 1  1 9 6 ,   f a x  + 4 2 0  5 6 7   21 1  1 9 8 ,  + 4 20   56 7   3 1 1  29 2 ,  www. o p to k o n . c o m,  inf o @ o pto k o n . c z     1  pm patchcord    descriptio n:  the pol a rizati o n maintainin g (pm) singlemode optic a l   patchcord s  f o r use in  a n u mber of ap plication s ,  including interferometric  sensor s, polari zation  sen s iti v e compone n ts,  and high data r a te c o m m unication s   syst ems .   the  fc and sc co nnector s are  offe red with  upc and apc  polishing method.     features:    ?   wide range  of polarization  maintaining fibers  ?   available both upc and apc polishing:   ?   alignment op tions:  o   slow axis (y -axi s)  o   fast axi s   (x -a xis)  o   specified by custom er  o   free   ?   dust cov e r          specificat ions:      insertion l o ss (il)  typ.: 0.40 db  (depending on fiber type)  return l o ss (rl)  upc > 50 db, apc > 60 db   extinc t ion rati o      typ. 25 db  strain relief  200 n  operating te mperature  -40c t o  +80 c, conditioned by type of  cable  durability  min 1000 cycles  assembly procedure  glue and polish  connecti o n   p h y s i c a l   c o n t a c t   lock mech ani s m  coupling nut          material    coupling nut  stainl ess steel   plug body  stainl ess steel , therm o plasti c  ferrule materi al  full ceramic zirconia (th e  other type on d e mand)  boot and dust cover  thermoplas tic  rubber (flame retard ant)      applications:      fog (fiber optic gyros c ope)  ldv (laser d o ppler vel o ci metr)  measurem ent  sen s or s  te sting and i n strumen t  sy stem s  coherent tr an smission i . e. next gen e rati on of tel e com m unication  pmd compen sators    

             fiber o ptic t echn o lo g y     calibr a tio n  labo rato r y       is registered trademark  of   optok o n  c o . ,   l t d.  oth e r  n a mes an d trademark s  men t i o n e d h e rein  ma y  be th e tra d emark s  of  t h eir respec t ive  owners.  c o n_ 11- 01 _e n  21/ 0 7 / 2 00 3    optokon  c o .,  ltd.,   c e rve n y  k r iz  25 0, 5 86  02 j i hla v a ,  c z e c h r e p u b l i c   tel.   + 4 2 0  5 6 7   21 1  1 9 6 ,   f a x  + 4 2 0  5 6 7   21 1  1 9 8 ,  + 4 20   56 7   3 1 1  29 2 ,  www. o p to k o n . c o m,  inf o @ o pto k o n . c z     2  polarization:     f  x axis (f ast a x is) y axis (sl o w  axis) o    - +              the stress ap plying  members are fr ee to the  key.  the stress ap plying  members are horizontal  to the key (0  3).  the stress ap plying  members are vertical to  the key (0  3  ).  the stress ap plying  members are a t  the  specific angle to the key.          ordering code:          p m   -   a a a   -   x   - x x - (pm  fiber)* - x -   x x                                                                                                aaa         x - axis:            x - pigtail or jumper type:   xx   - length [m] connector    connector                      type    descrip t ion                j   jumper                                 p  pigtail          upc    f c / u p c     f   - free                      npc    fc/apc     x   - x axis       xx - jacket type:       usc     sc/upc    y  - y axis       09  fiber 0.9 mm jacket           nsc     sc/apc    o  -         28  cable 2.8 mm jacket                                                                      * )  see polari zation maintaining fiber o r dering code                        

             fiber optic technology    calibration laboratory       is registered trademark of optokon co., ltd. other names and trademarks mentioned herein may be the trademarks of their respect ive owners.  con_11-01_en  21/07/2003    optokon  co., ltd.,   cerveny kriz 250, 586 02 jihlava, czech republic  tel. +420 567 211 196, fax +420 567 211 198, +420  567 311 292, www.optokon.com, info@optokon.cz     3  polarization maintaining fiber ordering code:    single mode polarization maintaning fibers panda  ordering code   0 (1) mfd  1.0   m  attn  max db/km  beat length  polarization  crostalk  max db/100 m  cut-off wavelength   m  coating structure  coating diameter  sm85-ps-n90a  -25  uv/polyamide (black)  900100 m  sm85-ps-u40a  40015   m  sm85-ps-u25a  0.85   m  5.5   m  3.0  1.0 ? 2.0 mm  -30  0.65 - 0.80  uv/uv  24515   m  sm98-ps-n90a  -25  uv/polyamide  (green)  900100   m  sm98-ps-u40a  40015   m  sm98-ps-u25a  0.98   m  6.6   m  3.0  1.5 ? 2.7 mm  -30  0.80 - 0.95  uv/uv  24515   m  sm13-ps-n90a  -250  uv/polyamide  (black)  900100   m  sm13-ps-u40a  40015   m  sm13-ps-u25a  1.30   m  9.5   m  1.0  2.5 ? 4.0 mm  -30  1.10 - 1.29  uv/uv  24515   m  sm14-ps-n90a  -25  uv/polyamide  (black)  900100   m  sm14-ps-u40a  40015   m  sm14-ps-u25a  1.40 -1.49   m  9.8   m  1.0  2.8 ? 4.7 mm  -30  1.20 - 1.38  uv/uv  24515   m  sm15-ps-n90a  -25  uv/polyamide  (black)  900100   m  sm15-ps-u40a  40015   m  sm15-ps-u25a  1.55   m  10.5   m  0.5  3.0 ? 5.0 mm  -30  1.29 - 1.45  uv/uv  24515   m      single mode polarization maintaning fibers 3m  ordering code  operating  wavelength  mode filed  diameter  cladding  jacket  cut-of  wavelength  attenuation typical  attenuation max  na  fs-pm-4611   820 nm   5.3   m  80   m  165   m  < 780 nm   3.0@820 nm   5.0@820 nm   0.13   fs-pm-6811   1300 nm   6.1   m  80   m  165   m  < 1270 nm   1.8@1300 nm   2.5@1300 nm   0.18   fs-pm-7811   1550 nm   6.0   m  80   m  165   m  < 1520 nm   2.6@1550 nm   3.0@1550 nm   0.20                     fs-ls-4616   820 nm   5.30.5   m  802   m  20015   m  < 780 nm   3.0 db/km   5.0 db/km   0.13   fs-ls-7511   1550 nm   6.00.5   m  802   m  16510   m  < 1520 nm   2.6 db/km   3.0 db/km   0.20      tiger polarization maintaning fibers 3m  ordering code  ordering code  operating  wavelength   mode filed  diameter   cladding   beat length   cut-of  wavelength   attenuation  max    h  parameter   max. core to  clad offset   250   m buffer  400   m buffer                 fs-ti-5129   fs-ti-5128   980 nm   5.90.5   m  1252.0   m  4.250.75 mm   91050 nm   10.0 db/km   < 3.2 x 10 -5  m -1 0.8   m  fs-ti-b129   fs-ti-b128   14xx nm   9.81.0   m  1252.0   m  3.751.0 mm   133050 nm   1.0 db/km   < 3.2 x 10 -5  m -1 0.8   m  fs-ti-7129   fs-ti-7128   1550 nm   10.51.0   m  1252.0   m  4.251.25 mm   144080 nm   1.0 db/km   < 3.2 x 10 -5  m -1 0.8   m      nufern polarization maintaning fibers  ordering  code   operating  wavelength   mode filed diameter   cladding   jacket   cut-of  wavelength   attenuation typical   crosstalk   na   pm980-hp   980 nm   6.61.0  m@980 nm   1251.0   m  25020   m  91070 nm                fiber o ptic t echn o lo g y     calibr a tio n  labo rato r y       is registered trademark  of   optok o n  c o . ,   l t d.  oth e r  n a mes an d trademark s  men t i o n e d h e rein  ma y  be th e tra d emark s  of  t h eir respec t ive  owners.  c o n_ 11- 01 _e n  21/ 0 7 / 2 00 3    optokon  c o .,  ltd.,   c e rve n y  k r iz  25 0, 5 86  02 j i hla v a ,  c z e c h r e p u b l i c   tel.   + 4 2 0  5 6 7   21 1  1 9 6 ,   f a x  + 4 2 0  5 6 7   21 1  1 9 8 ,  + 4 20   56 7   3 1 1  29 2 ,  www. o p to k o n . c o m,  inf o @ o pto k o n . c z     4  samples  of ordering code:    pm-npc-x- 09  -  fs pm 7811  -j-02  -  j u mper,  fc/apc c o nnect o rs ,  x  axi s ,  si ngl e  mod e  pol a ri za t i on ma i n t a ning f i bers  3 m  f s - p m - 7811,  lengt h  2 m     pm-usc-f-  28 - pm155 0 hp -p-03  -   p i gt ail ,  sc/ u p c  c o nnect or,   f r ee  axi s ,  nuf e rn po l a ri zati on mai n t a ning f i bers  pm 1550- hp ,  length 3 m              pm-npc- x - 2 8  - sm15 ps  u40a - j -02  pm-npc-y /x-  09 - fs ti 71 29 -j-02    
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