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		  Datasheet File OCR Text:


		  rohs compliant 11 evox rifa leaded film capacitors 63  100  250  400  630  1000 40  63  160  220  250  250 100C  100C  100C  100C  100C  100C 22000  10000  6800  6800  4700  680 capacitance measured at f=1khz, t=20c for c   1000 pf, f = 100 khz. 10%, 5%, 2.5%, 2%, 1% 2 x u r  for 2s C55 ... +100c an operating temperature up to +105c is allowed  under certain conditions. for details consult kemet.  iec 60068-1, 55/100/56  din 40040, fmd max. 0.3% after a 2 year storage period at a   temperature of +10 ... +40c and a relative humidity  of 40 ... 60%. C200 (+50, C100) ppm/c (at 1 khz) approximately 6 nh/cm for the total length of   capacitor winding and leads. maximum values at +23c              c1000 pf  1000 pf4700 pf     1 khz    0.04%  0.04%           0.04%    10 khz    0.04%  0.05%  0.07%   100 khz    0.05%  0.07%  measured at +20c, according to iec 60384-13. minimum value between terminals: 500 000 m? rated voltage u r , vdc rated voltage u r ,  vac capacitance range, pf       capacitance tolerance dc t est voltage t emperature range climatic category capacitance drift t emperature coeffcient self inductance dissipation factor tan    i nsulation resistance pfr ?  polypropylene flm/foil capacitor ?  a ccording to iec 60384-13 typical applic ations high speed applications requiring low  losses at high frequencies and high du/dt.  typical applications electrical ballasts,tv/ video, telecommunications. construction capacitor with polypropylene flm and  metal foil electrodes. radial leads of tinned  wire are electrically welded to the winding.  encapsulation in self-extinguishing material  meeting the requirements of ul 94v-0. general  data 7.2 max h max b max 5.0 ? 0.4 4 +1 ? 0.5 z (?) 10 100 pf 1000 pf 0.01  f 0.022  f mhz 1.0 0.1 0.01 1 10 100 1000 r esonance frequencies environme ntal te st data marking ?  rated capacitance ?  capacitance tolerance code ?  rated voltage ?  code pfr5 damp heat test   test conditions:     t = +40c, rh = 93%, t = 56 days.   test criteria:   ? c/c  1%, tan   1.4 x  value       before test,    (1khz and 100 khz)     ir after test   250 000 m?. endurance test   test conditions:   t = +85c, u = 1.5 x u r , t = 1000 h       and t = +100c, u = 1.25 x u c ,      t =    1000 h.   test criteria:   ? c/c  1%, tan   1.4 x value       before test,     (1khz and 100 khz)     ir after test   250 000 m?.  

 ar ticle  table pfr 63 vdc / 40  vac lead sp acing 5 mm 0.00010   j11   4.5   6.0   7.2   1000   pfr5 101j63j11l4 bulk 0.00015   j11   4.5   6.0   7.2   1000   pfr5 151j63j11l4 bulk 0.00022   j11   4.5   6.0   7.2   1000   pfr5 221j63j11l4 bulk 0.00033   j11   4.5   6.0   7.2   1000   pfr5 331j63j11l4 bulk 0.00047   j11   4.5   6.0   7.2   1000   pfr5 471j63j11l4 bulk 0.00068   j11   4.5   6.0   7.2   1000   pfr5 681j63j11l4 bulk 0.0010   j11   4.5   6.0   7.2   1000   pfr5 102j63j11l4 bulk 0.0015   j11   4.5   6.0   7.2   1000   pfr5 152j63j11l4 bulk 0.0022   j11   4.5   6.0   7.2   1000   pfr5 222j63j11l4 bulk 0.0033   j11   4.5   6.0   7.2   1000   pfr5 332j63j11l4 bulk 0.0047   j11   4.5   6.0   7.2   1000   pfr5 472j63j11l4 bulk 0.0068   j11   4.5   6.0   7.2   1000   pfr5 682j63j11l4 bulk 0.010   j12   5.5   7.0   7.2   1000   pfr5 103j63j12l4 bulk 0.015   j13   6.5   8.0   7.2   1000   pfr5 153j63j13l4 bulk 0.020   j13   6.5   8.0   7.2   1000   pfr5 203j63j13l4 bulk 0.022   j13   6.5   8.0   7.2   1000   pfr5 223j63j13l4 bulk 100 vdc/ 63  vac lead sp acing 5 mm 0.00010   j11   4.5   6.0   7.2   1000   pfr5 101j100j11l4 bulk 0.00015   j11   4.5   6.0   7.2   1000   pfr5 151j100j11l4 bulk 0.00022   j11   4.5   6.0   7.2   1000   pfr5 221j100j11l4 bulk 0.00033   j11   4.5   6.0   7.2   1000   pfr5 331j100j11l4 bulk 0.00047   j11   4.5   6.0   7.2   1000   pfr5 471j100j11l4 bulk 0.00068   j11   4.5   6.0   7.2   1000   pfr5 681j100j11l4 bulk 0.0010   j11   4.5   6.0   7.2   1000   pfr5 102j100j11l4 bulk 0.0015   j11   4.5   6.0   7.2   1000   pfr5 152j100j11l4 bulk 0.0022   j11   4.5   6.0   7.2   1000   pfr5 222j100j11l4 bulk 0.0033   j12   5.5   7.0   7.2   1000   pfr5 332j100j12l4 bulk 0.0047   j12   5.5   7.0   7.2   1000   pfr5 472j100j12l4 bulk 0.0068   j13   6.5   8.0   7.2   1000   pfr5 682j100j13l4 bulk 0.010   j13   6.5   8.0   7.2   1000   pfr5 103j100j13l4 bulk 250 vdc/ 160  vac lead sp acing 5 mm 0.00010   j11   4.5   6.0   7.2   1000   pfr5 101j250j11l4 bulk 0.00015   j11   4.5   6.0   7.2   1000   pfr5 151j250j11l4 bulk 0.00022   j11   4.5   6.0   7.2   1000   pfr5 221j250j11l4 bulk 0.00033   j11   4.5   6.0   7.2   1000   pfr5 331j250j11l4 bulk 0.00047   j11   4.5   6.0   7.2   1000   pfr5 471j250j11l4 bulk 0.00068   j11   4.5   6.0   7.2   1000   pfr5 681j250j11l4 bulk 0.0010   j11   4.5   6.0   7.2   1000   pfr5 102j250j11l4 bulk 0.0015   j11   4.5   6.0   7.2   1000   pfr5 152j250j11l4 bulk 0.0022   j11   4.5   6.0   7.2   1000   pfr5 222j250j11l4 bulk 0.0033   j12   5.5   7.0   7.2   1000   pfr5 332j250j12l4 bulk 0.0047   j13   6.5   8.0   7.2   1000   pfr5 472j250j13l4 bulk 0.0068   j13   6.5   8.0   7.2   1000   pfr5 682j250j13l4 bulk 400 vdc/ 220  vac lead sp acing 5 mm 0.00010   j11   4.5   6.0   7.2   1000   pfr5 101j400j11l4 bulk 0.00015   j11   4.5   6.0   7.2   1000   pfr5 151j400j11l4 bulk 0.00022   j11   4.5   6.0   7.2   1000   pfr5 221j400j11l4 bulk 0.00033   j11   4.5   6.0   7.2   1000   pfr5 331j400j11l4 bulk 0.00047   j11   4.5   6.0   7.2   1000   pfr5 471j400j11l4 bulk 0.00068   j11   4.5   6.0   7.2   1000   pfr5 681j400j11l4 bulk 0.0010   j11   4.5   6.0   7.2   1000   pfr5 102j400j11l4 bulk 0.0015   j11   4.5   6.0   7.2   1000   pfr5 152j400j11l4 bulk 0.0022   j11   4.5   6.0   7.2   1000   pfr5 222j400j11l4 bulk 0.0033   j12   5.5   7.0   7.2   1000   pfr5 332j400j12l4 bulk 0.0047   j13   6.5   8.0   7.2   1000   pfr5 472j400j13l4 bulk 0.0068   j13   6.5   8.0   7.2   1000   pfr5 682j400j13l4 bulk 630 vdc/ 250  vac lead sp acing 5 mm 0.00010   j11   4.5   6.0   7.2   1000   pfr5 101j630j11l4 bulk 0.00015   j11   4.5   6.0   7.2   1000   pfr5 151j630j11l4 bulk 0.00022   j11   4.5   6.0   7.2   1000   pfr5 221j630j11l4 bulk 0.00033   j11   4.5   6.0   7.2   1000   pfr5 331j630j11l4 bulk 0.00047   j11   4.5   6.0   7.2   1000   pfr5 471j630j11l4 bulk 0.00068   j11   4.5   6.0   7.2   1000   pfr5 681j630j11l4 bulk 0.0010   j11   4.5   6.0   7.2   1000   pfr5 102j630j11l4 bulk 0.0015   j11   4.5   6.0   7.2   1000   pfr5 152j630j11l4 bulk 0.0022   j12   5.5   7.0   7.2   1000   pfr5 222j630j12l4 bulk 0.0033   j13   6.5   8.0   7.2   1000   pfr5 332j630j13l4 bulk 0.0047   j13   6.5   8.0   7.2   1000   pfr5 472j630j13l4 bulk 1000 vdc/ 250  vac lead sp acing 5 mm 0.00010   j11   4.5   6.0   7.2   1000   pfr5 101j1000j11l4 bulk 0.00015   j11   4.5   6.0   7.2   1000   pfr5 151j1000j11l4 bulk 0.00022   j11   4.5   6.0   7.2   1000   pfr5 221j1000j11l4 bulk 0.00033   j12   5.5   7.0   7.2   1000   pfr5 331j1000j12l4 bulk 0.00047   j12   5.5   7.0   7.2   1000   pfr5 471j1000j12l4 bulk 0.00068   j12   5.5   7.0   7.2   1000   pfr5 681j1000j12l4 bulk 0.0010   j13   6.5   8.0   7.2   1000   pfr5 102j1000j13l4 bulk c apaci-   box   m ax dimensions   m ax   a rticle code tance   code   in mm      d u /dt    f    b   h  l  v /s c apaci-   box   m ax dimensions   m ax   a rticle code tance   code   in mm      d u /dt    f    b   h  l  v /s
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