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		  Datasheet File OCR Text:


		  d thomas & betts 1555 lynnfield road memphis, tn 38119 (901) 682-8221   fax (901) 537-8805 d14 quality & innovation from the              product group pkc series pin grid array sockets features: the pkc series of pin grid array sockets is a method of carrying  printed circuit pins on a removable  carrier in a pin grid array format. this  unique concept keeps the p.c. pins in  alignment while they are being soldered  to the circuit board, but allows the pin  carrier to be removed after the circuit board is cleaned. this concept allows the circuit board to be easily inspected and allows individual pins to be replaced without having to unsolder the entire socket. ? low insertion and withdrawal force contacts ? ultra low profile version only .040" (1,02) max. above p.c. board ? socket will retain minimum component  lead length ? with ultra-low sockets installed, circuit boards can be mounted on .400" (10,16) centerline spacing ? maximizes air flow across pin grid device ? carrier will withstand up to 400  c for application of vapor phase or infrared soldering ? removable carrier improves cleaning and inspection of solder joints ? insulator: high temperature dupont kapton ?  or equivalent ? pkc carriers are always closed frame footprints. application dimensions: contact style v pcb termination thickness range ................... standard .062" and .092" (1,57 to 2,34) ic pin dimension range .......... .016" to .021" (0,41 to 0,53) diameter .105" (2,67) min. length contact style m pcb termination thickness range ................... standard .062" and .092" (1,57 to 2,34) ic pin dimension range .......... .016" to .019" (0,41 to 0,48) diameter .100" (2.54) min. length performance specifications: mechanical vibration ........................ passed mil-std-1344, method 2005, condition v, d, 11.6 gs (rms) shock .............................. passed mil-std-1344, method 2004, condition c, 100 gs durabilty ........................ passed mil-std-1344, method 2016 solderability .................. passed mil-std-202f, method 208 inner contact retention .................... 7.5 lbs. per line average normal force type m ...................... 30 grams (1.1 oz.) with .018" (0,46) dia. polished steel pin type v ...................... 42 grams (1.5 oz.) with .018" (0,46) dia. polished steel pin insertion force type m ...................... 55 grams (1.9 oz.) average with a .018" (0,46) dia. polished steel pin type v ...................... 50 grams (1.7 oz.) average with a .018" (0,46) dia. polished steel pin withdrawal force type m ...................... 44 grams (1.6 oz.) average with a .018" (0,46) dia. polished steel pin type v ...................... 20 grams (0.7 oz.) average with a .018" (0,46) dia. polished steel pin electrical contact resistance ........ 10 milliohms contact rating .............. 3 amps capacitance .................... 1.0 pf per mil-std-202, method 305      (contact to contact) dielectric withstanding voltage ...................... 1,000 volts rms per mil-std-1344, method 3001.1 environmental humidity ........................ passed mil-std-1344, method 1002.2 thermal shock .............. passed mil-std-1344, method 1003.1 operation temperature .. gold inner contact -55  c to +125  c, tin/lead inner contact -55  c to +105  c pkc168-7h1711-v removable carrier typical pcb socket terminals

 d thomas & betts 1555 lynnfield road memphis, tn 38119 (901) 682-8221   fax (901) 537-8805 need more technical information? consult your thomas & betts sales office listed on the back cover d15 part number example:   pkc068-1j1133-v *  recommended hole size         **  s sleeve is only offered with m contact pin grid array sockets pkc series number of contacts grid size contact (table 3) removable carrier pin selection (table 2) plating options (table 1) footprint options (pg. d23) p k c plating contact sleeve designation   plating plating 1 gold tin/lead 2  gold gold 3 tin/lead tin/lead 7 low gold tin/lead table 1 - plating finishes designation  contact features v low force, six finger m* low force, three finger table 3 - contact selection *  for s  sleeve only table 2 - pin selections how to order h s** n .035" dia.* .040" dia.* .050" dia.* min. .020    .003 (0,51    0,08) .030    .003 (0,76    0,08) .038    .003 (0,97    0,08) .035 (0,89) max. .075 (1,91) max. .035 (0,89) max. .155 (3,94) .075 (1,91) max. .075 (1,91) max. .060 (1,52) max. .035 (0,89) max. .166    .015 (4,22    0,38) .125    .015 (3,18    0,38) .125    .015 (3,18    0,38) .095    .015 (2,41    0,38) k .058" dia.* .053    .003 (1,35    0,08) .175    .015 (4,45    0,38) .035 (0,89) max. pkc carriers always use footprints without windows
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