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		  Datasheet File OCR Text:


		  aspi-3d, 4d, 5d, 6d standard specifications: applications: features: pb rohs compliant 303 3 2  e s p e ranza , r a n c ho  s an t a ma r g ar i ta ,  ca lif o r n i a  926 8 8  t e l  949 - 546 - 800 0  |  f ax  949 - 546 - 80 0 1  |  w w w . abra c on . c o m  revised: 10.13.10 visit  www.abracon.com  for terms & conditions of sale ? magnetic shielded for low radiation  ? low profile, compact size  ? large terminal surface for good pcb bonding  ? low dcr, high energy storage, suitable for large currents ? ideal for a variety of dc-dc converter inductor applications  ? desktop, notebook, servers ? network hubs, bridges, routers ? partable communication equipment ? oa equipment ? lcd, dvd, modem, set-top box ? dc/dc converters low profile shielded smd                            wire wound power inductor part number  inductance test condition  dcr  idc marking units  h  30%  ?  (max.)  a (max.)  - symbol l dcr idc - aspi-3d18-1r5n  1.5  100khz,0.1v  0.056  1.55  1r5 aspi-3d18-2r2n  2.2  100khz,0.1v  0.072  1.20  2r2 aspi-3d18-3r3n  3.3  100khz,0.1v  0.085  1.10  3r3 aspi-3d18-4r7n  4.7  100khz,0.1v  0.105  0.90  4r7 aspi-3d18-6r8n  6.8  100khz,0.1v  0.170  0.73  6r8 aspi-3d18-100n  10  100khz,0.1v  0.210  0.55  100 aspi-3d18-150n  15  100khz,0.1v  0.295  0.45  150 aspi-3d18-220n  22  100khz,0.1v  0.430  0.40  220 aspi-3d18-270n  27  100khz,0.1v  0.557  0.38  270 aspi-3d18-330n  33  100khz,0.1v  0.675  0.32  330 aspi-3d18-470n  47  100khz,0.1v  0.900  0.21  470 aspi-3d18-560n  56  100khz,0.1v  1.330  0.22  560 aspi-3d18-101n  100  100khz,0.1v  2.600  0.16  101 aspi-3d18-221n  220  100khz,0.1v  4.770  0.13  221 abracon is  iso9001:2008 certified   aspi

 pb rohs compliant standard specifications: aspi-3d, 4d, 5d, 6d 30332 esperanza, rancho santa margarita, california 92688 tel 949-546-8000 | fax 949-546-8001 | www.abracon.com revised: 10.13.10 visit  www.abracon.com  for terms & conditions of sale low profile shielded smd                            wire wound power inductor abracon is  iso9001:2008 certified  part number  inductance test condition  dcr  idc marking units  h  30%  ?  (max.)  a (max.)  - symbol l dcr idc - aspi-4d18-1r0n  1.0  7.96mhz,0.1v 0.045  1.72  1r0 aspi-4d18-2r2n  2.2  7.96mhz,0.1v 0.075  1.32  2r2 aspi-4d18-2r7n  2.7  7.96mhz,0.1v 0.105  1.28  2r7 aspi-4d18-3r3n  3.3  7.96mhz,0.1v 0.110  1.04  3r3 aspi-4d18-3r9n  3.9  7.96mhz,0.1v 0.155  0.88  3r9 aspi-4d18-4r7n  4.7  7.96mhz,0.1v 0.162  0.84  4r7 aspi-4d18-5r6n  5.6  7.96mhz,0.1v 0.170  0.80  5r6 aspi-4d18-6r8n  6.8  7.96mhz,0.1v 0.200  0.76  6r8 aspi-4d18-8r2n  8.2  7.96mhz,0.1v 0.245  0.68  8r2 aspi-4d18-100n  10  100khz,0.1v  0.200  0.61  100 aspi-4d18-120n  12  100khz,0.1v  0.210  0.56  120 aspi-4d18-150n  15  100khz,0.1v  0.240  0.50  150 aspi-4d18-180n  18  100khz,0.1v  0.338  0.48  180 aspi-4d18-220n  22  100khz,0.1v  0.397  0.41  220 aspi-4d18-270n  27  100khz,0.1v  0.441  0.35  270 aspi-4d18-330n  33  100khz,0.1v  0.694  0.32  330 aspi-4d18-390n  39  100khz,0.1v  0.709  0.30  390 aspi-4d18-470n  47  100khz,0.1v  0.922  0.28  470 aspi-4d18-560n  56  100khz,0.1v  1.080  0.26  560 aspi-4d18-680n  68  100khz,0.1v  1.300  0.24  680 aspi-4d18-820n  82  100khz,0.1v  1.560  0.22  820 aspi-4d18-101n  100  100khz,0.1v  1.730  0.20  101 aspi-4d18-121n  120  100khz,0.1v  2.390  0.18  121 aspi-4d18-151n  150  100khz,0.1v  2.670  0.15  151 aspi-4d18-181n  180  100khz,0.1v  4.000  0.14  181  aspi

 pb rohs compliant standard specifications: aspi-3d, 4d, 5d, 6d 30332 esperanza, rancho santa margarita, california 92688 tel 949-546-8000 | fax 949-546-8001 | www.abracon.com revised: 10.13.10 visit  www.abracon.com  for terms & conditions of sale low profile shielded smd                            wire wound power inductor abracon is  iso9001:2008 certified  part number  inductance test condition  dcr  idc marking units  h  30%  ?  (max.)  a (max.)  - symbol l dcr idc - aspi-4d22-1r5n  1.5  100khz,0.1v  0.018  2.00  1r5 aspi-4d22-1r8n  1.8  100khz,0.1v  0.021  1.90  1r8 aspi-4d22-2r2n  2.2  100khz,0.1v  0.025  1.80  2r2 aspi-4d22-3r3n  3.3  100khz,0.1v  0.035  1.40  3r3 aspi-4d22-3r9n  3.9  100khz,0.1v  0.040  1.30  3r9 aspi-4d22-4r7n  4.7  100khz,0.1v  0.056  1.10  4r7 aspi-4d22-5r6n  5.6  100khz,0.1v  0.062  1.05  5r6 aspi-4d22-6r8n  6.8  100khz,0.1v  0.088  1.00  6r8 aspi-4d22-8r2n  8.2  100khz,0.1v  0.097  0.90  8r2 aspi-4d22-100n  10  100khz,0.1v  0.102  0.80  100 aspi-4d22-120n  12  100khz,0.1v  0.110  0.75  120 aspi-4d22-150n  15  100khz,0.1v  0.127  0.68  150 aspi-4d22-180n  18  100khz,0.1v  0.169  0.60  180 aspi-4d22-220n  22  100khz,0.1v  0.200  0.54  220 aspi-4d22-270n  27  100khz,0.1v  0.283  0.51  270 aspi-4d22-330n  33  100khz,0.1v  0.326  0.48  330 aspi-4d22-390n  39  100khz,0.1v  0.451  0.43  390 aspi-4d22-470n  47  100khz,0.1v  0.500  0.38  470 aspi-4d22-560n  56  100khz,0.1v  0.555  0.36  560 aspi-4d22-680n  68  100khz,0.1v  0.634  0.33  680 aspi-4d22-820n  82  100khz,0.1v  0.794  0.30  820 aspi-4d22-101n  100  100khz,0.1v  0.880  0.25  101 aspi-4d22-121n  120  100khz,0.1v  1.140  0.23  121 aspi-4d22-151n  150  100khz,0.1v  1.350  0.21  151  aspi

 pb rohs compliant standard specifications: aspi-3d, 4d, 5d, 6d 30332 esperanza, rancho santa margarita, california 92688 tel 949-546-8000 | fax 949-546-8001 | www.abracon.com revised: 10.13.10 visit  www.abracon.com  for terms & conditions of sale low profile shielded smd                            wire wound power inductor abracon is  iso9001:2008 certified  part number  inductance test condition  dcr  idc marking units  h  30%  ?  (max.)  a (max.)  - symbol l dcr idc - aspi-4d28-1r2n  1.2  100khz,0.1v  0.024  2.56  1r2 aspi-4d28-1r8n  1.8  100khz,0.1v  0.028  2.20  1r8 aspi-4d28-2r2n  2.2  100khz,0.1v  0.031  2.04  2r2 aspi-4d28-2r7n  2.7  100khz,0.1v  0.043  1.60  2r7 aspi-4d28-3r3n  3.3  100khz,0.1v  0.049  1.57  3r3 aspi-4d28-3r9n  3.9  100khz,0.1v  0.065  1.44  3r9 aspi-4d28-4r7n  4.7  100khz,0.1v  0.072  1.32  4r7 aspi-4d28-5r6n  5.6  100khz,0.1v  0.101  1.17  5r6 aspi-4d28-6r8n  6.8  100khz,0.1v  0.109  1.12  6r8 aspi-4d28-8r2n  8.2  100khz,0.1v  0.118  1.04  8r2 aspi-4d28-100n  10  100khz,0.1v  0.128  1.00  100 aspi-4d28-120n  12  100khz,0.1v  0.132  0.84  120 aspi-4d28-150n  15  100khz,0.1v  0.149  0.76  150 aspi-4d28-180n  18  100khz,0.1v  0.166  0.72  180 aspi-4d28-220n  22  100khz,0.1v  0.235  0.70  220 aspi-4d28-270n  27  100khz,0.1v  0.261  0.58  270 aspi-4d28-330n  33  100khz,0.1v  0.378  0.56  330 aspi-4d28-390n  39  100khz,0.1v  0.384  0.50  390 aspi-4d28-470n  47  100khz,0.1v  0.587  0.48  470 aspi-4d28-560n  56  100khz,0.1v  0.625  0.41  560 aspi-4d28-680n  68  100khz,0.1v  0.699  0.35  680 aspi-4d28-820n  82  100khz,0.1v  0.915  0.32  820 aspi-4d28-101n  100  100khz,0.1v  1.020  0.29  101 aspi-4d28-121n  120  100khz,0.1v  1.270  0.27  121 aspi-4d28-151n  150  100khz,0.1v  1.360  0.24  151 aspi-4d28-181n  180  100khz,0.1v  1.540  0.22  181  aspi

 pb rohs compliant standard specifications: aspi-3d, 4d, 5d, 6d 30332 esperanza, rancho santa margarita, california 92688 tel 949-546-8000 | fax 949-546-8001 | www.abracon.com revised: 10.13.10 visit  www.abracon.com  for terms & conditions of sale low profile shielded smd                            wire wound power inductor abracon is  iso9001:2008 certified  part number  inductance test condition  dcr  idc marking units  h  30%  ?  (max.)  a (max.)  - symbol l dcr idc - aspi-5d18-4r1n  4.1  10khz,0.1v  0.057  1.95  4r1 aspi-5d18-4r7n  4.7  10khz,0.1v  0.072  1.77  4r7 aspi-5d18-5r4n  5.4  10khz,0.1v  0.076  1.60  5r4 aspi-5d18-6r2n  6.2  10khz,0.1v  0.096  1.40  6r2 aspi-5d18-6r8n  6.8  10khz,0.1v  0.110  1.30  6r8 aspi-5d18-8r9n  8.9  10khz,0.1v  0.116  1.25  8r9 aspi-5d18-100n  10  10khz,0.1v  0.124  1.20  100 aspi-5d18-120n  12  10khz,0.1v  0.153  1.10  120 aspi-5d18-150n  15  10khz,0.1v  0.196  0.97  150 aspi-5d18-180n  18  10khz,0.1v  0.210  0.85  180 aspi-5d18-220n  22  10khz,0.1v  0.290  0.80  220 aspi-5d18-270n  27  10khz,0.1v  0.330  0.75  270 aspi-5d18-330n  33  10khz,0.1v  0.386  0.65  330 aspi-5d18-390n  39  10khz,0.1v  0.520  0.57  390 aspi-5d18-470n  47  10khz,0.1v  0.595  0.54  470 aspi-5d18-560n  56  10khz,0.1v  0.665  0.50  560 aspi-5d18-680n  68  10khz,0.1v  0.840  0.43  680 aspi-5d18-820n  82  10khz,0.1v  0.978  0.41  820 aspi-5d18-101n  100  10khz,0.1v  1.200  0.36  101 aspi-5d18-151n  150  10khz,0.1v  2.000  0.25  151 aspi-5d18-471n  470  10khz,0.1v  6.560  0.18  471  aspi

 pb rohs compliant standard specifications: aspi-3d, 4d, 5d, 6d 30332 esperanza, rancho santa margarita, california 92688 tel 949-546-8000 | fax 949-546-8001 | www.abracon.com revised: 10.13.10 visit  www.abracon.com  for terms & conditions of sale low profile shielded smd                            wire wound power inductor abracon is  iso9001:2008 certified  part number  inductance test condition  dcr  idc marking units  h  30%  ?  (max.)  a (max.)  - symbol l dcr idc - aspi-5d28-2r2n  2.2  10khz,0.1v  0.018  2.60  2r2 aspi-5d28-2r6n  2.6  10khz,0.1v  0.018  2.60  2r6 aspi-5d28-3r0n  3.0  10khz,0.1v  0.024  2.40  3r0 aspi-5d28-4r2n  4.2  10khz,0.1v  0.031  2.20  4r2 aspi-5d28-4r7n  4.7  10khz,0.1v  0.037  2.00  4r7 aspi-5d28-5r3n  5.3  10khz,0.1v  0.038  1.90  5r3 aspi-5d28-5r6n  5.6  10khz,0.1v  0.040  1.85  5r6 aspi-5d28-6r2n  6.2  10khz,0.1v  0.045  1.80  6r2 aspi-5d28-6r8n  6.8  10khz,0.1v  0.050  1.82  6r8 aspi-5d28-8r2n  8.2  10khz,0.1v  0.053  1.60  8r2 aspi-5d28-100n  10  10khz,0.1v  0.065  1.30  100 aspi-5d28-120n  12  10khz,0.1v  0.076  1.20  120 aspi-5d28-150n  15  10khz,0.1v  0.103  1.10  150 aspi-5d28-180n  18  10khz,0.1v  0.110  1.00  180 aspi-5d28-220n  22  10khz,0.1v  0.122  0.90  220 aspi-5d28-270n  27  10khz,0.1v  0.175  0.85  270 aspi-5d28-330n  33  10khz,0.1v  0.189  0.75  330 aspi-5d28-390n  39  10khz,0.1v  0.212  0.70  390 aspi-5d28-470n  47  10khz,0.1v  0.260  0.62  470 aspi-5d28-560n  56  10khz,0.1v  0.305  0.58  560 aspi-5d28-680n  68  10khz,0.1v  0.355  0.52  680 aspi-5d28-820n  82  10khz,0.1v  0.463  0.46  820 aspi-5d28-101n  100  10khz,0.1v  0.520  0.42  101  aspi

 pb rohs compliant standard specifications: aspi-3d, 4d, 5d, 6d 30332 esperanza, rancho santa margarita, california 92688 tel 949-546-8000 | fax 949-546-8001 | www.abracon.com revised: 10.13.10 visit  www.abracon.com  for terms & conditions of sale low profile shielded smd                            wire wound power inductor abracon is  iso9001:2008 certified  part number  inductance test condition  dcr  idc marking units  h  30%  ?  (max.)  a (max.)  - symbol l dcr idc - aspi-6d28-1r0n  1.0  10khz,0.1v  0.012  6.15  1r0 aspi-6d28-2r2n  2.2  10khz,0.1v  0.018  4.80  2r2 aspi-6d28-3r0n  3.0  10khz,0.1v  0.024  3.00  3r0 aspi-6d28-3r3n  3.3  10khz,0.1v  0.026  2.80  3r3 aspi-6d28-3r9n  3.9  10khz,0.1v  0.027  2.60  3r9 aspi-6d28-4r7n  4.7  10khz,0.1v  0.029  2.50  4r7 aspi-6d28-5r0n  5.0  10khz,0.1v  0.031  2.40  5r0 aspi-6d28-5r3n  5.3  10khz,0.1v  0.033  2.30  5r3 aspi-6d28-6r0n  6.0  10khz,0.1v  0.035  2.25  6r0 aspi-6d28-6r8n  6.8  10khz,0.1v  0.052  2.20  6r8 aspi-6d28-7r3n  7.3  10khz,0.1v  0.054  2.10  7r3 aspi-6d28-8r6n  8.6  10khz,0.1v  0.058  1.85  8r6 aspi-6d28-100n  10  10khz,0.1v  0.065  1.70  100 aspi-6d28-120n  12  10khz,0.1v  0.070  1.55  120 aspi-6d28-150n  15  10khz,0.1v  0.084  1.40  150 aspi-6d28-180n  18  10khz,0.1v  0.095  1.32  180 aspi-6d28-220n  22  10khz,0.1v  0.128  1.20  220 aspi-6d28-270n  27  10khz,0.1v  0.142  1.05  270 aspi-6d28-330n  33  10khz,0.1v  0.165  0.97  330 aspi-6d28-390n  39  10khz,0.1v  0.210  0.86  390 aspi-6d28-470n  47  10khz,0.1v  0.238  0.80  470 aspi-6d28-560n  56  10khz,0.1v  0.277  0.73  560 aspi-6d28-680n  68  10khz,0.1v  0.304  0.65  680 aspi-6d28-820n  82  10khz,0.1v  0.390  0.60  820 aspi-6d28-101n  100  10khz,0.1v  0.535  0.54  101 aspi-6d28-221n  220  10khz,0.1v  1.350  0.45  221 aspi-6d28-331n  330  10khz,0.1v  2.000  0.35  331  aspi

 pb rohs compliant standard specifications: aspi-3d, 4d, 5d, 6d 30 3 3 2 e s p e r anz a ,  r a n c h o   s a n t a m a r g a r i t a ,   c a li f o r n i a 92 6 8 8 t e l  94 9 - 54 6 - 80 0 0 | f a x  94 9 - 54 6 - 8 0 0 1 |   w w w . ab r a c o n . c o m revised: 10.13.10 visit  www.abracon.com  for terms & conditions of sale low profile shielded smd                            wire wound power inductor abracon is  iso9001:2008 ce r tified  part number  inductance test condition  dcr  idc marking units  h      3 0 %   ?  (max.)  a (max.)  - symbol l dcr idc - aspi-6d38-3r3n   3.3  10khz,0.1v   0.020   3.50  3r3 aspi-6d38-5r0n   5.0  10khz,0.1v   0.024   2.90  5r0 aspi-6d38-6r2n   6.2  10khz,0.1v   0.027   2.50  6r2 aspi-6d38-7r4n   7.4  10khz,0.1v   0.031   2.30  7r4 aspi-6d38-8r7n   8.7  10khz,0.1v   0.034   2.20  8r7 aspi-6d38-100n   10  10khz,0.1v   0.038   2.00  100 aspi-6d38-120n   12  10khz,0.1v   0.053   1.70  120 aspi-6d38-150n   15  10khz,0.1v   0.057   1.60  150 aspi-6d38-180n   18  10khz,0.1v   0.092   1.50  180 aspi-6d38-220n   22  10khz,0.1v   0.096   1.30  220 aspi-6d38-270n   27  10khz,0.1v   0.109   1.20  270 aspi-6d38-330n   33  10khz,0.1v   0.124   1.10  330 aspi-6d38-390n   39  10khz,0.1v   0.138   1.00  390 aspi-6d38-470n   47  10khz,0.1v   0.155   0.95  470 aspi-6d38-560n   56  10khz,0.1v   0.202   0.85  560 aspi-6d38-680n   68  10khz,0.1v   0.234   0.75  680 aspi-6d38-820n   82  10khz,0.1v   0.324   0.70  820 aspi-6d38-101n   100  10khz,0.1v   0.368   0.65  101 aspi-6d38-331n   330  10khz,0.1v   1.250   0.39  331 options and part identification:  (left blank if standard) aspi-  -            - p a c ka g i ng   blank:   bul k   t:   tap e   an d   r ee l   indu c tance   cod e   please   r e fer   t o   the  table   abov e   package   si z e   cod e   3d18:   3. 8   x   3 . 8   x   1.8mm  4d18:   4. 7   x   4 . 7   x   2.0mm  4d22:   4. 7   x   4 . 7   x   2.4mm  4d28:   4. 7   x   4 . 7   x   3.0mm  5d18:   5. 7   x   5 . 7   x   2.0mm  5d28:   5. 7   x   5 . 7   x   3.0mm  6d28:   6. 7   x   6 . 7   x   3.0mm  6d38:   6. 7   x   6 . 7   x   4.0mm   aspi

 pb rohs compliant outline drawing: aspi-3d, 4d, 5d, 6d 30332 esperanza, rancho santa margarita, california 92688 tel 949-546-8000 | fax 949-546-8001 | www.abracon.com revised: 10.13.10 visit  www.abracon.com  for terms & conditions of sale low profile shielded smd                            wire wound power inductor abracon is  iso9001:2008 certified  package a b max.  d h i j 3d18  3.80.3  1.8  1.15  4.1 1.60 1.2 4d18  4.70.3  2.0  1.5  5.3 1.75 1.5 4d22  4.70.3  2.4  1.5  5.3 1.90 1.5 4d28  4.70.3  3.0  1.5  5.3 1.90 1.5 5d18  5.70.3  2.0  2.0  6.3 2.15 2.0 5d28  5.70.3  3.0  2.0  6.3 2.15 2.0 6d28  6.70.3  3.0  2.0  7.3 2.65 2.0 6d38  6.70.3  4.0  2.0  7.3 2.65 2.0                     unit: mm tape & reel: package p reel qty 3d18  12 8 2000 p cs/reel  4d18  12 8 2000 p cs/reel  4d22  12 8 2000 p cs/reel  4d28  12 8 2000 p cs/reel  5d18  12 8 2000 p cs/reel  5d28  12 8 2000 p cs/reel  6d28  16 12 1500 p cs/reel  6d38  16 12 1000 p cs/reel  w dimension: mm  reflow profile: attention:   abracon corporation?s products are cots ? commercial-off-the-shelf products; suitable for commercial, industrial and, where designated, automotive  applications.   abracon?s  products  are  not  specifically  designed  for  military, aviation, aerospace,  life-dependant  medical  applications  or  any  application  requiring  high  reliability where component failure could result in loss of life and/or property. for applications requiring high reliability and/or presenting an extreme operating environment,  written consent and authorization from abracon corporation is required. please contact abracon corporation for more information.  aspi
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