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		  Datasheet File OCR Text:


		  1 0.64 unsealed wire-to-wire connection system for  unsealed applications, requiring automotive durability.  12 circuits and 18 circuits, wire-to-wire  connection   optional wire routing attachment (to optimize  packaging space)  v ersatile mounting options  latch overstress feature  both female and male connectors utilize  independent secondary lock for terminal retention ? current rating: 5a  dc max. ? v oltage rating: 14v  dc  ? t emperature range:  - 40  c to +125  c                                    (including temperature rise in applying   electrical current) ? contact resistance: initial value/15m ?  max.                                    after environmental testing/15m ?  max. ? insulation resistance: 100m ?  min. ? applicable wire: sae/ avss / cavs                                0.3mm 2  to 0.8mm 2  (female terminal)                             : sae/avss/cavs                                 0.3mm 2  to 0.5mm 2  (male terminal)                                 features  ?  compliant with elv/rohs.  ?  contact jst for details.  specifications arv connector wire-to-wire wire-to-wire c-b jst 18 6 1 c-b jst c-b jst 12 18 6 1 normal type with back cover type

  female terminal 6,500 6,500 6,500 6,500 q?y/reel applicable wire range insulation o.d. (mm) model no. q sait - a03t - m064  q sait - a02t - m064  w sait - a03gf - m064  w sait - a02gf - m064  conductor (mm 2 ) 0.3 to 0.5 0.75 to 0.8 0.3 to 0.5 0.75 to 0.8 1.9 1.9 1.9 1.9 material and finish q copper alloy, tin-plated (reflow treatment)    w copper alloy, nickel-undercoated, contact area; gold-plated                                                            barrel area; tin-plated 1.6 2.25 6.5 14 2 arv  connector  female connector ? 12 circuits ? 12 circuits (with back cover) ? 18 circuits ? 18 circuits (with back cover) 12.75 18 19 18 19 3.4 4 3.4 4 5x2.54=12.7 19 12.75 19 18 (23.85) 18 19 5x2.54=12.7 25.2 12.75 16.75 5x2.54=12.7 19 16.75 44 4 4 5x2.54=12.7 (27.85) (25.2) 16.75 12 18 1,500 1,000 1,500 1,000 no yes no yes circuits model no. back cover q?y/box ARVPB-12-2AK  arvpb-12c12-2ak arvpb-18-3ak arvpb-18c18-3ak housing: pbt, black tpa: glass-filled pbt, natural (white) back cover: glass-filled pbt, black material

 3 arv  connector 5,000 5,000 q?y/reel applicable wire range insulation o.d. (mm) model no. q snac3w - a021t - 0.64 w snac3w - a021gf - 0.64 conductor (mm 2 ) 0.3 to 0.5 0.3 to 0.5 material and finish 1.4 to 1.8 1.4 to 1.8  male terminal  male connector ? 12 circuits ? 18 circuits 14.9 8.9 3 q brass, tin-plated  (reflow treatment)  w brass, nickel-undercoated, female contact area; gold-plated                                                 barrel area; tin-plated  2.54 33 18.26 5x2.54=12.7 44 20.4 36.4 17.65 2.54 13.65 5x2.54=12.7 4 20.4 36.4 18.26 33 2x  3.5 2x  3.5 12 18 1,000 750 q?y/box circuits model no.  arvwsb-12-2ak  arvwsb-18-3ak housing: pbt, black  tpa: glass-filled, natural (white) material

 (17.85) (4.1) 33 (13.85) (4.1) 33 6.25 (27.85) (4.1) 33 6.25 (23.85) 33 (4.1)  crimping machine, applicator note: when crimping operation is conducted using an applicator and die set other than the above, jst cannot guarantee the perfo rmance of the terminal. crimp applicator mks-l strip terminal sait-a03( )-m064  sait-a02( )-m064  snac3w-a021( )-0.64  dies crimp applicator with dies aplmk sait-a03-064 aplmk sait-a02-064 aplmk snac3w-a021-064   mk/sait-a03-064   mk/sait-a02-064 mk/snac3w-a021-064 crimping machine ap - k2n 4 arv  connector   assemby layout ? 12 circuits ? 18 circuits ? 12 circuits (with back cover) ? 18 circuits (with back cover)
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