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		  Datasheet File OCR Text:


		  components product information connector new 1/7 mb-0109-3 july 2007  jae pmk div. proprietary. copyright ?  2007  japan aviation electronics industry, ltd. features aa03 series 0.4mm pitch stacking type  board to board connector general specifications ? no. of contacts :  20, 22, 24, 30, 36, 40, 50, 64, 70, 80 pos. ? pitch:  0.4mm, 2 rows ? operating temperature:  -45 deg. c to +85 deg. c ? contact resistance:  70m ohm max. (initial) ? lifetime:  50 times  * 0.4mm pitch; double  lines; 20 to 80 positions; stacking height: 1.0mm * separate 2-point contact design to resist twisting stress. * contact structure with high abrasion resi stance and roll cont acts with contact  reliability. * secure hold-down prevents insulator break age or lift-off from fpc (receptacle side). * nickel barrier on contact of the plug an d receptacle prevent s solder migration * pb-free * connectors for inspection ji gs are provided for both plug and receptacle (note 1) ? rated current: ac, dc 0.4a/per pos.  ? rated voltage: ac, dc 50v ? insulation resistance: 10 0m ohm min. (initial) ? dielectric withstanding voltage: ac250vr.m.s per minute ? total insertion force: 1n x n max.(n: pos.) ? total withdrawal force:  0.15nx n min. (n: pos.) outline the aa03 series connectors are 0.4mm-pi tch, stacking type, board-to-board  connectors ideal for slim low-profiled in formation communication devices such as  mobile phones, lcds and pdas, with high density mounting requirements. receptacle pin (note 1) please contact  us for connecto r used for insp ection jigs. rohs  compliant

 mb-0109-3 2/7 jae pmk div. proprietary. copyright ?  2007  japan aviation electronics industry, ltd. materials and finishes components materials/finishes  contact copper alloy/ au plating( 0.1um min.)  insulator  heat resistant plastic (ul94v-0, color: black)  hold-down  plug: copper alloy/ au plating(0.1 um min.)  receptacle: copper alloy/ sn plating    ordering information aa03 -p *** v a *  -r**** modify code (2: standard product/  e: for inspection jig)  connection type v: stacking type no. of contacts series contact shape  p: plug side finish a: au plating reel product no. (note 1) (r6000: standard product) (r300: for inspection jig) (note 1) both standard produc ts (6,000 pcs./reel) and th ose for inspec tion jig (300 pcs./reel) are supp lied on emboss tape. for information on emboss taping specif ications, please contact us directly. ordering information aa03 -s *** v a *  -r**** modify code (1: standard product/  e: for inspection jig)  connection type v: stacking type no. of contacts series contact shape  s: receptacle side finish a: au plating reel product no. (note 1) (r6000: standard product) (r300: for inspection jig)

 mb-0109-3 3/7 jae pmk div. proprietary. copyright ?  2007  japan aviation electronics industry, ltd. part number  aa03-p***va2  sj drawing  sj101604      4.0 15.3 13.6 70 2.0 6.1 4.4 24 2.0 5.3 3.6 20 4.0 17.3 15.6 80 4.0 14.1 12.4 64 2.0 11.3 9.6 50 2.0 9.3 7.6 40 2.0 8.5 6.8 36 2.0 7.3 5.6 30 2.0 5.7 4.0 22 c b a no. of  contacts note 1)  coplanarity  0.1 mm max. note 2)  an embossed tape reel contains 6000 pieces. please contact us for details of embossed tape  specifications  flat surface ( contact,hold down) ( suction area ) sect. a ? a suction area ( pitch )

 mb-0109-3 4/7 jae pmk div. proprietary. copyright ?  2007  japan aviation electronics industry, ltd. part number  aa03-p***va2  sj drawing  sj101604      applicable dimension of board  (for reference) insulation  area receptacle  outline ( pitch )

 mb-0109-3 5/7 jae pmk div. proprietary. copyright ?  2007  japan aviation electronics industry, ltd. part  number  aa03-s***va1  sj  drawing  sj037492      note 1)  coplanarity  0.1 mm max. note 2)  an embossed tape reel contains   6000 pieces. please contact us for details of embossed tape  specifications  4.0 4.0 4.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 d 14.6 16.3 13.6 70 5.4 7.1 4.4 24 4.6 6.3 3.6 20 16.6 18.3 15.6 80 13.4 15.1 12.4 64 10.6 12.3 9.6 50 8.6 10.3 7.6 40 7.8 9.5 6.8 36 6.6 8.3 5.6 30 5.0 6.7 4.0 22 c b a no. of  contacts ( suction area ) ( suction area ) suction  surface flat  surface  contact, hold down   pitch   ( contact  width ) ( hold down width ) mated  condition (ref.) ??B? aa03  p  va2  plug   sj101604 

 mb-0109-3 6/7 jae pmk div. proprietary. copyright ?  2007  japan aviation electronics industry, ltd. part  number  aa03-s***va1  sj drawing  sj037492      applicable dimension of board  (for reference)

 mb-0109-3 7/7 jae pmk div. proprietary. copyright ?  2007  japan aviation electronics industry, ltd. japan aviation electroni cs industry, limited product marketing division aobadai building, 3-1-19, aobadai, meguro-ku, tokyo 153-8539 phone: +81-3-3780-2787  fax: +81-3-3780-2946 notice: products shown in this leaflet are  made for the applications listed below.  however,  if the above-mentioned prod ucts are to be used in  aerospace devices, marine cable-connection  devices, atomic power control systems, medical  equipment for life-support systems, or any other  specific application requiring extremely high  reliability, please contact jae for further  information.   recommended applications : computers, office  machines, measuring devices,  telecommunication devices (terminals, mobile  devices), av devices, household applications, fa  devices, etc. sj100169 (for inspection  jig) receptacle sr-c-0631 evaluation test  report jacs-1740-8 product specifications sj038323 (applicable board vi a configuration  example) receptacle side sj100541 (applicable board vi a configuration  example) plug side sj100167 (for inspection jig) plug sj037492 (standard product) receptacle sj101604 (standard product) plug product drawing no. products specifications jahl-1740 handling  information
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