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		  Datasheet File OCR Text:


		  kamaya ohm fcc , fhc chip fuses; rectangular type  part number description example  dimensions l cc w dd unit : mm fcc32 fhc32 1.6    0.15 0.5  0.25 fcc16 fhc16 0.3  0.15   0.5    0.25 0.3    0.1   1608 3216 style w l 0.45  0.10 0.65  0.10 0.6    0.1 1.6  0.1 3.2  0.2 metric 0603 1005 0402 1206 inch hcd *unit weight/pc.   2mg 0.2  0.1       0.25  0.10     1.0  0.05 0.8mg 1.25  0.10 0.5    0.05 fcc20 fhc20 0.4  0.2   0.4    0.2   2012 0.6    0.1 2.0  0.1 0805   6mg 10mg 11mg h  0.15  0.05 0.8 fcc10 fhc10 fcc 20 product type style 202 ad tp  features 1. fast-acting type 2.  suitable for over-current protection of the circuit of miniature portable equipment. 3. 4 sizes available : from 0402 to 1206. 4. no smoke, no flame, at the fusing conditions. 5. halogen* 1  and antimony* 2  free product     * 1  cl or br    900ppm 
 cl+br    1500ppm     * 2  sb 2 o 3      900ppm 6. certified ul and c-ul. ?ile no.: e176847 7. major applications ?c related equipment and peripherals (pc, hard drive, printer etc.).   ?mall portable devices (mobile phone, pda battery charger etc.). ?igital camera (digital still camera). ?ame equipment. ?cd monitors, lcd modules. current value is marked on the over coating. please refer to ratings table on next page. size 10 1005 code metric 20 0603 16 1608 0402 3-digit inch 0805 2012 1206 32 3216 rated current e.g. : 501=0.5a          132=1.25a          202=2.0a option code code clearing time ab lb aa within 5s under 200% of rated current within 120s under  200% of rated current ad within 5s under 250% of rated current fcc fhc b paper tape 1,000pcs. 5,000pcs. all styles fcc16 fhc16 fcc20 fhc20 fcc32 fhc32 tp 10,000pcs. fcc10 fhc10 pa * packaging & standard qty. (min.) *refer to tape and packaging information on pages 54 and 55. bulk (loose package) press-pocket paper tape (2mm pitch) 0.4    0.05 th 10,000pcs. fcc10(lb) paper tape (2mm pitch) fcc10 1005 0402 0.5    0.05 0.2  0.1   0.25  0.10  0.35 max. 1.0  0.05 0.6mg  ratings/option code  �  ad, ab, aa  ratings/option code  �  lb style w l metric inch hcd *unit weight/pc. *values for reference 30 product specifications contained in this catalogue are subject to change at any time without notice. please confirm specificati ons with your order.  2 rohs 3

 kamaya ohm chip fuses; rectangular type                                               fcc   fhc  ratings/option code : ad (fast-acting type)  performance characteristics    the voltage drop shall not have increased by more than 10% of the value measured before the test 75  c  max. description requirements carrying capacity no visible damage solderability no visible damage. meet electrical requirement endurance (rated load) at least 95% of the terminal surface must be covered by new solder bend strength of the face plating temperature rise on the surface resistance to soldering heat clause 8.3 no fusing 1mm/s, amount of bend : 3 mm carrying current : rated current     110%, 70  c, 1h. clause 8.5 be immersed into solder at 235  c for 2s. clause 8.7 be immersed into solder at 260  c for 10s. clause 9.4 at normal condition. rated current   1.05, 1h"on", a quarter"off",100 cycles. rated current   1.25, 1h. ambient temperature : 10  c~30  c carrying current : rated current test methods note. please contact kamaya for special applications. iec 60127-4 iec 60127-4 iec 60127-4 iec 60127-4 style size inch metric mark internal resistance m ohm max. interrupting rating time/current characteristics working temperature range  c code a rated current 151 201 251 321 401 501 631 801 102 132 162 202 252 322 151 201 251 321 401 501 631 801 102 132 162 202 252 322 402 401 501 631 801 102 132 162 202 252 322 402 502 201 251 321 401 501 631 801 102 132 152 162 202 252 322 402 502 o z c d e f i k l m n s t u od zd cd dd ed fd id kd ld md nd sd td ud xd 401 501 631 801 102 132 162 202 252 ud xd yd 201 251 321 401 501 631 801 102 132 152 162 202 252 ud xd yd 0.15 0.2 0.25 0.315 0.4 0.5 0.63 0.8 1.0 1.25 1.6 2.0 2.5 3.15 0.15 0.2 0.25 0.315 0.4 0.5 0.63 0.8 1.0 1.25 1.6 2.0 2.5 3.15 4.0 0.4 0.5 0.63 0.8 1.0 1.25 1.6 2.0 2.5 3.15 4.0 5.0 0.2 0.25 0.315 0.4 0.5 0.63 0.8 1.0 1.25 1.5 1.6 2.0 2.5 3.15 4.0 5.0 2,700 1,000 750 620 340 290 210 150 120 90 55 40 36 26 4,000 1,800 1,000 750 330 280 200 130 110 85 70 55 45 26 19 330 270 190 130 100 80 65 55 40 26 19 14 1,800 1,000 750 350 295 200 140 110 85 78 75 65 45 26 19 14 fcc10 1005 0402 1608 0603 2012 0805 3216 1206 fhc10 fcc16 fhc16 fcc20 fcc32 fhc20 fhc32 24vd.c. y 35a 36vd.c. y 35a 32vd.c. y 35a 50vd.c. y 50a 64vd.c. y 50a 32vd.c. y 50a 30vd.c. y 35a 24vd.c. y 35a 50vd.c. y 35a 32vd.c. y 35a 32vd.c. y 50a 24vd.c. y 50a  55 ? 125 rated current  250% opening time 5s max. 31 product specifications contained in this catalogue are subject to change at any time without notice. please confirm specificati ons with your order.  2 rohs 3

 32 product specifications contained in this catalogue are subject to change at any time without notice. please confirm specificati ons with your order.  2 rohs 3 kamaya ohm chip fuses; rectangular type                                               fcc   fhc  55  125 501 631 801 102 132 162 202 252 501 631 801 102 132 162 202 252 0.5 0.63 0.8 1.0 1.25 1.6 2.0 2.5 270 190 130 100 80 65 55 40 2012 0805 fcc20 50vd.c.  50a rated current  200% opening time  120s max.  ratings/option code : ab (fast-acting type) style size code inch metric a rated current mark internal resistance m ohm max. interrupting rating time/current characteristics working  temperature range  c please contact kamaya sales dept, if you need to confirm inrush current endurance,  anti-pulse performance etc. we can provide application guide for fcc, fhc selection. note  recommended derating for rated current    nominal derating option code ad:nominal derating     80% of rated current option code ab,lb:nominal derating     70% of rated current    temperature derating please refer to the following graph regarding the current derating value for  ambient temperature. ex.) if fcc16 102ab (rated current:1.0a) is used under ambient temperature 70  c, kamaya recommends, less than the current value derated as below, rated current � 1.0a   (nominal derating : 70%  temperature derating : 100%) =0.7a 100 0  55 125 70 ambient temperature(  c) temperature derating percentage of the rated current(%) style size code inch metric a rated current mark internal resistance m ohm max. interrupting rating time/current characteristics working  temperature range  c 201 251 321 401 501 631 751 801 102 132 152 162 202 252 201 251 321 401 501 631 751 801 102 132 152 162 202 252 501 631 801 102 132 162 202 252 z c d e f i a k l m h n s t zb cb db eb fb ib ab kb lb mb hb nb sb tb fb ib kb lb mb nb sb tb 0.2 0.25 0.315 0.4 0.5 0.63 0.75 0.8 1.0 1.25 1.5 1.6 2.0 2.5 0.2 0.25 0.315 0.4 0.5 0.63 0.75 0.8 1.0 1.25 1.5 1.6 2.0 2.5 0.5 0.63 0.8 1.0 1.25 1.6 2.0 2.5 2,400 1 ,000 750 620 340 290 220 210 150 120 100 90 55 40 3,200 1,800 1,000 750 330 280 210 200 130 110 95 85 70 40 330 270 190 130 100 80 65 40 1005 0402 1608 0603 2012 0805 fcc10 fhc10 fcc16 fhc16 fcc20 fhc20 36vd.c. y 35a 32vd.c. y 35a 50vd.c. y 50a 32vd.c. y 50a 30vd.c. y 35a 24vd.c. y 35a  55 ? 125 rated current  200% opening time 5s max.  rating/option code : aa (fast-acting type)  55  125 321 3 0315 750 1005 0402 fcc10 30vd.c.  35a rated current  200% opening time  5s max. style size code inch metric a rated current mark internal resistance m ohm max. interrupting rating time/current characteristics working  temperature range  c  rating/option code : lb (fast acting type 
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