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		  Datasheet File OCR Text:


		  one magnetics pkwy, gowanda, ny 14070 ? (t) 716-532-2234 ? (f) 716-532-2702 ? sales@gowanda.com    www.gowanda.com mlp5025    power inductors - military approved m27/367 ferrite core .230/.250 (5.84/6.35) over  terminal  .055/.075  (1.40/1.91)   .050 (1.27) min. typ. 20 ref (3.04) .490/.510 (12.45/12.95) recommended foot  print .130 (3.30)  .440 centers (1 1.18)  .165 (4.19) marking:  m27/367-xx (mil dash #)     mlp5025-xxxl     xxxxy (date code & lot code)     24226   .210/.230 (5.33/5.84)     part   mil dash   l h 15%  dcr ohms  current rating   incremental current   number  number  @1 khz *  max  amps  amps ** mlp5025-220l	 01	 0.22	 .0080	 7.00	 7.00 mlp5025-270l	 02	 0.27	 .0085	 6.75	 6.75 mlp5025-330l	 03	 0.33	 .0090	 6.50	 6.50 mlp5025-390l	 04	 0.39	 .0095	 6.25	 6.25 mlp5025-470l	 05	 0.47	 .0100	 6.00	 6.00 mlp5025-560l	 06	 0.56	 .0105	 5.80	 5.80 mlp5025-680l	 07	 0.68	 .0110	 5.70	 5.70 mlp5025-820l	 08	 0.82	 .0120	 5.60	 5.60 mlp5025-101l	 09	 						1.0	 									.013	 5.50	 5.50 mlp5025-121l	 10	 						1.2	 									.018	 4.69	 4.69 mlp5025-151l	 11	 						1.5	 									.020	 4.45	 4.45 mlp5025-181l	 12	 						1.8	 									.021	 4.34	 4.34 mlp5025-221l	 13	 						2.2	 									.029	 3.70	 3.70 mlp5025-271l	 14	 						2.7	 									.034	 3.41	 3.41 mlp5025-331l	 15	 						3.3	 									.038	 3.23	 3.23 mlp5025-391l	 16	 						3.9	 									.042	 3.07	 3.07 MLP5025-471L	 17	 						4.7	 									.047	 2.90	 2.90 mlp5025-561l	 18	 						5.6	 									.051	 2.79	 2.79 mlp5025-681l	 19	 						6.8	 									.058	 2.61	 2.61 mlp5025-821l	 20	 						8.2	 									.063	 2.51	 2.51 mlp5025-102l	 21	 				10	 									.071	 2.36	 2.36 mlp5025-122l	 22	 				12	 									.079	 2.24	 2.24 mlp5025-152l	 23	 				15	 									.089	 2.11	 2.11 mlp5025-182l	 24	 		18	 			.119	 1.82	 1.82 mlp5025-222l	 25	 		22	 			.152	 1.61	 1.61 mlp5025-272l	 26	 		27	 			.179	 1.48	 1.48 mlp5025-332l	 27	 		33	 			.222	 1.33	 1.33 mlp5025-392l	 28	 		39	 			.315	 1.12	 1.12 mlp5025-472l	 29	 		47	 			.362	 1.04	 1.04 mlp5025-562l	 30	 		56	 			.397	 1.00	 1.00 mlp5025-682l	 31	 		68	 			.418	 	.97	 	.97 mlp5025-822l	 32	 		82	 			.604	 	.81	 	.81 mlp5025-103l	 33	 100	 			.672	 	.76	 	.76 mlp5025-123l	 34	 120	 			.735	 	.73	 	.73 mlp5025-153l	 35	 150	 			.998	 	.63	 	.63 mlp5025-183l	 36	 180	 1.37	 	.53	 	.53 mlp5025-223l	 37	 220	 1.58	 	.50	 	.50 mlp5025-273l	 38	 270	 1.77	 	.47	 	.47 mlp5025-333l	 39	 330	 2.51	 	.39	 	.39 mlp5025-393l	 40	 390	 2.73	 	.38	 	.38 mlp5025-473l	 41	 470	 3.25	 	.35	 	.35 mlp5025-563l	 42	 560	 3.75	 	.33	 	.33 mlp5025-683l	 43	 680	 4.31	 	.30	 	.30 mlp5025-823l	 44	 820	 6.04	 	.26	 	.26 mlp5025-104l	 45	 				1000	 6.90	 	.24	 	.24 mlp5025-124l	 46	 				1200	 								10.0	 	.20	 	.20 mlp5025-154l	 47	 				1500	 								12.5	 			.178	 			.178 mlp5025-184l	 48	 				1800	 								16.0	 			.157	 			.157 mlp5025-224l	 49	 				2200	 								20.0	 			.141	 			.141 mlp5025-274l	 50	 				2700	 								23.0	 			.131	 			.131 mlp5025-334l	 51	 				3300	 								25.0	 			.126	 			.126 mlp5025-394l	 52	 				3900	 								33.0	 			.110	 			.110 mlp5025-474l	 53	 				4700	 								37.0	 			.103	 			.103 mlp5025-564l	 54	 				5600	 								40.0	 			.100	 			.100 mlp5025-684l	 55	 				6800	 								62.0	 			.080	 			.080 mlp5025-824l	 56	 				8200	 								66.0	 			.077	 			.077 mlp5025-105l	 57	 		10000	 								74.0	 			.071	 			.071 mlp5025-125l	 58	 		12000	 								93.0	 			.065	 			.065 mlp5025-155l	 59	 		15000	 						105.0	 			.061	 			.061 mlp5025-185l	 60	 		18000	 						143.0	 			.052	 			.052 mlp5025-225l	 61	 		22000	 						160.0	 			.050	 			.050 n otes: ? 	 operating	temperature	-55c	to	+130c ?	grade	5,	encapsulated ?	weight	maximum	1.5	grams ?	dwv	1000	vrms	@	sea	level	 	 	 		500	vrms	@	70,000	feet ?	rated	current	is	based	on	a	45c	 	 	 temperature	rise	at	an	ambient	temperature		 of	85c	(ferrite) *	measured	at	1	v	ac	open	circuit	with	no	dc	 current	at	1	khz **	the	dc	current	at	which	the	inductance	will 	 decrease	by	a	maximum	of	5	percent	from	 the	inductance	at	zero	dc	current tape   and reel specs: pcs./reel	 maximum:	 	 800	 pitch	between	 parts:	 	 12	mm tape	width:	 	 24	mm reel	diameter	 inches:	 	 13 in.	(mm) qpl power inductors - surface mount
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