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		  technical data sheet    1.6/5.6  iii. generation  termination plug  88S1RR-001H3     rosenberger hochfrequenztechnik gmbh & co. kg    tel.: +49 8684  18-0  page   p.o.box 1260     d-84526 tittmoning     germany    fax: +49 8684 18-499    www.rosenberger.de    email: info@rosenberger.de   1 / 2  rf_35/12.04/3.0        all dimensions are in mm; tolerances according to iso 2768 m-h    interface  according to  cecc 22 240      documents     n/a        material and plating  connector parts  material  plating  center contact   brass  gold, min. 1.27 m, over nickel  outer contact  beryllium copper  gold, min. 1.27 m, over nickel  body  brass  white bronze(e.g. optalloy?)  coupling nut  brass  nickel, 2.5-5 m  dielectric peek/ptfe  substrate     al 2 o 3       

 technical data sheet    1.6/5.6  iii. generation  termination plug  88S1RR-001H3     rosenberger hochfrequenztechnik gmbh & co. kg    tel.: +49 8684  18-0  page   p.o.box 1260     d-84526 tittmoning     germany    fax: +49 8684 18-499    www.rosenberger.de    email: info@rosenberger.de   2 / 2  rf_35/12.04/3.0  electrical data  impedance 75  ?    frequency  dc to 2.5 ghz  return loss    23.1 db, dc to 2.5 ghz   center contact resistance    4 m ?   outer contact resistance    2 m ?   power handling   1 w at 25c    derated linearity to 0 watts at 125c      mechanical data  mating cycles    500  engaging and disengaging force  2.2 n to 12 n          environmental data  temperature range  -40c to +85c      tooling     n/a       suitable cables   n/a      packing  standard   100 pcs in blister    weight 5.3 g/pce         draft  date  approved  date    rev.  engineering change number  name  date  kerstin herzog   02/08/05  frank wei?   10/11/05   a00  04-0130  frank wei?  10/11/05  while the information has been carefully compiled to the best of our knowled g e, nothin g  is intended as representation or warranty on  our part and no statement herein shall be  construed as recommendation to infrin g e existin g  patents. in the effort to improve our  products, we reserve the right to ma ke changes judged to be necessary. 
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