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		  Datasheet File OCR Text:


		        2 in 1 power transformer < smd type: cls series>       type: cls62      please refer to the sales offices on our website fo r a representative near you  www.sumida.com                                                                1/2     1.3 6 . 0 1 . 2 3. 5 6.6  0.5 max.2.5 7.5  0.5 6.7  0.5 3. 5  0. 2 0. 7  0. 1 6. 8  0. 5    product description   ? 7.3  7.1mm max.(l  w), 2.5mm max. height.    ? inductance range: 10  h  39mh, rated current range: 37ma  700ma  ? in addition to the typical versions of parameters s hown here,    custom designs are available to meet your exact req uirements.       feature  ? ?? ? magnetically shielded construction.  ? ?? ? ideally used in power supply of dsc ? dvc ? note pc .  ? ?? ? rohs compliance       dimensions (mm)                                                                                                 schematics (bottom)                                                    land pattern (mm)                                                               10  h  22  h                 27  h  220  h  270  h  390  h                 470  h  3.9mh    ? s? indicates winding start.           2 1 3 4 s 2 1 3 4 s s

       2 in 1 power transformer < smd type: cls series>       type: cls62      please refer to the sales offices on our website fo r a representative near you  www.sumida.com                                                                2/2       specification     no.   part name  stamp   used  of  terminal   inductance    within     1  d.c.r  (  )[max.]  (at 20  )   2   rated  current   (ma)  3  1  CLS62NP-100NC  100  4  10  h  30%  200m(154m)  700  2  cls62np-120nc  120  4  12  h  30%  220m(169m)  616  3  cls62np-150nc  150  4  15  h  30%  291m(224m)  572  4  cls62np-180nc  180  4  18  h  30%  307m(236m)  524  5  cls62np-220nc  220  4  22  h  30%  355m(273m)  468  6  cls62np-270nc  270  2  27  h  30%  412m(317m)  432  7  cls62np-330nc  330  2  33  h  30%  456m(351m)  392  8  cls62np-390nc  390  2  39  h  30%  580m(446m)  372  9  cls62np-470nc  470  2  47  h  30%  671m(516m)  340  10   cls62np-560nc  560  2  56  h  30%  735m(565m)  284  11   cls62np-680nc  680  2  68  h  30%  981m(761m)  276  12   cls62np-820nc  820  2  82  h  30%  1.11(851m)  256  13   cls62np-101mc  101  2  100  h  20%  1.25(1.00)  228  14   cls62np-121mc  121  2  120  h  20%  1.40(1.12)  208  15   cls62np-151mc  151  2  150  h  20%  1.85(1.48)  188  16   cls62np-181mc  181  2  180  h  20%  2.11(1.69)  168  17   cls62np-221mc  221  2  220  h  20%  2.54(2.03)  160  18   cls62np-271mc  271  4  270  h  20%  4.13(3.30)  144  19   cls62np-331mc  331  4  330  h  20%  4.35(3.48)  128  20   cls62np-391mc  391  4  390  h  20%  4.86(3.89)  120  21   cls62np-471mc  471  2  470  h  20%  6.64(5.31)  104  22   cls62np-561mc  561  2  560  h  20%  7.25(5.80)  96  23   cls62np-681mc  681  2  680  h  20%  8.18(6.54)  88  24   cls62np-821mc  821  2  820  h  20%  9.68(7.74)  80  25   cls62np-102kc  102  2  1.0 mh  10%  15.4(12.3)  72  26   cls62np-122kc  122  2  1.2 mh  10%  18.1(14.5)  70  27   cls62np-152kc  152  2  1.5 mh  10%  18.8(15.0)  64  28   cls62np-182kc  182  2  1.8 mh  10%  20.6(16.5)  55  29   cls62np-222kc  222  2  2.2 mh  10%  32.3(25.8)  50  30   cls62np-272kc  272  2  2.7 mh  10%  36.8(29.4)  46  31   cls62np-332kc  332  2  3.3 mh  10%  40.9(32.7)  40  32   cls62np?392kc  392  2  3.9 mh  10%  48.8(39.0)  37     1:measured frequency            inductance        10  h     82  h        at 2.52mhz                                                                                                                100  h     3.9mh      at 1khz                 2:(   ) are typical value.         3:this indicates the value of current when the indu ctance is 10% lower than its  initial value at d.c. superposition or d.c. current  when   t=40    whichever is  lower.(ta=20  ) 
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