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		  Datasheet File OCR Text:


		  1.00mm (.039) pitch   mezzanine connectors   meets ieee 1386 standard (64 circuit)   dual row, smt, vertical stacking   leaf-style design protects pins   low insertion force   for use in combinations of 1 to 4 mated pairs   current: 1.0a   housing: glass-?lled lcp, ul 94v-0   contacts: phosphor bronze   plating: 30? gold min. (except where noted)   rohs compliant lead free process compatible mated stack height pegs packaging order no. 64 circuit 84 circuit plug receptacle plug receptacle 8.00mm (.315") yes tape and reel 71436-0464 71439-0464 71741-2001 71742-0003* or 71742-0006 yes tube 71436-0164 71439-0164 contact molex 71742-0004 no tape and reel 71436-0864 71439-0864 71741-2002 71742-0001* or 71742-0005 no tube 71436-0564 contact molex contact molex contact molex 9.00mm (.354") yes tape and reel 71436-1464 71439-0464 yes tube 71436-1164 71439-0164 no tape and reel 71436-1864 71439-0864 no tube 71436-1564 contact molex 10.00mm (.394") yes tape and reel 71436-2464 71439-0464 71741-0002* or 71741-0004 71742-0003* or 71742-0006 yes tube 71436-2164 71439-0164 71741-0001* 71742-0004 no tape and reel 71436-2864 71439-0864 71741-0003 71742-0001* or 71742-0005 no tube 71436-2564 contact molex contact molex contact molex 11.00mm (.433") yes tape and reel 71436-1464 71439-1464 yes tube 71436-1164 71439-1164 no tape and reel 71436-1864 71439-1864 no tube 71436-1564 71439-1564 12.00mm (.472") yes tape and reel 71436-2464 71439-1464 71741-0002* or 71741-0004 71742-2001* or 71742-2003 yes tube 71436-2164 71439-1164 71741-0002* or 71741-0004 71742-2002* no tape and reel 71436-2864 71439-1864 contact molex contact molex no tube 71436-2564 71439-1564 contact molex contact molex 13.00mm (.512") yes tape and reel 71436-2464 71439-2464 71741-2001 71742-3003 yes tube 71436-2164 71439-2164 contact molex contact molex no tape and reel 71436-2864 71439-2864 71741-2002 71742-3001 no tube 71436-2564 contact molex contact molex contact molex 14.00mm (.551") yes tape and reel 71436-1464 71439-3464 yes tube 71436-1164 71439-3164 no tape and reel 71436-1864 71439-3864 no tube 71436-1564 71439-3564 15.00mm (.591") yes tape and reel 71436-2464 71439-3464 71741-0002* or 71741-0004 71742-3003 yes tube 71436-2164 71439-3164 71741-0001* contact molex no tape and reel 71436-2864 71439-3864 71741-0003 71742-3001 no tube 71436-2564 71439-3564 contact molex contact molex note:  these order numbers are the recommended plug and receptacle combinations for mated stack heights per eia standard 700 aaab. per eia standard, board stack height measured from facing surfaces of parallel circuit boards includes solder  thickness allowance of 0.10mm (.004) per side. *.25 mm (10") gold plating plug receptacle information

 visit our website at www.molex.com order no. usa-085 rev. 1  printed in usa/5k/ji/ji/2006.01  ?2006, molex 1.00mm (.039) pitch   mezzanine connectors applications as the need for faster signal speeds increases, the  need for better performance and signal integrity  performance of connectors also increases.  the  1.00mm (.039) mezzanine connectors from molex  provide the excellent performance required by todays  high speed systems.  for example, molex 1.00mm  (.039)  mezzanine connectors can be used in a 5.0  gbps application by using grounds between each  differential pair (g-s-s-g), resulting in a differential  impedance of 100 ohms +/- 10% and 2.23% next at  a 50psec (10/90%) risetime.  at C3db, the insertion  loss for the molex 1.00mm (.039) mezzanine  connectors is 7.3ghz.  at C10db, the differential  return loss is 6.2ghz.  these mezzanine connectors  can comfortably handle the higher speed data rates  required for pci express as the 1x standard moves  toward 4.0 to 5.0 gbps.   vme, cpci and atca cards   lan and wan network cards   telecommunications   pcs   printers   workstations   digital and analog i/o cards   controller cards   graphics cards   bus analyzers   instrumentation equipment 90 91 92 93 94 95 96 97 98 99 10 0 10 1 10 2 10 3 10 4 10 5 0.80 1. 00 1. 20 1. 40 1. 60 1.80 2. 00 2. 20 2. 40 2. 60 2. 80 3.00 3. 20 3. 40 3. 60 ti me ,  ns 50 ps 7 5ps 100p s 15 0p s 20 0p s 3 00p s backplane daughter board mezzanine board americas headquarters lisle, illinois 60532 u.s.a. 1-800-78molex amerinfo@molex.com far east north headquarters yamato, kanagawa, japan 81-462-65-2324 feninfo@molex.com far east south headquarters jurong, singapore 65-6-268-6868 fesinfo@molex.com european headquarters munich, germany 49-89-413092-0 eurinfo@molex.com corporate headquarters 2222 wellington ct. lisle, il 60532 u.s.a. 630-969-4550  fax:630-969-1352 standard mezzanine (71436/71439) 10.00mm (.394") stack height:   differential impedance, all rise times are 10%-90%
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