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		  Datasheet File OCR Text:


		  switch function spst- 2 through 10 and 12 positions switch contact resistance insulation resistance 1,000 megohms minimum between  insulated terminals dielectric strength 500 vdc for 1 minute between adjacent switches nonswitching rating 100 ma or 50 vdc maximum switch capacitance 5 pf maximum between adjacent closed switches operating t emperature C40c to +85c actuation life series 209: 2,000 cycles switching @ 100 ma,  20 vdc or @ .1 ma, 5 vdc (dry circuit) series 210: 1,000 cycles switching @ 100 ma,  20 vdc or @ .1 ma, 5 vdc (dry circuit) allowable solder time up to 5 seconds at 260c vibration per mil-std-202f, method 204d, condition b  (.06" or 15 gs between 10 hz to 2k hz) with no contact inconsistencies greater than 1 microsecond. shock per mil-std-202f, method 213b, condition a  (50 gs) with no contact inconsistencies greater than 1 microsecond. sealing standard bottom seal  optional top tape seal  a u t o - d i p ? s w i t c h a u t o ma t i c a l l y i n ser t a b l e , w a v e sol d er a b l e , b o a r d w a s h a b l e d i p s w i t c h optimized mechanical features ? fully sealed to withstand insertion shock, wave solder temperatures, and board washing ? positive detent separated from contactor ? compatible with amistar, dynapert, universal, netco assembly and other machines optimized contact system ? redundant, wiping contact ? contactor does not deflect during actuation materials ? series 209 - gold plated beryllium copper contacts  ? series 210 - gold flash plated beryllium copper contacts  ? high temperature materials (ul94v-0) electrical and mechanical specifications   series 209 C premium auto-dip switches series 210 C economical auto-dip switches features ? available low profile, medium and extended height     actuator ? rohs compliant  1 - 2                                                   c ts  e le c t rocomponents   www .cts c orp . c o m switch serie  s initial, max  . end of life, max. 20 9 25 milliohms                  50 millohms 21 0 100 milliohms               500 millohms  packaging standard : anti-static tube packaging ? 2008 cts corporation. all rights reserved. information subject to change. 12/30/0 8 ? electrocomponents series 209/210 data sheet data sheet through hole dip switch

 cts auto-dip ? series con  t act fe  a tures 1 . v a lu e  o f re dund a n t (b i f urc a t e d ) c on t a c t s : redun d a n c y drama tically reduces  the probabili t y o f con tac t failure , i m p r o v i n g r e l iabi l i t y . 2 . v a lu e  o f  wiping  c ontact ac t i o n : c l e a n con tac t area , i m p r ovi n g r e l iabi l i t y . 3 . v a lu e  o f c ontact o r n o t def lec t i n g during  a c tua tion : constant contact pressure elimina tes overs tres s i n g con tac t s , i m p r ovi n g r e l iabi l i t y . 4 . v a lu e  o f dete n t  s e parate f r o m c onta c t o r : separa t e de ten t a l l o w s op timiza tion o f nonde flec ting con ta c t o r and de ten t designs , i m p r o v i n g r e l iabi l i t y . d i m e ns i o n : m m in c h 0.70 3.62 6.700.25 .143 .264.010 .028 tr a ve l -.000 +.005 -0.00 +0.15 +0.05 .012 0.30 ty p . ty p . .315 .325 .150 .100 .059 .022.003 .126  "a" 2.54 1.50 0.550.08 3.2 3.80 8.00 8.25 +0.64 -0.38 +.025 -.015 .010 0.25 ty p . -0.10 -.004 +.002 series design a tion(209, 210)  .039 1.0 x45 chamfer (2) on 1 2 3 4 5 10 1 1 12 cts 9 0 2 switch 1 1.63/.458 21.79/.858 26.87/1.058 31.95/1.258 24.33/.958 16.71/.658 19.25/.758 14.17/.558 "a" dimension 9.09/.358 6.55/.258 4 8 12 10 9 7 6 5 no. of 3 2 positions overal l d a te code -.000 +.005 -0.00 +0.15 .315 .300 8.00 7.62 +0.64 -0.38 +.025 -.015 .010 0.25 straigh t termina l auto insertable terminal 2.54 .100 ty p . .300 7.62 ty p . ? 0.8 typ. ordering information 209/210 m s t x x : no .  of positi on m : m e d i u m  a c t u a t o r (0.25mm/.010) l p : l ow p r ofi l e  ( f l u s h ) t : top tape sea l s : botto m  sea l 12 n o t  a v ailabl e o n  ext en d ed a ct u a t o r * * e :   exte n d e d h eig h t a c t u ato r( 0 . 6m m /. 0 2 4  ) f :  ship at off position  blank :  ship at on position  f d C d : straight terminal blank : auto-insertable terminal 2 - 2                                      c ts  e le c t roni c   componen ts        www .cts c orp . c o m 4.58 max ? 2008 cts corporation. all rights reserved. information subject to change. 12/30/0 8 2. wiping contact action 1. redundant      (bifurcated)      cross radial      contactor 3. contactor does not     deflect during actuation 4. detent separate     from contactor blank :  no top tape seal
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