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		  Datasheet File OCR Text:


		   phase-out varistors avts www.schurter.com/pg0 3 fuses last order date: 31.10.2012 disc size: 5 mm disc size: 10 mm disc size: 20 mm 11 - 95  vac   250 - 10000  a  5 - 20  mm description -	radial 	leaded	 varistor -	short 	 reaction	time -	low 	leackage	 current standards ul	1449	-	 transient	 voltage	surge	 suppressors approvals -	ul 	file	number:	e340137	(ul	1449) applications -	surge 	 protection -	secondary 	 protection	dc	and	ac -	automotive 	applications references packaging	detail s 	 weblinks pd f ,	 htm l ,	 general	 product	informatio n ,	 approval s ,	 roh s ,	 china-roh s ,	 e-sho p ,	 schurter-stock-chec k ,	 distributor-stock-chec k technical data rated	 voltage 11	-	95	 vac, 	14	-	127	 vdc disc	size 5	-	20	 mm peak	 current	8/20	s,	1	pulse 250	-	10000	a max.	energy	absorption	 10/1000	s 0.6	-	106	 j current/energy 	derating	above	 85	c -	2.5%	/	c	 voltage/temperature 	 coeffi - cient -	0.05%	/	c	 mounting pcb,tht admissible	ambient	air	 temp. -	40	 c	to	125	 c material:	 terminals tin-plated 	copper	alloy material:	 tube zinc	oxide storage	conditions 0	 c	to	60	 c	max.	70%	 r.h. product 	marking ,	 order	 number,	 approvals,	data	 code   soldering	methods wave solderability 235	 c	/	2	 sec	acc.	to	iec	60068-2-20,	 test 	 ta,	method	1 resistance	to	soldering	heat 260	 c	/	5	 sec	acc.	to	iec	60068-2-20,	 test 	tb,	method	1a insulation	resistance >10'000	m  hipot	encapsulation 2500	vdc impulse	response	 time <	50	ns dc	leackage	 current <	200	a flammability ul	 94v-0 dimensions   25 0070.306 1 a max e max b max c f d g d  +0.5 drilling diagram

  phase-out varistors avts www.schurter.com/pg0 3 fuses dimensions rated  voltage disc size a max b max c d e f g order number [vac] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] 11 5 7 8.5 5 0.6 3.3 1.2 5.1 0070.1111.xx 11 7 9 11 5 0.6 3.4 1.2 5.1 0070.1121.xx 11 10 12 14.5 7.5 0.8 4 1.4 7.6 0070.1141.xx 11 14 15.5 18.5 7.5 0.8 4 1.4 7.6 0070.1161.xx 11 20 21.5 25.5 10 1 4.5 1.5 10.1 0070.1181.xx 14 5 7 8.5 5 0.6 3.4 1.3 5.2 0070.1411.xx 14 7 9 11 5 0.6 3.5 1.3 5.2 0070.1421.xx 14 10 12 14.5 7.5 0.8 4.2 1.5 7.6 0070.1441.xx 14 14 15.5 18.5 7.5 0.8 4.2 1.5 7.6 0070.1461.xx 14 20 21.5 25.5 10 1 4.6 1.6 10.1 0070.1481.xx 17 5 7 8.5 5 0.6 3.5 1.4 5.2 0070.1711.xx 17 7 9 11 5 0.6 3.6 1.4 5.2 0070.1721.xx 17 10 12 14.5 7.5 0.8 4.4 1.6 7.7 0070.1741.xx 17 14 15.5 18.5 7.5 0.8 4.4 1.7 7.7 0070.1761.xx 17 20 21.5 25.5 10 1 4.8 1.8 10.2 0070.1781.xx 20 5 7 8.5 5 0.6 3.5 1.2 5.1 0070.2011.xx 20 7 9 11 5 0.6 3.6 1.2 5.1 0070.2021.xx 20 10 12 14.5 7.5 0.8 4.5 1.8 7.7 0070.2041.xx 20 14 15.5 18.5 7.5 0.8 4.6 1.9 7.7 0070.2061.xx 20 20 21.5 25.5 10 1 5.1 2.1 10.2 0070.2081.xx 25 5 7 8.5 5 0.6 3.6 1.3 5.2 0070.2511.xx 25 7 9 11 5 0.6 3.7 1.3 5.2 0070.2521.xx 25 10 12 14.5 7.5 0.8 4.2 1.6 7.7 0070.2541.xx 25 14 15.5 18.5 7.5 0.8 4.2 1.7 7.7 0070.2561.xx 25 20 21.5 25.5 10 1 4.7 1.8 10.2 0070.2581.xx 30 5 7 8.5 5 0.6 3.6 1.5 5.2 0070.3011.xx 30 7 9 11 5 0.6 3.7 1.5 5.2 0070.3021.xx 30 10 12 14.5 7.5 0.8 4.4 1.7 7.7 0070.3041.xx 30 14 15.5 18.5 7.5 0.8 4.4 1.8 7.7 0070.3061.xx 30 20 21.5 25.5 10 1 4.9 2 10.2 0070.3081.xx 35 5 7 8.5 5 0.6 3.7 1.6 5.2 0070.3511.xx 35 7 9 11 5 0.6 3.9 1.6 5.2 0070.3521.xx 35 10 12 14.5 7.5 0.8 4.4 1.8 7.7 0070.3541.xx 35 14 15.5 18.5 7.5 0.8 4.5 2 7.8 0070.3561.xx 35 20 21.5 25.5 10 1 5.1 2.2 10.2 0070.3581.xx 40 5 7 8.5 5 0.6 3.9 1.8 5.3 0070.4011.xx 40 7 9 11 5 0.6 4.1 1.8 5.3 0070.4021.xx 40 10 12 14.5 7.5 0.8 4.8 2.1 7.8 0070.4041.xx 40 14 15.5 18.5 7.5 0.8 4.9 2.2 7.8 0070.4061.xx 40 20 21.5 25.5 10 1 5.4 2.4 10.3 0070.4081.xx 50 5 7 8.5 5 0.6 3.3 1.2 5.1 0070.5011.xx 50 7 9 11 5 0.6 3.3 1.2 5.1 0070.5021.xx 50 10 12 14.5 7.5 0.8 3.9 1.4 7.6 0070.5041.xx 50 14 15.5 18.5 7.5 0.8 3.9 1.4 7.6 0070.5061.xx 50 20 21.5 25.5 10 1 4.3 1.5 10.1 0070.5081.xx 60 5 7 8.5 5 0.6 3.3 1.2 5.1 0070.6011.xx 60 7 9 11 5 0.6 3.3 1.2 5.1 0070.6021.xx 60 10 12 14.5 7.5 0.8 4 1.4 7.6 0070.6041.xx 60 14 15.5 18.5 7.5 0.8 4 1.5 7.6 0070.6061.xx 60 20 21.5 25.5 10 1 4.4 1.6 10.1 0070.6081.xx 75 5 7 8.5 5 0.6 3.4 1.3 5.2 0070.7511.xx 75 7 9 11 5 0.6 3.6 1.3 5.2 0070.7521.xx 75 10 12 14.5 7.5 0.8 4.2 1.5 7.6 0070.7541.xx 75 14 15.5 18.5 7.5 0.8 4.2 1.5 7.6 0070.7561.xx

 3 phase-out varistors avts www.schurter.com/pg0 3 fuses rated  voltage disc size a max b max c d e f g order number [vac] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] 75 20 21.5 25.5 10 1 4.6 1.6 10.1 0070.7581.xx 95 5 7 8.5 5 0.6 3.4 1.3 5.2 0070.9511.xx 95 7 9 11 5 0.6 3.4 1.3 5.2 0070.9521.xx 95 10 12 14.5 7.5 0.8 4 1.5 7.6 0070.9541.xx 95 14 15.5 18.5 7.5 0.8 4 1.5 7.6 0070.9561.xx 95 20 21.5 25.5 10 1 4.5 1.6 10.1 0070.9581.xx electrical 	 parameters 	 can 	 be 	 found 	 in 	 the 	 table 	 of 	 variants 	 below. temperature derating curves rated voltage, peak current, energy absorption percentage of rated values [%] 0 10 20 30 40 50 60 70 80 90 100 110 -5 0 - 25 -0 25 50 75 100 125 15 0 ambient temperature [c] variants rated  voltage rated  voltage disc  size peak  current,  8/  0   s,    pulse peak  current,  8/  0   s,    pulses energy,   0/  000   s min. vol - tage @    ma dc max. vol - tage @    ma dc max.  clamping  voltage peak  current,  8/  0   s,  clamping typ. capa - city   @    khz order number [vac] [vdc] [mm] [a] [a] [j] [v] [v] [v] [a] [pf] 11 14 5 250 125 0.6 16 20 40 1 2200 l 0070.1111.xx 11 14 7 500 250 1.1 16 20 36 2.5 3500 l 0070.1121.xx 11 14 10 1000 500 2.6 16 20 36 5 7500 l 0070.1141.xx 11 14 14 2000 1000 5.2 16 20 36 10 18000 l 0070.1161.xx 11 14 20 3000 2000 13 16 20 36 20 37000 l 0070.1181.xx 14 18 5 250 125 0.7 20 24 48 1 2000 l 0070.1411.xx 14 18 7 500 250 1.3 20 24 43 2.5 2800 l 0070.1421.xx 14 18 10 1000 500 3.2 20 24 43 5 6000 l 0070.1441.xx 14 18 14 2000 1000 6.3 20 24 43 10 15000 l 0070.1461.xx 14 18 20 3000 2000 16 20 24 43 20 30000 l 0070.1481.xx 17 22 5 250 125 0.9 24 30 60 1 1600 l 0070.1711.xx 17 22 7 500 250 1.6 24 30 53 2.5 2000 l 0070.1721.xx 17 22 10 1000 500 3.9 24 30 53 5 4000 l 0070.1741.xx 17 22 14 2000 1000 7.8 24 30 53 10 10000 l 0070.1761.xx 17 22 20 3000 2000 19 24 30 53 20 22000 l 0070.1781.xx 20 26 5 250 125 1.1 30 36 73 1 1675 l 0070.2011.xx 20 26 7 500 250 2 30 36 65 2.5 3614 l 0070.2021.xx 20 26 10 1000 500 4.8 30 36 65 5 6655 l 0070.2041.xx 20 26 14 2000 1000 9.5 30 36 65 10 14447 l 0070.2061.xx 20 26 20 3000 2000 24 30 36 65 20 33064 l 0070.2081.xx 25 31 5 250 125 1.2 35 43 86 1 1417 l 0070.2511.xx 25 31 7 500 250 2.4 35 43 77 2.5 3058 l 0070.2521.xx 25 31 10 1000 500 5.6 35 43 77 5 5632 l 0070.2541.xx 25 31 14 2000 1000 11 35 43 77 10 12225 l 0070.2561.xx 25 31 20 3000 2000 28 35 43 77 20 27977 l 0070.2581.xx 30 38 5 250 125 1.5 42 52 99 1 1176 l 0070.3011.xx

  phase-out varistors avts www.schurter.com/pg0 3 fuses rated  voltage rated  voltage disc  size peak  current,  8/  0   s,    pulse peak  current,  8/  0   s,    pulses energy,   0/  000   s min. vol - tage @    ma dc max. vol - tage @    ma dc max.  clamping  voltage peak  current,  8/  0   s,  clamping typ. capa - city   @    khz order number [vac] [vdc] [mm] [a] [a] [j] [v] [v] [v] [a] [pf] 30 38 7 500 250 2.5 42 52 93 2.5 2537 l 0070.3021.xx 30 38 10 1000 500 6.8 42 52 93 5 4673 l 0070.3041.xx 30 38 14 2000 1000 14 42 52 93 10 10144 l 0070.3061.xx 30 38 20 3000 2000 34 42 52 93 20 23215 l 0070.3081.xx 35 45 5 250 125 1.8 50 62 117 1 987 l 0070.3511.xx 35 45 7 500 250 3.4 50 62 110 2.5 2130 l 0070.3521.xx 35 45 10 1000 500 8.1 50 62 110 5 3922 l 0070.3541.xx 35 45 14 2000 1000 16 50 62 110 10 8514 l 0070.3561.xx 35 45 20 3000 2000 41 50 62 110 20 19484 l 0070.3581.xx 40 56 5 250 125 2.2 61 75 138 1 438 l 0070.4011.xx 40 56 7 500 250 5.2 61 75 135 2.5 945 l 0070.4021.xx 40 56 10 1000 500 13 61 75 135 5 1627 l 0070.4041.xx 40 56 14 2000 1000 20 61 75 135 10 3285 l 0070.4061.xx 40 56 20 3000 2000 49 61 75 135 20 7517 l 0070.4081.xx 50 66 5 800 600 3.5 74 90 163 5 364 l 0070.5011.xx 50 66 7 1750 1250 7 74 90 157 10 767 l 0070.5021.xx 50 66 10 3500 2500 14 74 90 147 25 1375 l 0070.5041.xx 50 66 14 6000 5000 28 74 90 147 50 2829 l 0070.5061.xx 50 66 20 10000 7000 56 74 90 147 100 5041 l 0070.5081.xx 60 81 5 800 600 4.5 90 110 190 5 299 l 0070.6011.xx 60 81 7 1750 1250 9 90 110 180 10 629 l 0070.6021.xx 60 81 10 3500 2500 18 90 110 175 25 1128 l 0070.6041.xx 60 81 14 6000 5000 36 90 110 175 50 2319 l 0070.6061.xx 60 81 20 10000 7000 72 90 110 175 100 5264 l 0070.6081.xx 75 102 5 800 600 5.5 108 132 220 5 249 l 0070.7511.xx 75 102 7 1750 1250 11 108 132 220 10 524 l 0070.7521.xx 75 102 10 3500 2500 22 108 132 210 25 940 l 0070.7541.xx 75 102 14 6000 5000 44 108 132 210 50 1933 l 0070.7561.xx 75 102 20 10000 7000 88 108 132 210 100 4387 l 0070.7581.xx 95 127 5 800 600 6.6 135 165 240 5 118 l 0070.9511.xx 95 127 7 1750 1250 13 135 165 255 10 255 l 0070.9521.xx 95 127 10 3500 2500 25 135 165 255 25 469 l 0070.9541.xx 95 127 14 6000 5000 53 135 165 255 50 1019 l 0070.9561.xx 95 127 20 10000 7000 106 135 165 255 100 2331 l 0070.9581.xx packaging unit    .xx	=	 .b1	plastic	bag	(100	pcs.) .xx	=	 .t2	taped&reel: 	 	 11 	-	95	 vac:	5	+	7	mm	disc	size	1500	pieces 	 	 11 	-	95	 vac:	10	mm	disc	size	1000	pieces 	 	 11 	-	95	 vac:	14	mm	disc	size	1000	pieces 	 	 11 	-	95	 vac:	20	mm	disc	size	500	pieces	 .xx	=	 .a2	ammo	pack 	 	 11 	-	95	 vac:	5	+	7	mm	disc	size	1500	pieces 	 	 11 	-	95	 vac:	10	mm	disc	size	1000	pieces 	 	 11 	-	95	 vac:	14	mm	disc	size	1000	pieces 	 	 11 	-	95	 vac:	20	mm	disc	size	500	pieces	

  phase-out varistors avts www.schurter.com/pg0 3 fuses voltage-current curves disc size: 5 mm varistor min. leakage voltage [v] 100 10 500   10 -6   10 -5   10 -4   10 -3   10 -2 0070.9511.xx 0070.7511.xx 0070.6011.xx 0070.5011.xx 0070.4011.xx 0070.3511.xx 0070.3011.xx 0070.2511.xx 0070.2011.xx 0070.1711.xx 0070.1411.xx 0070.1111.xx leakage current dc [a] disc size: 5 mm varistor max. clamp voltage [v] 100 10 500   10 0   10 1   10 2   10 3   10 4 0070.9511.xx 0070.7511.xx 0070.6011.xx 0070.5011.xx 0070.4011.xx 0070.3511.xx 0070.3011.xx 0070.2511.xx 0070.2011.xx 0070.1711.xx 0070.1411.xx 0070.1111.xx peak current (8/20 s) [a] disc size: 7 mm min. leakage voltage [v] 100 10 500   10 -6   10 -5   10 -4   10 -3   10 -2 0070.9521.xx 0070.7521.xx 0070.6021.xx 0070.5021.xx 0070.4021.xx 0070.3521.xx 0070.3021.xx 0070.2521.xx 0070.2021.xx 0070.1721.xx 0070.1421.xx 0070.1121.xx leakage current dc [a] disc size: 7 mm max. clamp voltage [v] 100 10 500   10 0   10 1   10 2   10 3   10 4 0070.9521.xx 0070.7521.xx 0070.6021.xx 0070.5021.xx 0070.4021.xx 0070.3521.xx 0070.3021.xx 0070.2521.xx 0070.2021.xx 0070.1721.xx 0070.1421.xx 0070.1121.xx peak current (8/20 s) [a]

  phase-out varistors avts www.schurter.com/pg0 3 fuses disc size: 10 mm min. leakage voltage [v] 100 10 500   10 -6   10 -5   10 -4   10 -3   10 -2 0070.9541.xx 0070.7541.xx 0070.6041.xx 0070.5041.xx 0070.4041.xx 0070.3541.xx 0070.3041.xx 0070.2541.xx 0070.2041.xx 0070.1741.xx 0070.1441.xx 0070.1141.xx leakage current dc [a] disc size: 10 mm max. clamp voltage [v] 100 10 500   10 0   10 1   10 2   10 3   10 4 0070.4041.xx 0070.3541.xx 0070.3041.xx 0070.2541.xx 0070.2041.xx 0070.1741.xx 0070.1441.xx 0070.1141.xx 0070.9541.xx 0070.7541.xx 0070.6041.xx 0070.5041.xx peak current (8/20 s) [a] disc size: 14 mm min. leakage voltage [v] 100 10 500   10 -6   10 -5   10 -4   10 -3   10 -2 0070.9561.xx 0070.7561.xx 0070.6061.xx 0070.5061.xx 0070.4061.xx 0070.3561.xx 0070.3061.xx 0070.2561.xx 0070.2061.xx 0070.1761.xx 0070.1461.xx 0070.1161.xx leakage current dc [a] disc size: 14 mm max. clamp voltage [v] 100 10 500   10 0   10 1   10 2   10 3   10 4 0070.4061.xx 0070.3561.xx 0070.3061.xx 0070.2561.xx 0070.2061.xx 0070.1761.xx 0070.1461.xx 0070.1161.xx 0070.9561.xx 0070.7561.xx 0070.6061.xx 0070.5061.xx peak current (8/20 s) [a]

  varistors avts www.schurter.com/pg03 fuses disc size: 20 mm min. leakage voltage [v] 100 10 500   10 -6   10 -5   10 -4   10 -3   10 -2 0070.9581.xx 0070.7581.xx 0070.6081.xx 0070.5081.xx 0070.4081.xx 0070.3581.xx 0070.3081.xx 0070.2581.xx 0070.2081.xx 0070.1781.xx 0070.1481.xx 0070.1181.xx leakage current dc [a] disc size: 20 mm varistor max. clamp voltage [v] 100 10 500   10 0   10 1   10 2   10 3   10 4 0070.4081.xx 0070.3581.xx 0070.3081.xx 0070.2581.xx 0070.2081.xx 0070.1781.xx 0070.1481.xx 0070.1181.xx 0070.9581.xx 0070.7581.xx 0070.6081.xx 0070.5081.xx peak current (8/20 s) [a] pulse derating curves derating at quantity of pulses and pulse duration  1, 10, ... = quantity of pulses percentage of rated value [%]  (peak current, single pulse = 100%) 1 10 0.1 0.01 100 10 1000 100 20 10?000   1 10 10 2 10 3 10 4 10 5 10 6 pulse duration [s] the 	 specifications, 	 descriptions 	 and 	 illustrations 	 indicated 	 in 	 this 	 document 	 are 	 based 	 on 	 current 	 information. 	 all 	 content 	 is 	 subject 	 to 	 modifications 	 and 	 amendments. 27.06.2012
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